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Foreword (This Foreword is not part of American National Standard X3.129-1986.) 


This standard is a definition of the physical portion of a family of standards 

called the Intelligent Peripheral Interface (IPD. It is a new high-perform- 

ance, general-purpose parallel peripheral interface. This standard responds to an 
industry market need (expressed both by users and manufacturers) to limit the 
increasing costs in hosts associated with changes in peripherals. The intent of 

the IPI is to isolate the host (CPU), both hardware and software, from changes in 
peripherals by providing a "function-generic” command set to allow the connection 
of multiple types of peripherals (disks, printers, tapes, communications). To 
smooth the transition from the current methods to the generic approach, the IPI 
also supports device-specific command sets to aid in bridging the gap between the 
two approaches. 


To accomplish this set of goals, the design of the IPI includes device-specific 
and device-generic command sets, both utilizing a common physical bus. The 
device-specific command set provides: 

(1) Device-oriented control 

(2) Physical Data Addressing 

(3) Timing Critical Operations 

(4) Lower Device Cost 


The device-generic command set provides a higher level of functionality 
and portability. It includes: 

(1) Host/Device Independence 

(2) Logical Data Addressing 

(3) Timing Independence 

(4) Command Queuing Capability 


A system is not restricted to the use of one level of command set or the other. It 
is possible that both levels of command sets will be utilized with a given 

system’s architecture to balance such parameters as system performance, cost, and 
peripheral availability. It is also possible for the host to provide for migration 
from device-specific to device-generic levels while still retaining the same 

physical interface. 


The development of an Intelligent Peripheral Interface (IPI) was begun after a 
preliminary investigation had been completed. The earliest proposals were made by 
participants of Task Group X3T9.3 in late 1978. At that time, the Task Group 
decided generic-oriented peripheral interfaces were not yet ready for 
standardization and that the group should concentrate on device-oriented 

interfaces and the system-oriented, high-speed serial interfaces. The group 
acknowledged the desirability of higher level intelligent commands by reserving 
code fields in American National Standard for Interface between Rigid Disk Drives 
and Their Host(s), ANSI X3.101-1983, during its April 1980 meeting. 


The basic architecture of the resultant IPI was first proposed at the X3T9.3 
August 1980 meeting. In addition to the 1978 proposal, complete company imple- 
mentations were proposed by several manufacturers from August 1980 to August 
1981. These proposals resulted from the initiative of the contributors and from 
wide-spread solicitation by the task group. 


X3T9.3 agreed upon preliminary functional requirements during the October 1980 
meeting, which included the following: | 

(1) Parallel transfer 

(2) Command and Data Handshaking 

(3) Allowance for high-speed transfers without Handshaking 

(4) Minimum transfer rate to 5 Megaoctets per second 


X3T9.3 began work on the IPI in 1981 in response to an emerging need for a 

higher performance peripheral interface. Coincidental with the need for higher 

performance was the availability of low-cost VLSI circuit technologies, allowing 
increased intelligence in the peripheral device. These needs were confirmed by 

large and active participation from all areas of the computer industry. 


The fundamental characteristics that the group achieved included the following: 

(1) Single or dual octet transfers 

(2) Data rates of at least 10 megabytes per second 

(3) Cable lengths extending from 5 to 125 meters depending upon type of 
transmitter and cable type 

(4) Low-cost, commonly available components 

(5) High level of maintainability and availability 

(6) A multilevel command structure allowing different levels of intelligence in 
the peripherals 

(7) A definition that facilitates evolutionary changes in the levels with 
minimal impact on software and hardware components 

(8) Definitions supporting an extensive group of peripheral devices including 
disks, tape, communications equipment, printers, and the like, with a common 
choice of interface hardware and commands 


Suggestions for improvement of this standard will be welcome. They should be sent 
to the Computer and Business Equipment Manufacturers Association, 311 First 
Street, NW, Suite 500, Washington, D.C. 20001. 


This standard was processed and approved for submittal to ANSI by Accredited 
Standards Committee on Information Processing Systems, X3. Committee approval 
of the standard does not imply that all committee members voted for approval. 

At the time it approved this standard, the X3 Committee had the following members: 
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American National Standard 


for Information Systems — 


Intelligent Peripheral Interface — 


Physical Level 


1. Scope and Purpose 


1.1 Scope. This American National Standard 
provides the mechanical, electrical and bus 
protocol requirements for a high-performance 
interface for peripheral devices attached to 
powerful computers. 

The physical interface described in this 
document can be operated at rates up to 10 
megabytes per second and over distances of up 
to 125 meters, depending upon circuit and cable 
implementation choices. 


1.2 Purpose. The purpose of this standard is to 
facilitate the development and utilization of 
computer systems by providing a common interface 
at the physical level that provides for connec- 

tion of peripherals (disks, tapes, printers, 
terminals, and the like) with diverse character- 
istics. 


1.3 Description of Sections 

Section 1 contains the introductory material. 

Section 2 lists the publications referenced in 
this standard. 

Section 3 provides a glossary. 

Section 4 specifies the classes of electrical and 
mechanical connections defined by this standard. 
These specifications cover drivers, receivers, line 
termination, connectors, and cable parameters 

Section 5 specifies control sequences required to 
implement master/slave interactions. 

Section 6 describes the relationship between this 
standard and its companion standard, which covers 
logical use of the interface. 

Section 7 provides detailed timing information. 


1.4 Editorial Conventions. Certain terms used in 
this standard that are proper names of signals, 


state mnemonics, or similar terms are printed in 


10 


uppercase to avoid possible confusion with other 
uses of the same words; e.g., BUS A, SLAVE IN, 
SYNC OUT, DESEL, SLAVEND. Any lowercase 
uses of these words have the normal English 
meaning. 

A number of conditions, sequence parameters, 
events, English text, states or similar terms are 
printed with the first letter of each word in 
uppercase and the rest lowercase; e.g., In, Out, 
Selective Reset, Bidirectional, Bus Control, 
Operation Response. Any lowercase uses of these 
words have the normal English meaning. 


1.5 Physical Interface 

1.5.1 Purpose. The purpose of the interface is 
to exchange information between connected 
machines, and meet the criteria of: 

(1) Content Independence. The operation of the 
interface is not affected by the contents of 
Information Transfers. 

(2) Speed Independence. The control of the 
interface is not timing critical in handling of 
the interface protocol. 

(3) Protocol Integrity. The integrity of the 
protocol sequences is ensured by requiring that 
each signal change be handshaked. No more than 
one signal is permitted to change at any time, 
except during optional Data Streaming transfers. 

1.5.2 Characteristics. The characteristics 
of the physical interface are as follows: 

(1) Master/slave mode of execution is used. 

(2) There is one master only. 

(3) Master selects slave. 

(4) A daisy-chained cable consisting of 24 
Signals is used. 

(5) Up to 8 slaves are allowed, with up to 16 
facilities per slave. 

(6) Bus Exchanges are used to frame 
Information Transfers and are executed only as 
interlocked and unidirectional. 


(7) Information Transfers occur using either 
the unidirectional configuration or in a 16-bit 
bidirectional configuration. The two can coexist 
on the same cable. 

(8) Information Transfers can be terminated in 
either direction by either the master or the 
Slave. 

(9) Information Transfers are asynchronous and 
interlocked except during Data Streaming. 

(10) Except for Selection, a master can 
allocate control of interface functions to a 
dominant slave. 


1.6 Configuration Characteristics. The IPI has 
been designed to operate with three defined 
elements of a computer system; master, slave and 
facility. 

1.6.1 Master. The master manages the slaves 
and is responsible for control of the interface. 

It is the master’s responsibility to operate the 
slaves according to their capabilities. 

1.6.2 Slave. The slave is managed by the 
master and may or may not have intelligence, 
depending on the command set it is capable of 
executing. In an intelligent configuration, it 
can support a master that is oriented to generic 
device characteristics, such as a disk with 
22 000 blocks of data, each 512 bytes long. In a 
device-oriented configuration, it can support a 
master oriented to specific device character- 
istics; e.g., a disk with 10 000 bytes/track, 7 
tracks/cylinder, 500 cylinders/actuator. A 
facility is addressable through the slave. 

1.6.3 Facility. The facility is addressable 
through the slave. It is the responsibility of 
the slave to manage the facility. A facility may 
or may not have generic functionality and may or 
may not be a device. 

1.6.4 Multi-tier Structure. Configurations of 
the IPI can be tiered in a hierarchical manner 
to provide a measure of compatibility between 
the different functional requirements of system 
utilization. 

Figure | illustrates a mainframe configuration 
in which a Storage Director is both slave to the 
CPU and master to the String Control. The CPU 
can directly address the String Controls through 
the Storage Director. 

The String Control is both slave to the 
Storage Director and master to the Devices. The 
Storage Director can directly address devices 
through the String Control. 

Figure 2 illustrates a minicomputer 
configuration in which the Controller is both 


slave to the CPU and master to the Devices. The 
CPU can directly address devices through the 
Controller. 


NOTE: The interface between slave and facility need not be 
IPI, but if it is, two separate IPI interfaces are needed to 
obtain 16 addresses. 

1.7 Signal Nomenclature. The nomenclature used 
to define voltage levels, signal states, logical 

States, and their correlation to each other is 
defined in Table 1. 


2. Referenced Publications 


2.1 American National Standards. This standard 
is intended to be used in conjunction with the 
following American National Standards. When 
these standards are superseded by revisions 
approved by the American National Standards 
Institute, Inc, the revisions shall apply. 


ANSI X3.130-1986, Information Systems — 
Intelligent Peripheral Interface — Device-Speci- 
fic Command Sets for Magnetic Disk Drives 


ANSI X3.132” , Information Systems — Intelligent 
Peripheral Interface — Device-Generic Command 
Set for Magnetic and Optical Disk 


ANSI X3.147° , Information Systems — Intelligent 
Peripheral Interface — Device-Generic Command 
Set for Magnetic Tapes 


2.2 Other Standards. This standard is also 
intended to be used in conjunction with EIA 
Standard for Electrical Characteristics of 
Generators and Receivers for Use in Balanced 
Digital Multipoint Systems, EIA RS-485-1983. 


3. Definitions 


bidirectional. This term refers to the use of 
signal lines that may be asserted by either the 
master or a slave, but not concurrently. 


bus acknowledge. In the optional configuration, 
where the master permits the slave to define the 
type of Information Transfer to be executed, Bus 
Acknowledge is the BUS B equivalent of Bus 
Control. 


These standards are currently under development. Contact 
the Secretariat for the most recent information on the status 
and availability of these standards. 


1] 
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+--—----—-—-=+ 
CENTRAL 
| PROCESSOR | 
| | 
+--+ 
| | 
Channel | 
Interface | 
| 
$ret 
| STORAGE | 
| DIRECTOR | 
pont 
Control | 
Interface | 
| 
+—~—-—-——+ 
|STRING | 
| CONTROL | 
ooo 
Device | 
Interface | 
+———--———-+ 
| DEVICE | 
pont 
$—--------+ 
| CENTRAL | 
| PROCESSOR | 
| 
fiansaeined 
Control | 
Interface | 
| 
$+ 
|CONTR- | 
| OLLER | 
+--—----+ 
Device | 
Interface | 
pt 
| DEVICE | 
+--------— + 


$a 
| SLAVE | 
peso 
| 
| 
| * 
| 
$+ 


| FAC | 


FIGURE 1 


$a + 
MASTER | 
$———— + 


MAINFRAME CONFIGURATION EXAMPLE 


$o—- + 
| FAC | 


nf 
| MASTER | 
+--+ 


| 

| IPI 

| 
$—~—————+ 
| SLAVE | 
pat 


* This interface may or may not be IPI, but if it is, then the 
master/slave relationship is valid at that tier. 


12 


MINICOMPUTER CONFIGURATION EXAMPLE 


FIGURE 2 
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TABLE 1 


SIGNAL NOMENCLATURE 


fo + 

| INTERFACE | 
+—---—-————————— ooo fp $------—-——— + 
| TYPE OF | VOLTAGE | SIGNAL | LOGICAL | LOGICAL | 
| DRIVER | LEVEL | CONDITION | TRANSITION | CONDITION | 
+-----—--------— fap $-- +--——4+-—-——— + 
| | ; = | | | | 
| | LOW | ACTIVE | ASSERT | 1] ONE | 
| | | | | | | 
| THREE STATE | HIGH | INACTIVE | NEGATE | O | ZERO | 
| | | | | | | 
| | RELEASED | INACTIVE | DEGATE | 0 | ZERO | 
| | | | | | | 
+-----—-——————— $-— ofp cena $e - +----4+-—--—— + 
| | Fee | | | | 
| DIFFERENTIAL | HIGH | ACTIVE | ASSERT | 1 | ONE | 
| | | | | | | 
| (Odd pin | LOW | INACTIVE | NEGATE | 0 | ZERO | 
| relative to | | | | | | 
| Even pin) | RELEASED | INACTIVE | DEGATE | O | ZERO | 
| | | | | | | 
+---——————————— $--——-— $e fo $-———f——— + 
| | | | | | | 
| | HIGH | ACTIVE | ASSERT | 1 | ONE | 
| OPEN EMITTER | | | | | | 
| | LOW | INACTIVE | NEGATE | 0 | ZERO | 
| | | | | | | 
| | RELEASED | INACTIVE | DEGATE | O | ZERO | 
| | | | | | | 
+-—---—— $——-——— $e poe $--——4+-—-=-—— + 


NOTE: GATE is the action of ASSERTing or NEGATEing 
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bus control. This term refers to the Physical 
Interface Bus Control octet asserted on BUS A by 
the master during the Bus Control sequence. It 

is used to define the bus configuration for the 
subsequent Information Transfer. 


bus exchange. This term refers to the Bus 
Control sequence (initiated by the master) and 
the Ending Status sequence (initiated by the 
slave), that are used to frame an Information 
Transfer (which may or may not have occurred). 
For every Bus Control sequence, there shall be 
an Ending Status sequence. 


busy. This term describes a slave that is 
currently unable to process Bus Exchanges or 
Information Transfers. 


data. This term refers to information 
transferred over the Physical Interface, other 
than that defined as Operation Commands and 
Operation Responses by the Logical Interface. 


data streaming. This term refers to the transfer 
of information in a noninterlocked manner in 
order to achieve faster transfer rates. 


dominant slave. This term describes a slave 
capable of assuming the role of the master for 
slave — slave Information Transfers. 


double octet mode (DOM). This term refers to a 


mode of Information Transfer that uses BUS A and 


BUS B in parallel in a bidirectional manner to 
transfer 16 bits concurrently. 


ending status. This term refers to the Physical 
Interface status octets presented by the master 
(optional) and the slave (mandatory) immediately 
following an Information Transfer. 


facility. This term refers to the entity. 
addressable by the master through the slave. 


information transfer. This term refers to 
interchanges on the interface associated with 

the Logical Interface (i.e., Operation Commands, 
Operation Responses, and Data). 


interlocked. This term refers to the handshake 
between master and slave of signals on the 


interface. 


level 0. This term refers to the electrical and 
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mechanical characteristics of the Physical 
Interface. 


level 1. This term refers to the bus States, 
sequences, and other rules (excepting electrical 
and mechanical characteristics of Level 0) that 
govern the use of the Physical Interface. 


logical interface. This term refers collectively 
to all protocols higher than the Physical 
Interface specified in this standard. 


maintenance mode. This term refers to the 
capability for a master to initiate analysis of 
the interface and restore operation after a 
failure condition. 


mandatory. The functions labeled mandatory shall 
be included in all masters and slaves. They 

shall be implemented as defined in this 

standard. 


master. This term refers to the entity in 
control of the interface. 


master status. In the optional configuration, 
where the master permits the slave to define the 
type of Information Transfer to be executed, 
Master Status is the BUS A equivalent of Slave 
Status. 


operation command. This term refers to a command 


issued by the master to initiate some specific 
operation that is outside the Physical Interface 
and is associated with a Logical Interface 
function. 


operation response. This term refers to the 
response of a slave to an Operation Command. It 
is associated with the Logical Interface. 


optional. This term describes features that are 
not required by the standard. However, if any 

feature defined by the standard is implemented, 
it shall be done as defined by the standard. 


physical interface. This term denotes the 
mechanical, electrical, and interface protocols 
specified in this standard. In use, this term is 
the opposite of Logical Interface. 


sequence. This term refers to a series of states 
that follow each other in a definite order to 
accomplish a function. 


single octet mode (SOM). This term refers to a 
mode of Information Transfer that uses BUS A in 
a unidirectional manner to transfer 8 bits of 
information from master to slave, and BUS B ina 
unidirectional manner to transfer 8 bits of 
information from slave to master. 


slave. This term refers to the addressable 
entity under control of, and directly connected 
to, the master. 


slave status. This is the status asserted on BUS 

B by the slave at the completion of an 
Information Transfer (which may or may not have 
occurred). 


state. This term is used to define the immediate 
condition of the interface, excluding 

transitions, as indicated by the control 

signals. 


unidirectional. This term refers to the use of 
signal lines that are not asserted by both the 
master and slave (either concurrently or 
successively). 


vendor unique. This term defines those features 
that can be defined as required by a vendor in a 
specific implementation. Caution should be 
exercised in defining and using such features 
since they are not necessarily standard between 
vendors. 


4. Physical Characteristics 


This interface specification defines the 
configuration classes that cover all of the 

cable types and line driver/receiver types 
permitted by the proposed standard. The classes 
are defined in response to perceived market 
requirements for the wide range of applications 
within which this interface is expected to be 
used. The protocol and timing differences 
between classes are expected to be either absent 
or so small as to permit inexpensive, simple 
interconnection of different classes within a 
single system environment. 

Table 2 represents the mechanical and 
electrical characteristics of all of the 
configuration alternatives, which are chosen by 
an implementor on the basis of required 
performance, cost considerations, or both. The 
connectors for each type of cable are specified 
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in 4.2 for both shielded and unshielded 
applications. 


4.1 Configuration. A maximum of eight slaves 
shall be connected to the master. Typically, 
this would be by a daisy-chain signal cable 
configuration, but radial connection is 
permitted. Some precautions shall be taken to 
properly handle interface features, such as 
dominant slaves, if radial connections are used. 

4.1.1 Alternatives. The configurations 
permitted by this standard are intended to 
permit selection of the most cost-effective 
alternative for different market environments. 

4.1.2 Intermix of Configurations 

4.1.2.1 Same Driver/Receiver Types. 
The interconnection of different cable types 
using the same driver type is permitted within 
the restrictions of Table 6, provided that 
suitable techniques are used to maintain signal 
quality. 
4.1.2.2 Different Driver/Receiver Types. 

The interconnection of configurations using 
different driver types requires that the master 
either be capable of operating with both, or 
there be an adapter that will exchange the 
signal types at the respective interfaces. The 
adapter, if any, is not defined in this 
standard. 

4.1.3 Extension of Distance Limitations. The 
use Of repeaters/converters is not defined in 
this standard. 


4.2 Connector Specification. Three connector 
types shall be used with this interface. They 
are as follows: 

(1) A2 +: 25 pin header, plug-receptacle 

(2) A 50-pin connector 

(3) A 48-pin connector 

4.2.1 2 + 25 Pin Header, Plug-Receptacle. A 
2 - 25 pin header assembly shall be used. See 
Figures 3 and 4 for the connector physical spec- 
ifications. See Table 3 for the pin assignments 
and signal nomenclature. 

4.2.2 50-Pin Shielded Bulkhead Connector. A 
three-row 50-pin shielded bulkhead subminature 
”"D” connector shall be used. See Figures 5 
through 7 for the connector physical specifica- 
tions. Refer to Table 3 for the pin assignments 
and signal nomenclature. 


NOTE: Cables with 50-pin connectors allow cables to be 
joined if a slave has to be removed from the interface for 
any reason (this is the rationale for requiring alternating 
retention hardware on opposite ends of the cable). However, 
it should be recognized that such abutments need to be 
limited in number so as to minimize signal degradation. 
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4.2.3 48-Pin Shielded Bulkhead Connector. A 
48-pin shielded bulkhead coaxial connector shall 
be used. See Figures 8 through 10 for the 
connector physical specifications. See Table 4 
for the pin assignments and signal nomenclature. 

4.2.4 Connector Shells. The shells of the 
shielded connectors shall be plated with 
conductive material to ensure the integrity of 
the cable shield to chassis current path. The 
resistance of the cable shield to equipment 
chassis shall not exceed 5 milliohms, after a 
minimum of 500 cycles of mating and unmating. 

4.2.5 Terminators. The terminators shall fit 
within the same dimensions as the cable end 
connectors, and shall be secured by the same 
retention method as are the cable connectors. 


4.3 Cable Characteristics 

4.3.1 50-Conductor, 28-AWG Flat Cable. The 
cable shall consist of 50 conductors of 28 AWG 
capable of mass termination to all standard 50 
mil insulation displacement connectors (IDC). 
The following electrical characteristics apply 
to the individual wires within the flat cable 
assembly: 


Characteristic 

impedance: 100 ohms + 10% 
Signal 

attenuation: 0.029 db max/ft at 5 MHz 
Propagation 

delay: 1.4 ns/ft + 10% 


dc Resistance: 70 ohm max/1000 ft at 20°C 


4.3.2 50-Conductor, 28-AWG, Twisted-Pair 
Cable. The cable shall consist of 25 twisted pairs 
of conductors of 28 AWG, The cable may have an 
overall shield, suitable for terminating in a 
metal-shielded connector (see 4.2.2). The overall 
shield serves the purpose of a signal shield. The 
two wires of a pair shall be connected to the same 
signal, one to the positive and the other to the 
negative signal pin. The following electrical 
characteristics apply to the twisted pairs within 
the bulk cable assembly: 


Characteristic 

impedance: 105 ohms +6 ohms/—4 ohms 

120 ohms + 12 ohms (Voltage 
mode differential only) 

Signal 

attenuation: 0.029 db max/ft at 5 MHz 
Propagation 

delay: 1.7 ns/ft + 10% 


dc Resistance: 70 ohms max/1000 ft at 20°C 


NOTE: See 4.3.3 for conductor-to-conductor capacitance, pair-to- 
shield delta capacitance, and pair-to-pair propagation delay delta. 
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4.3.3 50-Conductor, 26-AWG, Twisted-Pair 
Cable. The cable shall consist of 25 twisted pairs 
of conductors of 26 AWG. The cable may have an 
overall shield, suitable for terminating in a 
metal-shielded connector (see 4.2.2). The overall 
shield serves the purpose of a signal shield. The 
two wires of a pair shall be connected to the same 
signal, one to the positive and the other to the 
negative signal pin. The following electrical 
characteristics apply to the twisted pairs within 
the bulk cable assembly: 


Characteristic 

impedance: 106 ohms + 10 ohms 

120 ohms + 12 ohms (Voltage 
mode differential only) 

Signal 

attenuation: 0.029 db max/ft at 5 MHz 
Propagation 

delay: 1.65 ns/ft + 10% 


dc Resistance: 43 ohms max/ft at 20°C 
Conductor-to- 
conductor 
capacitance: 
Pair-to-shield 
delta 
capacitance: 
Pair-to-pair 
propagation 
delay delta: 


17 pf/ft max 


0.8 pf/ft max 


0.15 ns/ft max 


4.3.4 24-Conductor Coaxial Cable. The cable 
shall be a special-purpose, twin, parallel 
electrical cable. Each of these twin cables 
shall consist of 12 coaxial cables of 26-AWG 
signal wire and an associated shield and an 
overall shield. The overall shield shall be 
suitable for terminating in a metal-shielded 
connector (see 4.2.3). The following electrical 
characteristics apply to individual coaxial 
cables: 


Characteristic 
impedance: 
Signal attenuation 
(Increase in rise 
time measured 
between the 20% 
and 80% points of 
the leading 
edge): 
Propagation delay 
(Measured at the 
50% point of the 
leading edge): 
dc Resistance: 


95 ohms +6 ohms / —4 ohms 


0.025 ns max/ft 


1.22 < tPD < 1.27ns/ft 
45 ohms max/1000 ft at 20°C 


TABLE 2 
MECHANICAL AND ELECTRICAL CHARACTERISTICS 
4—-—-------------- $—--—-----------------— +-----— 4+———----— 4+—----—-------—----- + 
| | CABLE | | MIN | MAX STREAMING | 
| DRIVERS AND $-——— +—-—————— + MAX | CCD | TRANSFER RATE** | 
| RECEIVERS | TYPE | ELECT |LENGTH| (PERIOD)+—----—- +--——-———— + 
| | | CHAR | i | SOM | DOM | 
4—--————————-- 4+-—————-—---—-—— +—-----—— +—-—-—-— +-—— +—---——— $a + 
| THREE-STATE | | | | | | | 
| DRIVERS and | FLAT | 4.4.1 | 5M | | | | 
| TTL RECEIVERS | | | | | | | 
| w/ HYSTERESIS | | | | | | | 
$= == $a —————— + + 200ns | SMBs | 10MBs_ | 
| | | 4.4.2 | 50M | | | | 
| DIFFERENTIAL | TWISTED PAIR +------- $--—-—— + | | | 
| | | 4.4.3 | 75M | | | | 
$e + + +---——— + | | | 
| | | 65M | | | | 
| OPEN EMITTER +-~----------- + 4,4,4 +-----—- 4+-------- +-—-—-—— 4-———-—-—— + 
| | COAX CABLE | | 125M | 290ns | 3.3MBs| 6.7MBs_ | 
fpr 4$——----------— +-----—- +-----— +------—-- $------— $a + 
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* See timing in Section 7 for a definition of CCD 
xx Interlocked transfer rates may exceed these rates over short distances 


C4 tL 
TYPICAL 


Dimension Millimeters Inches 

Cl 2.54 0.100 

C2 60.96 2.400 

C3 2.54 0.100 

C4 1.016/0.889 0.040/0.035 
C5 68.072+ 0.254 2.680+ 0.010 
C6 6.096 0.240 

C7 3.302 0.130 
NOTES: 

(1) 50 Contacts on 1.27 mm (0.050 inch) centers 


with staggered spacing = 62.23 mm (2.450 inch) 
overall. 

(2) Tolerances + 0.127 mm ( 0.005 inch) 
noncumulative 

(3) All dimensions used are for reference 
information only. See manufactuer’s specification 
for actual dimensions, 


2x 25 


#1 CONTACT 
INDEX MARK 


FIGURE 3 


CENTERED WITHIN 
0.010 (0,254) 


#49 CONTACT 
POSITION 


NOTE: Dimensions are in inches (millimeters). 


PIN HEADER — PLUG 
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TABLE 3 
PIN ASSIGNMENTS FOR THREE STATE AND DIFFERENTIAL 


LOR CATES Gane CREED TREE GOON) LEOTTY CERN CARN ERED GLELES GTN CEYETED GREED GREED CREED GRETD GHETED GUTS SRE PSND CURED CRED EET GLINY GUARD CRN CEE ITITED SMD GRRL GOED SEND CHAD AD ERD FERED CYS ERED CORES COUN EATFED GLAS GORD CRIED GeluD EERE SERED CERRO GRYNG SEED Game Gicthh> Geng Cae: GAMA Gea ERED CSN Ee? STESY ERTS CoN GIS Genie CHAN GND CHAD CRN GEER GinED ERORD Dantes RAND tint GEER OE Cem Het 
SR CERRY CUTTS TUMOR AON CLOTS SEE AED ERE COMED ERA STIL ATED SAMS RIG CAD AEN ED CONES RUT GLEE CRIMES Anat SETTERS ENS ORY COED BOGE) MF ONRTAS ONO GEES OED CEES AIED SND EES ORY OES GD GEE, CD ERAS GNESH SED OLE ARNIS CANE UREA GNNIAD CELE CH SEES GTM COTES CAND GRE CSTE ETE CH LS GEE Gene Caney CHTED GAG Claes come eee cee CIA ate aEEe SiS quEme CED craeD amas COTES 


SIGNAL. GROUND THREE STATE DRIVERS/RECEIVERS SIGNAL GROUND 
PIN PIN PIN PIN 
SIGNAL SIGNAL DIFFERENTIAL DRIVERS/RECEIVERS — SIGNAL SIGNAL 
PIN + PIN - | PIN + PIN - 
SIGNAL NAME SIGNAL SOURCE 
1 2 DC GROUND ae 1 34 
9 10 ATTENTION IN SLAVE 20 4 
23 24 SYNC OUT MASTER 41 25 
17 18 SLAVE IN SLAVE 39 23 
43 44 SYNC IN SLAVE 15 48 
35 36 MASTER OUT MASTER 45 29 
29 30 SELECT OUT MASTER 43 27 
45 46 BUS B — BIT 0 SLAVE (MASTER) 32 16 
47 48 | ft 4 4 | 49 33 
7 8 a a | 3 36 
19 20 oak Be | 7 40 
21 22 i ee | 24 g 
25 26 poy} § | 9 42 
3 4 ; | | 6 | 18 2 
5 6 ; of | 7 | 35 19 
49 50 BUS B — PARITY SLAVE (MASTER) 17 50 
37 38 BUS A - BIT 0 MASTER( SLAVE) 13 46 
39 40 Pe ie a | 30 14 
15 16 ; | | 2 | 22 6 
27 28 ro} | 3 | 26 10 
31 32 ro | | 4 | 11 44 
33 34 yo fo | 5 | 28 12 
11 12 i | | 6 | 37 21 
13 14 ee ee 5 38 
41 42 BUS A —- PARITY MASTER ( SLAVE ) 47 31 
| | | | 
$——— + +-----—— + 


IEC 48B Connector Pin 
Designation (See Figure 6) 


EER ED CIID CDS AEN EES AY OMS EID AE AGS AD ERAS LATS GES CES EAE RAED EOS CRS CR EET GD GS ED ADS SOE SMRD CTD STEED CRRERH SERED STS GRO SED SEES CERES CRIS ONG SSE GT ID SD GE SE GED CE GE CRD SA SGN OD GEE ERITH COED SEIS Kean CEES Gain eae CD SETE COMED CALLS Gms? CRS Gaate CUED CFESe ae OLEUE GRID GED ORR Chicks SURI Chas 


(1) The outer shield of the 50-conductor shielded cable is used to tie to 
the frame via the connector. 

(2) When using the shielded bulkhead connector in a daisy-chain 
configuration, the master shall have a female panel connector per port, and 
each slave shall have both a female and a male panel connector per port. Line 
termination shall be provided at both ends of the cable. 

(3) Each cable shall be manufactured with a male cable connector on one end 
and a female connector on the other end. 
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TABLE 4 


PIN ASSIGNMENTS FOR OPEN EMITTER WITH 48 PIN COAXIAL CONNECTOR 


PIN WIRE SIGNAL NAME SIGNAL SOURCE 

G06 G11 ATTENTION IN SLAVE 

D13 D12 | SYNC OUT MASTER 

J02 J03 SLAVE IN SLAVE 

J13 J12 SYNC IN SLAVE 

B06 B11 MASTER OUT MASTER 

D02 D03 SELECT OUT MASTER 

304 305 BUS B BIT 0 SLAVE (MASTER) 

G05 G04 ; ee 4 | 

J06 J07 ; | | 2 | 

G08 G07 ) | | 3 | 

309 308 1 | | 4 | 

G10 G09 Po} of 5 | 

J11 310 1 | | 6 | 

G12 G13 , | | o7 

G03 G02 BUS B PARITY SLAVE( MASTER) 

D04 D05 BUS A BIT 0 MASTER( SLAVE ) 

BOS BOA a uae | 

D06 DO7 a | 

B08 BO7 co rT 3 | 

D09 D08 fu a | 

B10 B09 poy | 5 | 

D11 D10 | | | 6 | 

B12 B13 , | oT 

BO3 B02 BUS A PARITY MASTER( SLAVE) 
NOTES : 


(1) The outer shield of the cable specified is used to tie to frame via the 
connector, and so provide the equivalent of the shield signal specified in 
Table 3. 

(2) When used in a daisy-chain configuration, each slave shall have panel 
connectors for a signal-—In cable and a signal-—Out cable per port. Each extreme 
end shall have line termination at the panel connectors. A master that has only 
a signal-—Out connector shall have internal provision for line termination. 

(3) The connectors are hermaphroditic. The signal-In cable connector and 
the signal-Out panel (bulkhead) connector shall be light-colored. The 
Signal—Out cable connector and the signal-In panel connector shall be 
dark-colored. Each cable shall be manufactured with a light-colored signal-In 
cable connector on one end and a dark-colored signal-—Out cable connector on 
the other. Proper mating, including cable to cable shall be light to dark. 
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~CENTERED WITHIN 


0.010 (0,254) 
#49 CONTACT 


POSITION #1 CONTACT 


POSITION 


#2CONTACT —NoTE: 
D14 DIAMETER POSITION 
TVPIGAL 4 THREE-SIDED SHROUD 
el ere = 0.025 + 0.002 HEADER OPTIONAL 
. (0,64 + 0,05) SECTION X-X 
me D9 DIAMETER 
a Di i Millimeters Inch 
imension an er ncnes 
D14 DIAMETER TYPICAL 
D1 2.54 0.100 
TYPICAL D2 60.96 2.400 
D3 2.54 0.100 
D4 4.83 0.190 
D5 6.10+ 0.25 0.335+ 0.010 
D6 82.80 3.260 
D7 6.35 0.250+ 0.010 
D8 4.19 0.165+ 0.005 
D9 68 .83+ 0.038 2.710+0.015 
D10 9.14 Max 0.360 Max 
D1] 13.94 0.549 
D12 72.64 2.060 
D12 D13 78.74 3.100 


NOTE: Dimensions are in inches (millimeters). 


NOTES: | 

(1) 50 Contacts on 2.54 mm (0.100 inch) centers 
with staggered spacing = 60.96 mm (2.40 inch) 
overall. 

(2) Tolerances + 0.127 mm (0.005 inch) 
noncumulative 

(3) All dimensions used are for reference 
information only. See manufactuer’s specification 
for actual dimensions, 


FIGURE 4 
2 x 25 PIN HEADER — RECEPTACLE 
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0.040 (1,02) 
DIAMETER 


2 | 
Lees a) 


(a) Pin Contact (Note 1) 


ALTERNATIVE CONFIGURATIONS 


+ - 
L ,— ee ee” 
ID ACCEPTS 
0.040 (1,02) 
DIAMETER PIN 
a 
| L f i: HH 
venice OS 
(b) Socket Contact (Note 1) 
NOTES: 


(1) Contact pictorials for reference only. 
(2) Dimensions are in inches (millimeters). 


FIGURE 5 


50—POSITION SUBMINIATURE "D" PIN/SOCKET CONTACT 
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0.120 (3,05) DIAMETER 
OR 4-40 THREAD 


4 13 1 B 67 
+ + + + + + + + 
7 4 


r ania 
| | ®@ O | 
Ta, ais 31.30 29 26 27 26 25 24 23 22 2) 2 oe! oeh 

(+) - e+ t+ te te Fr Ft KH He FH OF + 


325? poner ap eermvarmnsans, sO 1S 
48 47 4645 44 43 42 4140 39 38 37 36 


2.406 + 0.005 | | . SOCKET MUST ACCEPT 
(61,11 + 0,13) 0.040 (1,02) DIAMETER PIN 


MATING FACE 


(a) Receptacle 


-0.120 (3,05) DIAMETER 
OR 4-40 THREAD 


12 $3 14 15 16 17 
++ + ++ O 0 O 

ZO 2! 22 23 24 25 26 27 28 29 30 31 32 33 
CO + + ++ ¢ + t+ + +r tt OO 


0000 4+ + + + + ++ + + +O 00 
34 35 36 37 38 39 40 4! 42 43 44 45 46 4748 46 50 


2.406 + 0.005 
™ (61,11 + 0,13) 


0.040 (1,02) DIAMETER 
PIN TYPICAL 


} UUUULUUUUU UY 


(b) Plug 


NOTE: Dimensions are in inches (millimeters). 


FIGURE 6 
50—POSITION SUBMINIATURE "D" RECEPTACLE/PLUG 
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eC 


3.480 (88,39) FLAT LATCHING STUD: 4-40 UNC-2A THREAD 


CABLE LATCHING STUD HEIGHT: 0.208 (5,28) MAXIMUM 
CENTERS (OPTIONAL) ABOVE MOUNTING FLANGE 
! 2.406 (61,11) LATCHING STUD: 0.075 (1,91) MINIMUM FULL 
ROUND CABLE : THREAD, 0.110 (2,79) MINIMUM ENGAGEMENT 
LATCHING CENTERS WITH JACK SOCKET 
RECEPTACLE ASSEMBLY | PLUG ASSEMBLY 
, ON PANEL ON PANEL 


| ee ae cee eee JACK SOCKET: 4-40 UNC-2B THREAD 0.160 
| ON CABLE (4.06) MAXIMUM ABOVE MOUNTING FLANGE 
eee) MINIM 0.120 (3,05) MINIMUM FULL THREAD 
FULL THREAD 
SOCKET STUD HEIGHT L_. RECEPTACLE ASSEMBLY 
0.248 (6,3) MAXIMUM ON CABLE 


ABOVE MOUNTING FLANGE 
JACK SCREW: 4-40 UNC-2A THREAD 0.130 
(3,3) MAXIMUM ABOVE MOUNTING FLANGE 
0.090 (2,29) MINIMUM FULL THREAD 


NOTES: 

(1) Recommended mounting clearance shall be in accordance with EIA 449-1983. 

(2) Receptacle assembly should have a conductive metal front shell. 

(3) Plug assembly should have a conductive metal front shell with grounding indents. 

(4) Cable end assembly should have a shielded stain relief system. 

(5) Connector assembly, on the panel side, can be rear or front mounted. Rear mounting shown for illustration only. Dimensions 
apply to rear or front mounting. 

(6) Dimensions are in inches (millimeters). 


FIGURE 7 50-POSITION SUBMINIATURE "D" CONNECTOR 


9861-67. €X CAVANVLS TVNOILVN NVOIWANV 


VC 


(111,00) 


4.000 Yj 
3.883 (101,60) 
(98,63) | 
MATING 
4.370 FACE y 
(111,00) / 
24-POSITION /, 
PLASTIC MODULE, 
| 2 PLACES | aoe 
= D (101,60) 4.370 
4.735 | cleo METAL a 
(120,27) = HOUSING 
jt ||| 3.865 
CEL | | (98,17) 
C1_) C1} | 
aoe eee 
(1) (L_} 
2 ae | ee 
omiim, 
2256 ae 


(.\ 
ay, 
Be , 0.145 (3,68) DIAMETER 


HOLE. 2 PLACES 
0.251 0.500 |_ ah ee 
(6,38) 2710) 0.865 | waxiMUM 
1.000 
@ OF CAV (21.97) 
(25,40) MAXIMUM 


(a) 48-Position Shielded Modular Connector Panel Mount Assembly 


NOTES: (1) © denotes pin assignments for signal-in (dark) panel-mounted connector. 
(2) 4 denotes pin assignments for signal-out (light) panel-mounted connector. 
(3) 9 =11 equal spaces at 0.125-1.375 (3.18-34.93). 
(4) All dimensions are in inches (millimeters). CAV = cavity. 


FIGURE 8 48~POSITION SHIELDED MODULAR CONNECTOR — 


1.020 0.160 (4,06) 
(25,90) DIAMETER, 
2 PLACES 


(b) Panel Cutout 


PANEL MOUNT 


9861-671 EX CAVANV.LS TVNOILVN NVOIMAWNV 
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24-POSITION METAL 
ee PLASTIC MODULE, HOUSING 
2 PLACES 
es SIC 
eal | Vy a 
ee eat — 


4.000 


(101,60) 9.125 


(53,98) 
@ OF CAV 


0.251 
(6,38) 
C) ¢ OF 
CAV 


cal ¢ OF CAV 

(9,11) 

1.000 4.138 
OF CAV 

% (25,40) (105,11) 


NOTES: (1) © denotes the pin assignments for the signal-out (dark) cable connector. 
(2) 4 denotes the pin assignments for the signal-in (light) cable connector. 


(3) Each cable should have a signal-in connector on one end and a signal-out connector on the other end. 
(4) o=11 equal spaces at 0.125-1.375 (3,18-34,93). 
(S) All dimensions are in inches (millimeters). CAV = cavity. 


FIGURE 9 48-POSITION SHIELDED MODULAR CONNECTOR — CABLE MOUNT 


0.134 0.174 
(3,40) (4,42) 


NOTES: (1) Crimp-type contact shown is for 30-26 AWG (0,050-0,13 mm’) and 24-22 AWG (0,2-0,4 mm7?). 
(2) All dimensions are in inches (millimeters). 


FIGURE 10 48—-POSITION CONNECTOR CRIMP—TYPE CONTACT 
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4.4 Electrical Characteristics. Bidirectional 
line transceivers are permitted on all signals; 
but when lines are used unidirectionally, 
transceivers shall be wired as unidirectional. 

Upon completion of a Power On Reset, Slaves 
shall enable all drivers. 


NOTE: If Slave-to-Slave Information Transfers are supported, 


MASTER OUT and SYNC OUT shall be bidirectional (see 5.4.9). 


In all electrical configurations, the receiver 
as well as the driver shall tolerate, without dam- 
age, the situation in which up to nine drivers are 
active simultaneously in the same direction as 
well as the situation in which a line is shorted 
to dc ground. In the case of the ATTENTION IN 
signal, it is possible that up to eight slaves may 
be simultaneously signaling an Attention con- 
dition. The receiver output shall remain at 
logical active when any combination of the eight 
slaves is signaling attention. The ATTENTION IN 
signal shall not be driven to inactive. 

See Figure 11 for the configuration of 
bidirectional signal lines. See Figures 12 and 13 
for the configuration of the unidirectional signal 
lines. 


4.4.1 Three State Logic Drivers and Receivers 

with Hysteresis 

4.4.1.1 Line Transceivers. The maximum 
Low-level output voltage shall be 0.5 volts. The 
minimum High-level output voltage shall be 2.4 
volts. At the Low-level output voltage, the 
driver shall be capable of sinking 48 
milliamperes, minimum. At the High-level output 
voltage, the driver shall be capable of sourcing 
15 milliamperes, minimum. The maximum 
three-state output current with the line at the 
Low-level voltage shall be —1 milliamperes. Line 
drivers shall not be driven during power 
sequencing. 

The maximum Low-level input voltage shall be 
0.8 volts. The minimum High-level input voltage 
Shall be 2.0 volts. At Low level, the input 
current shall be —1 milliamperes maximum. At 
High level, the input current shall be 80 
microamperes, maximum. The hysteresis at the 
receiver inputs shall be 0.2 volts, minimum. 


4.4.1.2 Line Drivers. The maximum Low-level 


output voltage shall be 0.5 volts. The minimum 
High-level output voltage shall be 2.4 volts. At 

the Low-level output voltage, the driver shall 

be capable of sinking 48 milliamperes, minimum. 
At the High-level output voltage, the driver 

shall be capable of sourcing 15 milliamperes, 
minimum. The maximum three-state output current 
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with the line at the Low-level voltage shall be 
—400 microamperes. Line drivers shall not be 
driven during power sequencing. 

4.4.1.3 Line Receivers. The maximum 
Low-level input voltage shall be 0.8 volts. The 
minimum High-level input voltage shall be 2.0 
volts. At Low level, the input current shall be 
—600 microamperes, maximum. At High level, the 
input current shall be 80 microamperes, maximum. 
The hysteresis at the receiver inputs shall be 
0.2 volts, minimum. 

4.4.1.4 Bus Terminators. Each signal line 


shall be terminated at both ends of the cable by 


installing a 220-ohm resistor + 2% from signal 
to + 5 volts and a 330-ohm resistor + 2% from 
signal to ground. 

4.4.1.5 Stubs. A maximum stub length of 7 
centimeters is allowed off of the mainline 
within any connected equipment. The mainline is 
defined as the continuous path between the 
terminators at each extreme end of the 
interface. The stub signals on the Printed 
Circuit Board shall maintain a characteristic 
impedance of 100-ohms + 20%. 

4.4.1.6 ATTENTION IN Signal. The AT- 
TENTION IN signal shall not be driven to inactive. 

4.4.2 Voltage Mode Differential 
Drivers/Receivers. This class can support data 
transmission rates up to 10 Mbytes/s at up to 50 
meters. The total length of all cable segments 
between master and slaves, all effective cable 
segments within the connected master and slaves, 
and all stubs shall be less than or equal to 50 
meters. 

The twisted pair leads always attach to an 
adjacent pair of connector pins as noted in 
Table 3. 

4.4.2.1 Line Drivers. The differential 
driver shall meet the requirements of EIA 
RS-485-1983, which specifies the electrical 
characteristics of generators (drivers) and 
receivers for use in a balanced digital 
multipoint system. 

4.4.2.2 Line Receivers. The differential 
receiver shall meet the requirements of EIA 
RS-485-1983, which specifies the electrical 
characteristics of generators (drivers) and 
receivers for use in a balanced digital 
multipoint system. 

If the (+) signal lead is positive with 
respect to the (—) signal lead, the receiver 
output shall be logically active. The receiver 
output shall be inactive if the input 
differential signal is reversed. 
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MASTER INTERMEDIATE LAST /ONLY 
SLAVE SLAVE 
I\ I\ 
EN I \ 
/ | foal Jaa =|) 2 
fe) Ze | | 7 
Soak, [seat L AZ | {7 
A | / | | / | 
NE | (ean | 7 
| t--< |----- +——+< |---- 
| | oN | I 
| | \l | \| 
I\ | | | 
| \ | | | 
—--| >------- +—| | -—-+----------- | |------ + 
| 7 | | 
|/ | | 
Cc 
T 


Note: Terminator CT shall be at extreme ends of the cable. 
FIGURE 11 


CONFIGURATION FOR BIDIRECTIONAL BUS SIGNALS 


a 
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LAST/ONLY INTERMEDIATE MASTER 
SLAVE SLAVE 
I\ 
| \ 
eae (gene + 
4 | 
I\ |/ | I\ 
I \ | | \ 
a | dee —t--= | |---| | t- | --- 
| / | mes 
|/ | | |/ 
| | 
c C 
T T 


Note: Terminator CT shall be at extreme ends of the cable. 
FIGURE 12 


CONFIGURATION FOR UNIDIRECTIONAL SINGLE-ENDED LINES FROM SLAVE 


MASTER INTERMEDIATE LAST/ONLY 
SLAVE SLAVE 
I\ I\ 
oS | \ 
t= | od 
| | / | a 
| |/ | |/ 
I\ | | | 
| \ | | 
—--=|  >---4+| |--+-------------—- | |----+ 
|/ | | 
\/ | | 


Note: Terminator CT shall be at extreme ends of the cable. 
FIGURE 13 


CONFIGURATION FOR UNIDIRECTIONAL SINGLE-ENDED LINES FROM MASTER 
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4.4.2.3 Line Terminators. Each signal line 
pair shall be terminated at both ends of the 
cable by installing a 150-ohm (+ 2%) resistor 
from signal pin (+) to signal pin (—). 

4.4.2.4 Stubs. A maximum stub length of 60 
centimeters is allowed off of the mainline 
within any connected equipment. The mainline is 
defined as the continuous path between the 
terminators at each extreme end of the 
interface. 

4.4.2.5 Line Bias. Each signal line pair 
shall be biased so as to establish a minimum 
250-millivolt quiescent differential voltage. 
This is done in order to enforce an inactive 
state (zero) when the signal pair is released. 
The biasing network shall be of sufficiently 
high impedance to minimize disturbance of signal 
transmission. 

4.4.2.6 Signal Level. The minimum signal 
available to any master or slave differential 
receiver attached to the cabling system shall be 
at least 400 millivolts. 

4.4.2.7 ATTENTION IN Signal. The AT- 


TENTION IN signal shall not be driven to inactive. 


4.4.3 Current Mode Differential 
Drivers/Receivers. The driver approximates a 
constant current source. The current is steered 
to the leads of the twisted-pair transmission 
line by the appropriate logic levels at the 
input terminals. The output current can be 
switched off (released) for multidriver 
operation. The driver can either be a single 
current source that is steered into one or the 
other of the twisted-pair leads or a dual 
current source to ensure nearly equal and 
Opposite currents in the twisted-pair leads. 
Either type can be intermixed on the interface, 
provided that they individually meet the 
criteria outlined in this standard. 

The twisted-pair leads always attach to 
adjacent connector pins (as noted in Table 3). 

4.4.3.1 Line Drivers. When all other 
drivers are inhibited, a driver’s constant 
current source shall be capable of developing a 
differential signal across the twisted-pair 
leads of between 125 millivolts and 1.1 volts at 
a receiver that is separated from the driver by 
the maximum allowable cable resistance. The 
differential signal value should apply with the 
duty cycle between 30 percent and 60 percent at 
5) megahertz and with the lines properly 
terminated. If the data input becomes inactive, 
the output signal is reversed resulting in a 
minimum of —125 millivolts as measured from the 
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(+) signal relative to the (—) signal 
twisted-pair lead. When the driver is inhibited, 
the current source is disconnected from the 
Outputs so that the output current and voltage 
will allow the receiver to detect signals from 
the other drivers on the line. The common mode 
range of the driver shall be at least +3 volts 
or at least —3 volts. 

4.4.3.2 Line Receivers. The two receiver 
are connected to the twisted-pair (+) and (—) 
signal leads; so that the receiver may sense 
signals on the interface line pair. The receiver 
sensitivity shall be such that the receiver 
output is stable with a differential signal of 
25 millivolts or more. Common mode range of the 
receiver shall be at least +3 volts or at least 
—3 volts. 

If the (+) signal lead is positive with 
respect to the (—) signal lead, the receiver 
output shall be logically active. The receiver 
output shall be inactive if the input 
differential signal is reversed. 

4.4.3.3 Line Termination. Each twisted-pair 
conductor line is terminated to DC ground at 
both extreme ends of the twisted-pair 
transmission line with a 5l-ohm (+ 2%) resistor. 
The lines are biased at the master to ensure 
that the case in which the lines are undriven 
can be reliably interpreted and also to prevent 
receiver oscillation. 

If the drivers used require two voltage 
supplies, the biasing network shall consist of a 
resistor from the (—) signal lead to a positive 
supply and a resistor from the (+) signal lead 
to a negative supply. If a single voltage supply 
driver is used, a single resistor will suffice. 

If the resistors are used, the resistor values 

Shall be small enough to place the (—) signal a 
minimum of 60 millivolts above DC ground and the 
(+) signal at least 60 millivolts below ground. 

If a single resistor is used its value shall 

ensure that the (+) signal is a minimum of 120 
millivolts more negative than the (—) signal 

with all drivers inhibited. 


NOTE: Since the biasing subtracts from the operating noise 
margins, the resistor values shall also be large enough so 
that the normal operating differential signal does not fall 
below the 125-millivolt minimum specified in 4.4.3.1. This 
range shall be ensured regardless of where on the cable the 
measurement is taken, including the extreme end, which is 
separated from the biasing network by the maximum cable 
resistance. The values apply after the lines fully 

stabilize. 


4.4.3.4 Stub/Interconnect Lengths. A 
maximum stub length of 12 centimeters is allowed 
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off of the mainline within any connected 
equipment. The mainline is defined as the 
continuous path between the terminators at each 
extreme end of the interface. 

A maximum etched mainline interconnect length 
of 12 centimeters is allowed at any one place 
within any connected equipment. The etched 
interconnects and stubs are controlled so that 
the two conductors associated with a twisted 
pair are routed together. The interconnect and 
stubs shall maintain an effective resistance of 
no greater than the 28 AWG wire specified in 
4.3.2. It is recommended that etched inter- 
connects be avoided whenever possible, 
especially at intermediate points on the 
interface where the cable goes through a slave. 
Etched interconnects add significantly to 
differential noise as well as increasing the 
exposure to losing the entire interface whenever 
a connector fault occurs within a slave. 

4.4.3.5 ATTENTION IN Signal. The AT- 


TENTION IN signal shall not be driven to inactive. 


4.4.4 Open Emitter Drivers/Receivers 


4.4.4.1 Line Drivers. The maximum Low-level 


output voltage shall be 0.15 volts. The minimum 
High-level output voltage shall be 2.4 volts. At 
High level, the driver output shall source 100 
milliamperes, minimum. Line driver outputs shall 
be Low or released during power sequencing, | 
except for ATTENTION IN, which shall be 
released. 

4.4.4.2 Line Receivers. The maximum 
Low-level input voltage shall be 0.7 volts. The 
minimum High-level input voltage shall be 1.7 
volts. At Low level, the input current shall be 
—400 microamperes, maximum. At High level (5.0 
volts), the input current shall be 420 
microamperes, maximum. 

4.4.4.3 Line Termination. Each signal shall 
be terminated by installing a 95-ohm (+ 2%) 
resistor from signal to ground at the extreme 
ends of the cable. 
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4.4.4.4 Stub Lengths. A signal In bulkhead 
connector shall be used with an interconnection 
to a signal Out bulkhead connector. A maximum 
stub length of 15 centimeters is allowed off of 
the mainline within any connected equipment. The 
mainline is defined as the continuous path 
between the terminators at each extreme end of 
the interface. The interconnection shall 
maintain an effective 26 AWG with an impedance 
of 95 ohms, +6 ohms, —4 ohms. 

4.4.4.5 Intermixed Cable Configurations. It 
is allowable to intermix twisted-pair cables and 
coaxial cables in the same daisy chain. Twisted 
pair may be used internal to a slave to complete 
the signal path between the signal In connector 
and the signal Out connector. The internal 
length of this path shall be kept to a minimum 
and shall be included in the calculation of 
maximum cable length. 

4.4.4.6 ATTENTION IN Signal. The AT- 
TENTION IN signal shall not be driven to inactive. 


4.5 Cable Interconnections 

4.5.1 Stub Lengths. Table 5 represents the 
valid stub lengths for electrical and cable 
combinations. 

4.5.2 Maximum Cable Lengths and Allowable 
Cable/Driver Combinations. The maximum cable 
lengths with the various cabling/driver 
configuration choices are shown in Table 6. 

4.5.3 Cable and Connector Configurations. The 
cable and connector combinations permitted by 
the standard are described in Table 7. 

4.5.4 Configurations. Figures 11 through 13 
illustrate cabling alternatives for 
configurations that have a master at one end of 
the cable, a slave at the other, with 
intermediate slaves. Other electrically valid 
configurations may be used, even if they are not 
shown in the figures. 
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TABLE 5 


STUB LENGTHS (Centimeters) FOR ELECTRICAL/CABLE COMBINATIONS 


eR GIN CAINE EELS GELS RANE (REED MIRTH GEES AY EER CURTY REINA ENE GENES CERI AED cI CoA CRED tidy CEN SHEA GAAEED ORETRY GCRNED CREED CLEP GIG AICP SSCP CATED CHEE CEREED EOTEE) GERD CORPOR SNEG OHETS OFS) CRED SSS GEES YERAES OAR CORNES GENT (PTD GEAEED EESED CHEMO GENCE CUD CTD QEEEEY GENS ED GND GEE CED EP EEE SUEDE CED ES ESS GOS CED CEES SO OES CORES HE ETE es ED cD 
CERES QUIS CANES GEER CHUTES CRRA CHAAR) SEND GEMS] CED EEEET AOS EELS CLM GREET CL UTED SNEED coma EMERY CAE GERRY AMEE CEES RANA EEN eerie) CERES SWE GLEE SWORE CAE? ESTED GREE SERED GAMES GEES GEN CEES CESS UNECE ATED SERED ED GLEE D SAE CUED GEE SHEET Shehiche GENET SEEMED GHD CEES AUTEN TOMES EET GEG? EME COREE CAN ALLENS SHEEN CRD CREED RAR GRATES Gem Gini STREP MED GakaeES TEENS Gil CREED Gomanw Deli COE ee 


4+—-——---—-— +—---——-———— +—--—---——-—— +——----—-——— + 
| daSuk of 33.2 (| @2353 | 4.3.4 | 
| | | | | 
| FLAT | 28 AWG | 26 AWG | COAXIAL | 
| CABLE | TWISTED | TWISTED | CABLE | 
| | PR CABLE | PR CABLE | | 

+—--—————--—-----—---- +—--—-—---——— +-—------—— +—-----————— +——---———-—— + 

| | | | | | 

| 4.4.1 Three State | 7 | N/A | NA | N/A | 
| | | | | | 

+--———~—--------------—— +——--------— 4—— +——--—--—-—— +———--—-——-—— + 

| | | | | | 

| 4.4.2 Differential | N/A | 60 | 60 | N/A | 
| (Voltage Mode Class) | | | | | 

+—--—--—----—----------—— +——--—-— +———-—-———— +——-—-————— +——--—-———-—— + 

| | | | | | 

| 4.4.3 Differential | N/A | 12 | 12 | N/A | 
| (Current Mode Class) | | | | | 

+—————-—-—-——-——-—-------—— 4+———-——————-— +——————-———— +——--—-————— +—-——---———— + 

| | | | | | 

| 4.4.4 Open Emitter | N/A | N/A | LS | 15 | 
| | | | | | 

+—~-—-------------—-------— +——----—-——— +—--~—-—-————— +—-----————— +-—----—---—— + 
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TABLE 6 

MAXIMUM CABLE LENGTHS (Meters) FOR VARIOUS DRIVER OPTIONS 
+—-------—— +—-——--——-—— +——-----—-——— +—--—---————— + 

| 4.3.1 | 4.3.2 | 4.3.3 | 4.3.4 | 

| | | | | 

| FLAT | 28 AWG | 26 AWG | COAXIAL | 

| CABLE | TWISTED | TWISTED | CABLE | 

| | PR CABLE | PR CABLE | | 
$—--——--——-------------- +———---———— +-———--—-——— +———---—-—— +———--——-——— + 
| | | | | | 
| 4.4.1 Three State | 5 | N/A | NA | N/A | 
| | | | | | 
4+---——-------------- +————-——-——— +———---———— +——-—-——-—— +——--——————— + 
| | | | 50 less | | 
| 4.4.2 Differential | N/A | 50 |length of | N/A | 
| (Voltage Mode Class) | | | 4.3.2 | | 
4+--—-------------—--—----— +—---—---———-— +————--————— +-——————-—— +—-—---——-—— + 
| | | | 75 less | | 
| 4.4.3 Differential | N/A | 50 |1.5%*(1ngth| N/A | 
| (Current Mode Class) | | | of 4.3.2) | | 
+—-—--——--—-------------— +—-——--———— +——-———————— +——---——---— +——-—-—-————— + 
| | | | |125 less | 
| 4.4.4 Open Emitter | NA | N/AA | 65 |2*(length | 
| | | | | of 4.3.3) | 
+—-—--——------------ +—~—-—--—-—— +——---~———— +———-—-—-———— +———-—--————— + 


RS GY WES EP HED CEE ERY CHW HS CULE SEE AED GESEP CU CUED CER? GEE CORES GR CORED GERED GUEAS CER GEES SEM GREY GREY CERES CED CNY GD GNEP GHEEED EOS GEN AEE GED GED CNP SREP COMED Gee Cae ETE GED Gm) SRE GERD CHD GUD GREED GESED ERED GANS Sted Giese Gy CRED GENET CT QURE emED CED CRS GHOND GD GRUNT GECUP CED OE CEES CRE GED CD CEE GERD OED ETP 
REND CARY SEED CLES SEED CLE AS AED GELED TELE TENS CANES IS GALA CANS CNS ED SLR ORY CRE CS LD CE CHAS GUE SSE GD GS SS NS EE ES LS NS OS CA EP GEER TAD UNS ND CALE ED EES CEE SRE AA MD GEMS CES SEND GEAR CRETE COLD COED CANE SE ED SAT CME SARA) SET CTE TY GALE CAD GED CLP CS A OD CP GALE ANY TP GP GRITS EAD 


NOTE: The values shown in this table represent the maximum accumulated length that is valid with a particular electrical class. An 
implementation may permit two cable types to coexist, for example, an internal cable that interconnects multiple devices within a 
cabinet and an external cable that exits the cabinet. The formula shown is used to calculate the total for one type, less the actual sum 
of the lengths in the other type referenced, for example, the maximum length for an installation of Open Emitter and Coaxial Cable 
is 125 meters, less twice the actual length of the twisted-pair cable internal to the cabinet. 


TABLE 7 
eee CABLE AND CONNECTOR COMBINATIONS 
+—-----—-—— +——-—--——--— +----------- +—-----—--— + 
| 4.3.1 | 4.3.2 | 4.3.3 | 4.3.4 | 
| | | | | 
| FLAT | 28-AWG | 26-AWG | COAXIAL | 
| CABLE | TWISTED | TWISTED | CABLE | 
| | PR CABLE | PR CABLE | | 
+—-—----——----------- +—-——--——-—— +—----————— +————-—--—— +——————--——— + 
| | | | | 
| 4.4.1 50 Pin Header | X | X | X | NA | 
| | | | | | 
+————————----—-—------ +—————---—— +—-——-——-—-—— +————--———— +————-————— + 
Be ke, ate cus al | | | | 
| 4.4.2 50 Pin Shielded | N/A | X | X | NWA | 
| Bulkhead Connector | | | | | 
+—---—---—----~--------- +-—-----~—— +--~------— +---—-- +——----———— + 
| co hepa oll | | | | 
| 4.4.3 48 Pin Shielded| NA | N/A | N/A | X | 
| Bulkhead Connector | | | | | 
+—-——-—---——-----------— +-—----—--- +-————---—— +——------—— +——-—-—-—-——— + 
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5. Protocol 


This section provides signal definitions, state, 
sequence, octet, and Maintenance Mode descrip- 
tions. The terms "In" and "Out” are always used 
in reference to the master. Relative signal 

timing and tolerance is defined in Section 7. 


5.1 Interface Description 

5.1.1 Bus Usage. The following apply to the 
use of BUS A and BUS B 

(1) The uses of BUS A and BUS B are structured 
to optimize operations between Bus Exchanges and 
Information Transfers. 

(2) The Bus Control sequence is initiated by 
the master and is associated with control of the 
Physical Interface. The Ending Status sequence 
is initiated by the slave and is associated with 
reporting the status of the Bus Exchange or the 
preceding Information Transfer. 

(3) During Bus Exchanges BUS A is unidirec- 
tional Out from the master for Bus Control and 
Master Status (optional), and BUS B is 
unidirectional In to the master for Bus 
Acknowledge (optional) and Slave Status. 

(4) Information Transfer is the term used to 
indicate the various types of information (Data, 
Operation Command, or Operation Response) that 
are transparently transferred across the 
Physical Interface. 

(5) Bus Exchanges are defined as framing 
(bracketing) Information Transfers. The 
differentiation between Bus Exchanges and 
Information Transfers allows a simple state 
machine to control Bus Exchanges; for example, 
the timing-independent Bus Exchanges can be 
interpreted by a general-purpose microprocessor. 

(6) Only one control signal shall change at a 
time between master and slave. An In control 
signal change shall be interleaved with an Out 
control signal change such that the source of 
control signal changes is alternated between 
them, thus effectively interlocking all control 
functions. Optional Data Streaming transfers are 
not required to comply with this requirement. 

(7) Operation Commands are issued by the 
master and are associated with operation of the 
Logical Interface. Operation Responses are 
returned by the slave. Both occur as Information 
Transfers. 

(8) During Information Transfers there can be 
two modes: 

(a) In Single Octet Mode, Information 
Transfers are 8-bit unidirectional modes (that 
is, BUS A Out, BUS B In). 
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(b) In Double Octet Mode, BUS A and BUS B 
are used to transfer 16 bits in parallel either 
In or Out as required. 

(9) If unused bits are listed as Reserved, 
they shall be set to zero. The sender is 
responsible for ensuring zeros. The receiver may 
choose whether or not to verify that the zeros 
are present. 

(10) If unused bits are listed as undefined 
then there is no requirement for either sender 
or receiver to care about content. Octet parity 
shall still be maintained. 

(11) In states in which the bus contents are 
bit-significant addresses, octet parity need not 
be correct. | 

(12) Parity shall be generated by the 
Originator and checked by the receiver, except 
where noted. 

5.1.2 Maintenance Mode. Maintenance Mode 
provides a communication path for error recovery 
and fault isolation when a failure exists in the 
interface or within an attached slave. 

Utilizing the Master Reset sequence, the 
master forces the interface into a mode (see 
5.6) that allows various levels of communication 
and control while normal functional usage of the 
interface is blocked. 

Normal interface function is blocked as a 
result of failure modes such as: 

(1) An interface line being open 

(2) An interface line being stuck-on (for 
example, a slave’s driver continually asserting 
SYNC IN) 

(3) An attached slave malfunctioning in a 
manner that results in improper and irrational 
interface usage (for example, a microprocessor 
in a slave not recognizing or responding 
correctly to master sequences) 

Such failure modes prevent the master/slave 
communication necessary to collect fault 
isolation information, to implement real-time 
error recovery procedures, or to do both. 

The Maintenance Mode permits using the 
interface for some basic functions during most 
failure modes that have been predicted (except 
for those that block the master from asserting 
SYNC OUT and negating SELECT OUT and 
MASTER OUT in order to enter the MAINT state). 


5.2 Usage of Signals. The interface signals are 
summarized in Figure 14. 

5.2.1 BUS A. BUS A consists of nine lines 
(bits 7 — 0 plus parity). Bit 7 is the most 
significant bit (MSB). Parity is odd. 
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BUS A is used by the master for all control 
sequences. For Information Transfers in 
Single-Octet Mode, all information is passed 
from the master to the slave on BUS A. 

In Double-Octet Mode, information is passed 
from the master to the slave or from the slave 
to the master on BUS A. BUS A is considered to 
be the first octet in a double octet of 
information. BUS A shall be released by all 
slaves when SELECT OUT is negated. 

5.2.2 BUS B. BUS B consists of nine lines 
(bits 7 — O plus parity). Bit 7 is the most 
significant bit. Parity is odd. 

BUS B is used by the slave for all control 
sequences. For Information Transfers in 
Single-Octet Mode, all information is passed 
from the slave to the master on BUS B. 

In Double-Octet Mode, information is passed 
from the slave to the master or from the master 
to the slave on BUS B. BUS B is the other octet 
in a double octet of information. 

5.2.3 SELECT OUT. SELECT OUT is sent from 
the master to the slaves to select a slave and 
maintain selection. When SELECT OUT is inactive, 
all slaves shall release BUS A. Dominant slaves 
shall release MASTER OUT and SYNC OUT 
drivers upon sensing the negation of 
SELECT OUT by the master. 

5.2.4 SLAVE IN. SLAVE IN is used by the slave 
to either indicate acknowledgment of master- 
initiated control sequences or to terminate 
Information Transfers. 

5.2.5 MASTER OUT. MASTER OUT is used 
by the master to initiate or terminate Informa- 
tion Transfers, Request Interrupts, Request 
Transfer Mode, or Reset slaves. 

5.2.6 SYNC IN. When SYNC IN is asserted 
during transfers In, information is valid on the 
bus or buses. When SYNC IN is asserted during 
transfers Out, the slave is ready to accept 
information. 


NOTE: To deskew, the information In is asserted on the bus 
or buses a minimum time before SYNC IN is asserted (see 
Section 7). SYNC IN is asserted to acknowledge the Bus 
Control octet during the Bus Control sequence. 


5.2.7 SYNC OUT. When SYNC OUT is asserted 
transfers In, the information has been accepted 
by the master. When SYNC OUT is asserted during 
transfers Out, the information is valid on the 
bus or buses. 


NOTE: To deskew, the information Out is asserted on the bus 
or buses a minimum time before SYNC OUT is asserted (see 

Section 7). SYNC OUT is asserted to initiate the Bus Control 
sequence. 
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During reset, SYNC OUT is asserted without 
response for a minimum time (see Figures 48 and 
49.) 

5.2.8 ATTENTION IN. ATTENTION IN is a 
wired-OR signal for all slaves to inform the 
master that service is requested. The master 
has the responsibility to service the interrupts 
(or class of interrupts) as required. 


NOTE: This signal does not contribute to determining the 

state of the interface. It can be asserted by any slave 

until a selection of that slave is acknowledged, at which 

time the selected slave shall release this line. The slave 

can again assert ATTENTION IN after entering the IDLE state. 
Nonselected slaves can continue to assert ATTENTION IN. 


This line shall not be driven inactive. 


5.3 States. The states of the interface are 

defined by the condition of the control signals: 
SELECT OUT, SLAVE IN, MASTER OUT, SYNC 
OUT, and SYNC IN. With the exception of Data 
Streaming transfers (optional), these signals 

are interlocked between the master and the 

slave. (See Figures 14 and 15 and Tables 8 and 

9). 


NOTE: ATTENTION IN is not considered a control signal. 


5.3.1 IDLE. When ail the control signals are 
inactive, the interface is in the IDLE state. 
Abnormal entries to this state shall occur 
whenever the master and slaves recognize an 
undefined state or state transition. The buses 
are released prior to entering the IDLE state 
except during the Request Interrupts and Master 
Reset sequences. 

5.3.2 MAINT (Maintenance Mode). The master 
shall negate MASTER OUT, SYNC OUT, and then 
SELECT OUT. Then the master shall release BUS B, 
negate BUS A, and then assert SYNC OUT to enter 
the MAINT state. 

This state initiates Maintenance Mode on all 
slaves. 

5.3.3 REQUEST. While in IDLE, the master shall 
set the Request Modifier octet on BUS A, then 
assert MASTER OUT to enter the REQUEST State. 

This state causes the slaves to respond with 
either the Address octet or the Transfer Set- 
tings octet, or to initiate Selective Reset (see 
5.3.4). 

5.3.4 RESETSELI (Selective Reset 1). While in 
REQUEST, the master shall assert SYNC OUT to 
enter the RESETSELI state. 

This state initiates a reset of the slave 
identified by the Selective Reset Control octet 
on BUS A and terminates MAINT. 


| SELECT OUT 
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* Bi-directional in Double Octet Mode (optional) 


FIGURE 14 


INTERFACE SIGNAL SUMMARY 


5.3.5 REQUACK (Request Acknowledge). While 
in REQUEST, the slave shall set the requested 
response on BUS B, then assert SLAVE IN to enter 
the REQUACK state. 

5.3.6 RESETSEL2 (Selective Reset 2). The slave 
entered REQUACK state in response to REQUEST. 
While in REQUACK, the master shall assert SYNC 
OUT to enter the RESETSEL2 state. The slave 
shall release or negate all interface lines upon 
recognition of this state, which then causes an 
entry to RESETSEL1. 

5.3.7 DESEL (Deselect). While in REQUACK, 
the master shall negate MASTER OUT to enter 
the DESEL state. 

While in SLAVACK (see 5.3.9), the master shall 
negate SELECT OUT to enter the DESEL state. 

This state initiates the deselection of the 
slave by the master. 

5.3.8 SELECT. While in IDLE, the master shall 
set the Selection octet on BUS A, then assert 
SELECT OUT to enter the SELECT state. 

This state initiates the Selection Sequence. 

While in SLAVEND (see 5.3.17), the master 
shall set the Master Status octet on BUS A and 
negate MASTER OUT to enter the SELECT state. 


NOTE: In the SELECT state, it is necessary to know the 
previous transition in order to respond correctly. When 
entered from IDLE, it is a true Selection (and the slave 
responds with Select Status on BUS B). When entered from 
SLAVEND, SELECT is an intermediate state following an 
Information Transfer between the master and the selected 
slave. 


5.3.9 SLAVACK (Slave Acknowledge). While in 
SELECT following IDLE, the addressed slave shall 
set its Select Status on BUS B, then assert 
SLAVE IN to enter the SLAVACK state. 

While in SELECT following SLAVEND, the 
selected slave shall set the Slave Status octet 
on BUS B, then assert SLAVE IN to enter the 
SLAVACK state. 

While in MASTEND (see 5.3.12), the selected 
slave shall negate SYNC IN to enter the SLAVACK 
state. BUS B is not valid during this transi- 
tion. 

This state acknowledges either selection, the 
end of a Bus Control sequence, or the end of an 
Information Transfer. 


NOTE: In the SLAVACK state, it is necessary to know the 
previous transition because BUS B contains different 
contents depending upon the state from which SLAVACK was 
entered. 
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| 12 T 


| | 
Z 9 | (44 fo 6 | 
|RESETSEL1 |-->| REQUEST |-->| REQUACK |-->| RESETSEL2 | 
| 001.01 |<-—| 001.00 | | Q11.00 | | 011.01 | 
| 10 =| 11 7 | | 13 | | 15 | 
| | | 2 | | 2 | | | 
8] |3 18 | 
ees (ae Y 
| 4 | | 2 | DESEL | | [34 | | 
| MAINT | -----— >| IDLE | <------ | | BUSCTL |-—>| BUSACK | 
| OxXO.X1 | | 000.00 | | 010.00 | | 110.01 | | 110.11 | 
| 2 | | 0 | | 17 | 31 || 33 | 
| | | | | | | | | | 
T ie T T | 
6 | 1] {21 19 | 32 | 51 | 
| LY __¥ 
ANY STATE | 29 | 30 | | 
| SELECT | ----------- >| SLAVACK  |<------- |MASTEND | 
| 100.00 | | 110.00 | | 110.10 | 
| 20 | | 28 | | 50 | 
| | | | | | 
T | i 
22|23 36 | 37 52|53 
ee eee 
| | 27 | | 41 | 
| SLAVEND | <---------~- | XFRRDY |-------—>| XFRST | 
| 101.00 | 26 | 111.00 | 42 | 111.10 | 
|24 25 | | 35 | | 39 40 | 
| | | | | | 
i | 
38 | 45| 46 
DEFINITIONS USED V 
| | 49 | | 
SELECT OUT | XFREND- |<-—------ | XFRRES | 
| SLAVE IN | 111.01 | 48 | 111.11 | 
| | MASTER OUT | 47 | | 43 44| 
| | | SYNC IN | | | | 
| | | | SYNC OUT 
1 | tt 
It td 
X X X.X X 
NOTES: 


(1) This figure represents all of the defined states and possible paths 
between them. Not all sequences are necessarily valid. The valid sequences are 
described in 5.4. 

(2) The numbers are shown as cross reference to Table 9, which defines the 
contents of the buses during all valid states. 


FIGURE 15 


BUS STATE DIAGRAM 
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TABLE 8 


STATE DEFINITIONS 


a a ee ae ee a ee a a en ee a re se a See ee ree rece Sere Sears Sams eee SD ODED Semmes SaEnD SED tas sanneY Suan Saran? Saaety Somane SENIEP OONGE SEEDY SUT MENU SEEN SOOT SNE ST SE NEE OE Soo Sa Se SS SSS SAN SNS SORES SONNE SOUND GN SOM 


STATE OF SIGNAL MNEMONIC DEFINITIONS 
—0.0 00 0.0 0 IDLE Interface Is In Idle 
-0.1 O01 MAINT Maintenance (Master Reset) 
-0.2 1 0 * 

-0.3 le MAINT Maintenance (Master Reset) 
-1.0 001.0 0 REQUEST Request 
-1.1 O01 RESETSEL1L Selective Reset 
-1.2 a0 * 
-1.3 oe Dee * 
—-2.0 010.0 0 DESEL Deselect 
—2.1 O11 MAINT Maintenance (Master Reset) 
—2.2 1 0 * 
—-2.3 pa all MAINT Maintenance (Master Reset) 
—5.0 011.00 REQUACK Request Acknowledge 
—-5.1 0 1 RESETSEL2 Selective Reset 
=BoZ 1 0 * 
-5.3 a ie * 
—4.0 10 0.0 0 SELECT Interface is in Select 
-4,1 O1 * 
-4.2 10 * 
-4.3 Pa ee * 
—5.0 101.0 0 SLAVEND Slave Ends Operation 
-5.1 O01 * 
-5.2 1 0 * 
-5.3 Ji. A * 
—6.0 110.0 0 SLAVACK Slave Acknowledge 
—6.1 0 1 BUSCTL Bus Control 
—6.2 .1 0 MASTEND Master Ends Operation 
-6.3 -l 1 BUSACK Bus Acknowledge 
-7.0 111.0 0 XFRRDY Ready To Transfer 
—7.1 -O 1 XFREND End Of Transfer 
-7.2 1 0 XFRST Start Of Transfer 
-7.3 li XFRRES Respond To Transfer 
ap aed i 
It td 
| | | | SYNC OUT 
L | | | 
| | | SYNC IN 
| | | 
| | MASTER OUT 
| | 
| SLAVE IN 
| 
SELECT OUT 


AUIS QURD TEED GUE GATNP TUT SERS CRINOD ES ALS UTD GIRRD SED QD TES GSP CEN RNS GETS CAD AED SIE STIS EEN SEIN GYD CATED OR GAR GENE GTS) SOT OE DSC SUED GEIS CORD GEEEE LOUD EEE GED GCE OWS GED THREE SET GRIND GEINE EEETS ORY COTE LOND EURO OERUED Aisi GAELS: CPR? GE GEERT CEES GEN eat ERae See! omen Emel Sri QuEe GEA eEEE Geet OUT Gavad cated eames Ge CET eet 
LAD PER CHILD TET TOLTD OMS ATTA CLAY LETTS ALND ST SAD LD AED TTS SED SOT CANA CUED GENTE (AED REED GAS STEEP IGG AIRS ETE GD GED AD GED ORLY SMS EAT CORED CATE TY OED LD SAY SD AA GERAD OPEL CA PH AY RE GE A AOD CD ESD ON AT SAS CED CERED EEL TA AETELE EEN CED SND MES CUE SUNN SEED IND CELA GE SEI GEES CED SETS GE GEM SES SUED 


* Undefined states which shall initiate exception handling. 
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TABLE 9 


STATES AND TRANSITIONS 


SEED CleTS ee Cet CAEN RED GEES CREED FETS CRETE HEED ESTED ESTEE ARES REN CperED Ges SEES GESTED SEE GAINS GTEED SEES CENA GESEED GENEEP CREED EETEED CIM STERN GENE GERRY CSSD ED CE CARES ENE SEED SEES CTS GRRE EEE IETS Oo SERED RSD GE HIVE ERNE CERERD Gace CREED TEED acme Cee eee CEE REED EEETY CORE COG CREED Cte GERD SEED GEEOY EY eiaity TEED GERND CURED GESED GoEEY GRID GUE: MIRED CRE eH CED 
fexminin Gites somaan ceichiies SRETS erie CRG CimeeD ELIAS THEE Cokie GRASS CED REY CERNE Eatin GLEAN Cmte GREG ate CRD GEES RE GEELG Core Gaia GEARY deta TAA GES GEES Ee aie SNES cee OY cepts NRG tees EE SNS ED Soe ee CESS TY SD AN LE GOS CME SE CA ES SE SL CED CNS GED EP GALS GS GS A TEAS CEES GMS GES GED GAG GENES GUO Cite CHES inn Cite Gicixe cae Si 


a $------—-——— +-————— +———-———-——-—— +-—-—--————— +--——-—-—-- + 
[+ | | | | | | | 
| |FROM STATE| TO STATE | XFR | BUS A | BUS B | ASSERT/NEGATE | 
| | | | | | | | 
+——+---——-—--—— +--------—— +--—--— +----~-----—— +—--------—— +-—----—--—-----—— + 
|0 | IDLE | IDLE | |RELEASED |RELEASED | | 
1 | | | MASTER REL| /SLAVE REL| | 
| | | | | | | | 
|1 | SELECT | IDLE | |SELECT OCT |RELEASED | | 
| | | | | | | 
\2 |DESEL | IDLE | |RELEASED |RELEASED | SLAVE IN | 
|| | = | | | 
|3 |REQUEST  |IDLE | |REQ/SEL/SET| ADDRESS | MASTER OUT| 
| | | | | | 
|4 |MAINT | IDLE | |RELEASED |RELEASED | SYNC OUT | 
+——+--------—— +--------—— +----—— +-----—----- +—---—---———— +------------——— + 
|5 |MAINT | MAINT | |RELEASED |SLAVE REL | | 
| | | | | 
|6 J|ANY STATE |MAINT | |RELEASED | * |SYNC OUT | 
| | | | | | | SELECT OUT| 
| | | | | | | MASTER OUT| 
+——+---—----—— +----—---—— +----—— +--—————-———— +-----—--——— +---——-—-——---—-—— + 
|7 |REQUEST |REQUEST | |REQ/SEL/SET| ADDRESS/* | | 
| | | | | | | 
|8 | IDLE |REQUEST | |REQ/SEL/SET|RELEASED  |MASTER OUT | 
|| | | | | | | 
|9 |RESETSEL1 |REQUEST | |SEL RESET | * | SYNC OUT | 
ee +—---———-—— +----—— $--—— +——————————— $--— + 
|10|RESETSEL1 |RESETSEL1 | |SEL RESET | * | | 
| | | | | | 
|11|REQUEST  |RESETSEL1 | |SEL RESET | * |SYNC OUT | 
| | | | | | | | 
|12|RESETSEL2 |RESETSEL1 | |SEL RESET | * | SLAVE IN | 
$——4+——- +----—---—— +----—-— +--—--—---—— +--—---—---—— +—------—-—----—— + 
|13|REQUACK |REQUACK | |REQ/SEL/SET| ADDRESS | | 
nt bee ee 
| 
|14|REQUEST |REQUACK | |REQ/SEL/SET| ADDRESS |SLAVE IN | 
i dl | | | | /SFR SET | | 
+-—+—-----—--—— $-——-—— +———-—— +—-—---—---—— +—--——————-—— $-—————-— + 
|15|RESETSEL2 |RESETSEL2 | |SEL RESET | * | | 
| | | | 
|16|REQUACK |RESETSEL2 | |SEL RESET | ADDRESS |SYNC OUT | 
| | | | | | /XFR SET | | 
+--———— +-----—————— +——---—---—— +—--——————--—--—— + 


+-—+----—----— +------—-—- : 
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+——+----—-—--—— 4+—-—-—---—-——— 
[+ | | 

| |FROM STATE| TO STATE 
| | | 
+——+----—--—— +------—-—— 
| 17 | DESEL | DESEL 

| | | 
|18|REQUACK  |DESEL 

| | | 

| | | 
}19|SLAVACK  |DESEL 
$——+-———— $——— 
\20|SELECT § |SELECT 

| 

|21| IDLE | SELECT 
|| | 
|22|SLAVEND  |SELECT 

| | | 
|23|SLAVEND ‘| SELECT 

| | | 
$——4f-——— $—————————— 
|24)SLAVEND | SLAVEND 

| | | 

| | | 
|25|SLAVEND  |SLAVEND 

| | | 

| 26 | XFRRDY | SLAVEND 

| | | 

| | | 

| 27 |XFRRDY | SLAVEND 
$——+-—----———— $-—----—-—— 
|28|SLAVACK | SLAVACK 
|| | 

|29 | SELECT | SLAVACK 

| | | 

|| | 
(30|MASTEND | SLAVACK 

| | | 
fp $-——-——-— 
| 31 | BUSCTL | BUSCTL 

| | 
132|SLAVACK | BUSCTL 
$—— fp $—— 
| 33 |BUSACK | BUSACK 
|| 

| 34| BUSCTL | BUSACK 
oe fa 
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TABLE 9 


STATES AND TRANSITIONS (CONTINUED) 


poe $————— $----— +---———-----—--—— + 
| | | | | 
| XFR | BUSA | BUSB | ASSERT/NEGATE | 
| | | | | 
+---——— +---------—— +-----——--—— 4+——-————————---—— + 
| |MASTER REL |SLAVE REL | | 
| | | | | 
| |REQ/SEL/SET| ADDRESS | MASTER OUT| 
| | | /XFR SET | | 
| | | 
| | k |SAME PREC | SELECT OUT| 
+—————— $——— $— ooo + 
| |SAME PREC | x | | 
| | | | | 
| |SELECT OCT |RELEASED  |SELECT OUT | 
| | | | 
| IN IMSTR STATUS | | MASTER OUT| 
| | | | | 
|OUT |MSTR STATUS|MASTER REL | MASTER OUT| 
| | | DOM | | 
+-————— +—------——--—— +-----—----— +-—--—--———---—— + 
| IN | RELEASED | | | 
| | DOM | | | 
| | | | | 
}OUT | : | ‘ | | 
| | | | | 
| IN |SLAVE REL | | SLAVE IN | 
| | DOM | | | 
| | | | | 
our | * | k | SLAVE IN | 
+----—— +---------—— +—---——————— +----—---—-----— + 
| |SAME PREC/*|SAME PREC | | 
| | | | 
| |SAME PREC |SELECT STAT|SLAVE IN | 
| | | /SLAVE STAT | | 
| | | | | 
| | * | SLAVE REL | SYNC IN | 
| | | DOM /* | | 
+-————— +-----——---—— $-—---—————— $-- + 
| |BUS CTL | * | | 
| | | | | 
| |BUS CTL |SAME PREC |SYNC OUT | 
+-—--——— +—----——-———— +----——---—— +-—---—-------—-— + 
| | * | BUS ACK | | 
| | | | 
| |BUS CTL | BUS ACK  |SYNC IN | 
+—————— +—-——-——-————— $————— oer a a a + 


oo 
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TABLE 9 


STATES AND TRANSITIONS (CONTINUED) 


+——+-—-------— +——-—---——— +-—--—— +-—-—-----—— +—------————— +—-—-—~~—-—--—-—— + 
[+ | | | | | 
| |FROM STATE| TO STATE | XFR | BUSA | BUSB | ASSERT/NEGATE | 
| | | | | | | | 
pa , en +—————— fea pen po + 
\35|XFRRDY § |XFRRDY i ) | x | | 
oe. | | | | | | 
|36|SLAVACK |XFRRDY [IN  |MASTER REL | |MASTER OUT | 
| | | | | Dom /* | | | 
| | | | | | | | 
|37|SLAVACK |XFRRDY {OUT | * | |MASTER OUT | 
| | | | | | | | 
| 38 | XFREND |XFRRDY | | * | k | SYNC OUT | 
a a ff ft 
| 39 |XFRST | XFRST [IN | IN DOM _ |IN SOM | | 
| | | | | | | | 
| 40 | XFRST | XFRST | OUT | * | * | | 
| | | | | | | | 
| 41 | XFRRDY | XFRST JIN | IN DOM _ |IN SOM |SYNC IN | 
| | | | | | | | 
|42|XFRRDY  |XFRST \our | = * | x ISYNC IN | 
+——4}--—-—-——-—— +——--—————— $----—— +-—------———- $-—--------— +———-—---——---—-—— + 
| 43 |XFRRES | XFRRES | IN | * | * | | 
| | | | | | | 
|44|XFRRES | XFRRES jour |OUT SOM | OUT DOM | | 
| | | | | | | | 
|45|XFRST | XFRRES [IN | IN DOM — |IN SOM |SYNC OUT | 
| | | | | | | | 
| 46 |XFRST | XFRRES [our |OUT SOM | OUT DOM |SYNC OUT | 
+-—+---—----—— +—-—-—--—-——— $-—--—— $---- +-———-—--—-—— $————— + 
| 47 | XFREND |XFREND | | * | * | | 
| | | | | | | | 
| 48 | XFRRES |XFREND  |IN | * | * | SYNC IN | 
| | | | | | | | 
| 49 |XFRRES |XFREND |OUT |OUT SOM | OUT DOM | SYNC IN | 
+-—4-—-—-—————— +-----————— +-—---— +---------—— +—-—--—---——— +-----—---——---—— + 
| 50 | MASTEND | MASTEND | | * | * | | 
|| | | | | | | 
|51|BUSACK |MASTEND | | * |BUS ACK | SYNC OUT | 
| | | | | | 
|52|XFRST |MASTEND |IN | IN DOM _ |IN SOM | MASTER OUT| 
| | | | | | | 
|53|XFRST |MASTEND |OUT | * | k | MASTER OUT| 
+-—}------———— $----------+------ +-------—--- +----—--——-— +------—------—- + 


Note: In SOM configurations it is not necessary for the master or selected 
slave to release the buses. 
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5.3.10 BUSCTL (Bus Control). While in 
SLAVACK, the master shall set the Bus Control 
octet on BUS A, then assert SYNC OUT to enter 
the BUSCTL state. 

This state initiates control of the subsequent 
Information Transfer. 

5.3.11 BUSACK (Bus Acknowledge). While in 
BUSCTL, the slave shall set the Bus Acknowledge 
octet on BUS B, then assert SYNC IN to enter the 
BUSACK state. 

This state is complementary to BUSCTL to 
acknowledge that the Bus Control octet has been 
accepted. 

5.3.12 MASTEND (Master End). While in 
BUSACK, the master shall negate SYNC OUT to 
enter the MASTEND state. 

While in XFRST (see 5.3.14), the master shall 


negate MASTER OUT to enter the MASTEND state. 


This state either acknowledges that the Bus 
Acknowledge octet has been accepted, or it 
initiates termination of an Information Transfer 
by the master. 

5.3.13 XFRRDY (Ready to Transfer). While in 
SLAVACK, the master shall assert MASTER OUT 
to enter XFRRDY state. 

When beginning transfers In, the assertion of 
MASTER OUT shall indicate to a slave operating 
in Double-Octet Mode that the master has 
released BUS A. 

When beginning transfers Out, the assertion of 
MASTER OUT shall direct a slave operating in 
Double-Octet Mode to release BUS B. 

While in XFREND (see 5.3.16), the master shall 
negate SYNC OUT to enter the XFRRDY state. 

This state is initiated by the master to 
transfer each octet (or double octet) of an 
Information Transfer. 

5.3.14 XFRST (Start to Transfer). While in 
XFRRDY for transfers In, the slave shall set 
information on the buses, then assert SYNC IN to 
enter the XFRST state. 

While in XFRRDY for Transfers Out, the slave 
shall assert SYNC IN to enter the XFRST state. 
The master shall maintain control of the buses. 

This state is initiated by the slave to 
acknowledge the start of Information Transfer. 
For transfers Out, it shall indicate that the 
slave is ready to accept information, and for 
transfers In, it shall be used to validate that 
the buses have stable information. | 

5.3.15 XFRRES (Respond to Transfer). While 
in XFRST for transfers Out, the master shall set 
information on the buses, then assert SYNC OUT 
to enter the XFRRES state. 
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While in XFRST for transfers In, the master 
Shall accept information on the buses, then 
assert SYNC OUT to enter the XFRRES state. The 
Slave shall maintain control of the buses. 

This state is initiated by the master to 
acknowledge the acceptance of information on the 
buses for transfers In, or to validate that the 
buses have stable information on transfers Out. 

5.3.16 XFREND (End of Transfer). While in 
XFRRES the slave shall negate SYNC IN to enter 
the XFREND state. For transfers Out, the master 
shall maintain control of the buses. For 
transfers In, the slave shall maintain control 
of the buses. 

This state is initiated by the slave to 
acknowledge the acceptance of information on 
transfers Out, and to complete the transferring 
of each octet (or double octet) of an 
Information Transfer. 

5.3.17 SLAVEND (Slave End). While in 
XFRRDY the slave shall negate SLAVE IN to 
enter the SLAVEND state. When in Double-Octet 
Mode for transfers Out, the master shall release 
control of BUS B; for transfers In during 
Double-Octet Mode, this state acknowledges the 
release of BUS A by the slave. 

This state is initiated by the slave to 
terminate an Information Transfer. 

5.3.18 State Summary. The states are 
summarized in Table 8 and are schematically 
shown in Figure 15. 

Table 9 defines BUS A and BUS B for every 
valid state transition for both input and 
output. It also notes the interface signals. 

The determination of bus contents requires 
remembering the previous state transition in two 
states. The two states that have defined bus 
contents only when entered from a particular 
previous state are: (1) SLAVACK, when entered 
from SELECT or MASTEND, and (2) SELECT, 
when entered from IDLE or SLAVEND. 

5.3.19 Undefined State Recovery. An undefined 
state or state transition induced by a slave 
shall cause the master to begin abnormal 
deselection by releasing the buses and negating 
all OUT signals. SELECT OUT shall be the last 
signal line negated, unless Slave-to-Slave 
Information Transfers are in progress (see 
5.4.9.2). When the slave is deselected, it shall 
release the buses it may be driving, then negate 
SYNC IN and SLAVE IN. The interface is thus 
returned to the IDLE state, and the master can 
resume operations. 

An undefined state or state transition induced 
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by a master shall cause the slave to release the 
buses it may be driving, then negate SYNC IN and 
SLAVE IN. When the master recognizes the 
negation of SLAVE IN outside of a valid 

sequence, it shall release the buses and negate 

all OUT signals. SELECT OUT shall be the last 
signal line negated. The interface is thus 

returned to the IDLE state, and the master can 
resume operations. 


NOTE: The negation of SLAVE IN and SYNC IN is valid dur- 
ing defined sequences such as SLAVEND from XFRRDY. 
SLAVE IN and SYNC IN are not active during REQUEST, 
SELECT, and SLAVEND. 


Since ATTENTION IN does not affect the state 
sequences, its use does not have to be specified 
here. 


5.3.20 Sequences without Information Transfer. 


There is no requirement that an Information 
Transfer has to occur between Bus Control and 
Slave Status. The following subsections refer to 
sequences in which an Information Transfer is 
expected to occur. 

5.3.20.1 SLAVEND without Information 
Transfer. If a slave senses a parity error or 
illegal Bus Control octet on BUS A during a Bus 
Control Sequence, it shall terminate the sequ- 
ence normally. When the master attempts the 
subsequent information transfer, the slave shall 
negate SLAVE IN upon sensing the assertion of 


MASTER OUT, and enter SLAVEND from XFRRDY. 


Entering SLAVEND without an Information 
Transfer shall indicate to the master that the 
Slave did not accept the Bus Control octet. The 
cause of the slave rejection of the Bus Control 
shall be reported to the master in the Slave 
Status Octet during the SLAVACK state. See 
Figure 50. 

5.3.20.2 MASTEND without Information 
Transfer. During a slave-controlled Information 
Transfer (optional), if the master detects a 
parity error or an illegal Bus Acknowledge octet 
on BUS B during the Bus Control sequence, it 
shall terminate the sequence normally. The 
sequence shall proceed normally from BUSACK 
through MASTEND to SLAVACK. While in 
SLAVACK, the master can either assert SYNC 
OUT to enter BUSCTL and restart the Bus Control 
sequence, or negate SELECT OUT to enter DESEL 
and deselect the slave. 

The deselection sequence, or the restarting of 
the Bus Control sequence shall indicate to the 
slave that the master did not accept the Bus 
Acknowledge octet. 
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5.3.21 Slave Action on BUS A Parity Errors 
5.3.21.1 Selection Octet. If the slave 

detects a parity error on BUS A during SELECT, 
it shall not respond to the contents of the 
octet for selection purposes. If the master 
fails to receive a response from the addressed 
slave within a time-out period, it shall retry 
the SELECT sequence. 

5.3.21.2 Request Modifier Octet. If the 
slave detects a parity error on BUS A during 
REQUEST, it shall not respond to the contents of 
the octet. If the master fails to receive a 
response from at least one slave within a 
time-out period, it shall retry the REQUEST 
sequence. 

5.3.21.3 Master Status Octet. If the slave 
detects a parity error on BUS A during the 
SELECT state of the Ending Status sequence, it 
Shall not interpret the contents of the octet. 
It shall assume the Information Transfer, if 
any, was unsuccessful and post accordingly in 
the Slave Status octet. 

5.3.21.4 Bus Control Octet. If the slave 
detects a parity error on BUS A during BUSCTL, 
it shall not interpret the contents of the octet 
and shall post the parity error in the Slave 
Status octet. 

5.3.22 State and Transition Table. Table 9 
supplements the timing diagrams in Section 7. 
Its purpose is to provide a snapshot at two 
points in time, from the perspective of the 
initiator and the respondee. 

Initiator. The table identifies the 
responsibility of the initiator for bus contents 
at the time it changes a signal to begin 
transition to a new State. 

Respondee. The table identifies the bus 
contents at the time that the respondee 
recognizes the state signaled by the initiator. 

Wherever DOM is referenced, it identifies that 
there is a special requirement to release the 
bus other than that used in SOM and control 
functions. It is also implied in the table that 
the bus is undefined (*) in SOM. 

The following abbreviations are used in 
Table 9: 


** Bus Undefined — not 
necessarily released 
or 
BUS ACK Bus Acknowledge Octet 
BUS CTL | Bus Control Octet 
DOM Double Octet Mode 
MASTER REL Master releases bus 


MSTR STATUS Master Status Octet 


ADDRESS Address Octet (bit signifi- 
cant) 

SELECT STAT Select Status Octet (bit sig- 
nificant) 

REQ/SEL/SET Request Modifier Octet or 
Selective Reset Control 
Octet or Request Transfer 
Settings Octet 

SAME PREC Same contents as in preced- 
ing transition 

SELECT OCT BUS A Selection Octet 

SEL RESET Selective Reset Control 

SLAVE REL Slave releases bus 

SLAVE STAT Slave Status Octet 

SOM Single Octet Mode 

XFR Transfer 

XFR SET Transfer Settings Octet 


5.4 Sequences. The Bus State diagram in Figure 
15 summarizes the possible state transitions. 
The condition of the buses during all of the 
States and transitions is shown in Table 9. The 
numbers of the entries in Table 9 are shown on 
Figure 15, and those in the following 
subsections provide a cross-reference. 

5.4.1 Request Sequences 

5.4.1.1 Request Interrupts Sequence. This 

sequence (Figure 16) allows the master to 
interrogate the slaves to determine the service 
(or class of service) desired. 

The master initiates the sequence by setting 
the Request Modifier on BUS A and asserting 
MASTER OUT. Slaves with interrupts meeting the 
required Request Modifier conditions (see 
5.5.7.1) shall place their bit-significant 
address in the Address octet on BUS B. 
Appropriate latching may be required at the 
master because interrupts from the slaves can 
change dynamically. Parity on BUS B shall not be 
checked by the master. The master shall negate 
MASTER OUT to return to IDLE state. 


NOTE: The response of the slaves is not synchronous, and the 
master must wait until the slowest, the furthest, or the 

Slowest and furthest slave responds before latching or 
sampling BUS B. In addition, the master must wait until the 
slowest, the furthest, or the slowest and furthest slave 

detects the IDLE state and releases its bit-significant 

address on BUS B before starting another sequence. 


See Figure 44 for timing details. 


5.4.1.2 Request Transfer Settings Sequence. 


This sequence (Figure 17) allows the master to. 
interrogate the specified slave as to its | 
Information Transfer characteristics. 

The master initiates the sequence by placing 
the Request Transfer Settings octet on BUS A 
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REQUEST INTERRUPTS SEQUENCE 


(see 5.5.7.3) and asserting MASTER OUT. The 
addressed slave shall respond by setting the 
Transfer Settings Response octet on BUS B and 
asserting SLAVE IN. Then the master shall 
negate MASTER OUT to reach the Deselection 
State, and SLAVE IN is negated to return to IDLE 
State. 
See Figure 45 for timing details. 

5.4.1.3 Request Facility Interrupts 
Sequence (Optional). This sequence allows the 
master to interrogate the facilities of the 
specified slave to determine the service (or 
class of service) desired. The sequence is the 
same as that for Request Transfer Settings. The 
contents of the Request Modifier octet affect 
the slave’s octet response. The master 
initiates the sequence by placing the Request 
Facility Interrupts octet on BUS A (see 5.5.7.2) 
and asserting MASTER OUT. Facilities on the 
specified slave that have interrupts meeting the 
required Request Modifiers conditions set the 
Address octet on BUS B, and the slave shall 
assert SLAVE IN. Appropriate latching may be 
required at the master because interrupts from 
the facilities can change dynamically. Parity 
shall not be checked on BUS B by the master. The 
master shall then negate MASTER OUT to reach the 
DESEL state, and SLAVE IN is negated to return 
to IDLE state. 

See Figure 45 for timing details. 

5.4.1.4 Request Slave Interrupts Sequence 
(Optional). This sequence allows the master to 
obtain status and interrupt information from a 
specified slave. The sequence is the same as 
that for Request Transfer Settings. The master 
initiates the sequence by placing the Request 
Slave Interrupts octet on BUS A (see 5.5.7.4) 
and asserting MASTER OUT. The specified slave 
sets the Slave {Interrupts octet on Bus B asserts 
SLAVE IN. Appropriate latching may be required 
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| |8 | | 
— >| IDLE |-->| REQUEST  |----+ 
ted weet | 
7 000-00 001.00 | 
| | 
| | 
poona-a ana t 

FIGURE 16 
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| 8 | | 14 | | 18 | | 
--->| IDLE  |---->|REQUEST|---->| REQUACK |---->| DESEL |— 
ee a en 
T 000.00 001.00 011.00 010.00 |2 
| | | 
Se a a ma aa t 
FIGURE 17 
REQUEST TRANSFER SETTINGS SEQUENCE 
| | 21 | | 29 | | 
—--->| IDLE |--->| SELECT |--->| SLAVACK | 
| 0 |<---| 20 | | 28 | 
eee i | | 
000.00 100.00 110.00 
FIGURE 18 


SELECTION SEQUENCE 


at the master because interrupts from the slaves 

can change dynamically. Parity shall not be 

checked on BUS B by the master. The master shall 
then negate MASTER OUT to reach the DESEL state, 
and SLAVE IN is negated to return to IDLE state. 

See Figure 45 for timing details. 

5.4.2 Selection Sequence. The Selection 
sequence (Figure 18) occurs when the master 
addresses a slave (or a slave and its 
facilities). 

The master shall place the Selection octet 
containing the slave address, and optionally the 
facility address, on BUS A, then assert SELECT 
OUT to enter the SELECT state. 

If the slave can process Bus Exchanges or 
Information Transfers, the slave shall place its 
(the slave’s) bit-significant Select Status in 
the Address octet on BUS B and then assert 
SLAVE IN to enter the SLAVACK state. 

If the slave cannot process Bus Exchanges or 
Information Transfers, but is otherwise 
functioning normally, the slave shall assert 
only SLAVE IN to report the Busy condition by 
entering the SLAVACK state. This Busy condition 
reflects only the current condition of the slave 
and does not necessarily reflect the current 
condition of the addressed facility when the 
facility address is optionally placed on BUS A. 

When the Slave responds to the master as Busy 
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(i.e., no bit-significant address), the master 
shall return to IDLE via the DESEL state. 

If there is a parity error on BUS A, none of 
the slaves are selected, and SLAVE IN is not 
asserted. 

See Figure 46 for timing details. 

5.4.3 Normal Deselect Sequence. Selection is 
maintained while SELECT OUT remains active. 
When SELECT OUT is negated, the addressee 
shall be deselected (see Figure 19). 

See Figure 47 for timing details. 

5.4.4 Master Reset Sequence (Maintenance 
Mode). The Master Reset sequence (Figure 20) 
allows the master to initiate Maintenance Mode. 

The master initiates the sequence by ensuring 
that SELECT OUT and MASTER OUT are not 
active, and then asserting SYNC OUT for a mini- 
mum of 10 microseconds. 

Recognition of the MAINT state shall be inde- 
pendent of normal state processing logic. The 
slave shall not enter Maintenance Mode until the 
MAINT state has been active for at least 2 
microseconds. 

See Figure 48 for timing details. See 5.6 for 
details on Maintenance Mode. 

5.4.5 Selective Reset Sequence. The Selective 
Reset sequence (Figure 21) allows the master to 
reset a single slave and terminate the 
Maintenance Mode. 
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| SLAVACK | 19 | DESEL | 2 | IDLE | 
manera) [== 2 => | 
_ _ ae 
110.00 010.00 000.00 


FIGURE 19 


NORMAL DESELECTION SEQUENCE 


6 | MAINT | 4 | IDLE | 

ANY STATE ---->| 5 |---->| 0 | 

| | | | 

XXX .XX OX0.X1 000.00 
FIGURE 20 


MASTER RESET SEQUENCE 


| | 12 | | 
|RESETSEL1 |<-------—- |RESETSEL2 | 
| 10. | | 15 | 
Pee late a Le eee’ 
001.01 | T T 011.01 

| | | 

9 | | 11 | 16 

| | 8 | ‘ | 14 | | 
-———>| IDLE  |-----— >| REQUEST |--------- >| REQUACK | 
| 0 Sa | 7 | | 13 | 
| ea 3 | | 
T 000.00 001.00 | 011.00 

| 18 | 

| _yY 
| 2 | 
——— | DESEL | 
| 27 | 
| 
010.00 

FIGURE 21 


SELECTIVE RESET SEQUENCE 
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0 fn t 
i9| | | 
aoe fs eee ee ee oe eee ee | 
29 | SLAVACK | 32 | BUSCTL | 34 | BUSACK | 51 | MASTEND | 30 | 
—->| 28 isos 31 a5] 33 fanea=f 50 = 
| ae aaa ee 
| 110.00 110.01 Ti0.11 110.10 
36 | 
Y 
FIGURE 22 
BUS CONTROL SEQUENCE 
| SLAVEND | 22 | SELECT | 29 | SLAVACK | 
27->| aes aes _— > 19 
26->| 25 | 23 | 20 | | 28 = > 32 
Hee ee hl fe | | 
101.00 100.00 10.00 
FIGURE 23 


ENDING STATUS SEQUENCE 


The master initiates the sequence by placing 
the Selective Reset Control octet on BUS A and 
asserting MASTER OUT. The master shall then 
allow the slave time to respond by asserting 
SLAVE IN, but shall disregard SLAVE IN and the 
contents of BUS B if asserted by the slave. The 
master shall then assert SYNC OUT for a minimum 
of 10 microseconds during which time the slave 
shall negate SLAVE IN if previously asserted, 
before negating SYNC OUT and returning to the 
REQUEST state. The slave shall neither initiate 
its reset action nor release its interface lines 
until RESETSEL1 has been active for at least 2 
microseconds. The master shall then allow the 
slave time to respond by asserting SLAVE IN. 
Whether the slave responds or not, the master 
Shall complete the sequence by negating MASTER 
OUT and monitoring the interface to ensure that 
the slave completes the sequence by negating 
SLAVE IN. 

Recognition of Selective Reset shall be 
independent of normal state processing logic. 

See Figure 49 for timing details. 

5.4.6 Bus Exchange. The Bus Exchange is 
started by the master, with a Bus Control 
sequence to set up an Information Transfer, and 
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completed by the slave, with an Ending Status 
sequence when the transfer is ended. 

5.4.6.1 Bus Control Sequence. The Bus 
Control sequence (Figure 22) allows the master 
(or, optionally, the slave) to establish the bus 
configuration for the subsequent Information 
Transfer. 

The Bus Control sequence is initiated by the 
master after either Select Status (following 
selection) or Slave Status (following an 
Information Transfer) has been accepted. The 
master shall set the Bus Control octet on BUS A 
and assert SYNC OUT. The slave shall respond by 
setting the Bus Acknowledge octet on BUS B and 
asserting SYNC IN. The master shall end the 
sequence by negating SYNC OUT. 


NOTE: Although the interface returns to SLAVACK when the 
slave responds by negating SYNC IN, there is no Slave Status 
octet on BUS B because SLAVACK is simply an intermediate 
state on the way to beginning an Information Transfer. See 
Figures 51 and 52. 


5.4.6.2 Ending Status Sequence. The Ending 
Status sequence (Figure 23) allows the slave 
(or, optionally, the master and the slave) to 


present the status of the previous Information 
Transfer (if any). 


To enter SLAVEND, the slave terminates the 
Information Transfer by releasing BUS A 
(Double-Octet Mode, transfers In) and negating 
SLAVE IN. The master shall respond by releasing 
BUS B (Double-Octet Mode, transfers Out), 
setting the Master Status octet on BUS A, and 
negating MASTER OUT. The slave shall then set 
the Slave Status octet on BUS B and reassert 
SLAVE IN to enter the SLAVACK state. See Fig- 
ures 50 and 53 through 60. 

5.4.7 Information Transfer Sequence. Figures 
24 and 25 represent the sequence of states 
necessary for Information Transfers. Each 
horizontal line is labeled (A — E, corresponding 
to the description below) to illustrate the 
separate parts of the sequence. An Information 
Transfer is framed by a Bus Exchange as shown in 
Figure 26. 

An Information Transfer sequence differs 
depending on whether the ending of a transfer is 
initiated by the master or by the slave. The 
slave may terminate a sequence without the 
transfer of information, as shown in Figure 50. 
See Figures 52 through 60 for the timing charts 
with transfer of information. 


5.4.7.1 Operation Command Transfer 


A Condition Bus for transters 

Out Bus Control sequence 
B Request transfer Out 
C Transfers Out { nfrmation Transfer 
D Master-initiated sequence 
termination (if any) 
E 


Ending Status Ending Status sequence 


5.4.7.2 Operation Response Transfer 


A Condition Bus for transfers 

In Bus Control sequence 
B First transfer In Information Transfer 
C Additional transfers In sequence 
E Ending Status Ending Status sequence 


5.4.7.3 Data Transfer Out 


Condition Bus for transfers 
Out Bus Control sequence 
Request transfer Out 
Transfers Out 
Master-initiated 
termination (if any) 
Ending Status 


Information Transfer 
sequence 


m JUaW Y> 


Ending Status sequence 


5.4.7.4 Data Transfer In 


A Condition Bus for transfers 
In Bus Control sequence 
B First transfer In ( 
C Additional transfers In f sequence Transfer 
D Master-initiated sequence 
termination (if any) 
E Ending Status Ending Status sequence 
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5.4.7.5 Termination of Information 
Transfer. The slave shall terminate an 
Information Transfer sequence with the Ending 
Status Sequence. The master may initiate the end 
of the Information Transfer, and the slave then 
terminate the sequence with the Ending Status 
sequence. 

5.4.8 Data Streaming (optional). Data 
streaming is the technique that allows high 
transfer rates over long cable lengths by not 
interlocking SYNC IN and SYNC OUT, which 
eliminates a round trip cable delay. This method 
allows cable delay to be eliminated in 
determining transfer rate. Data streaming shall 
only be used during Information Transfers. All 
control and status sequences shall be 
interlocked. 


NOTE: Normal state sequences do not apply during Data 
Streaming, since fully interlocked operation is not 
required. 


Request Transfer Settings sequence is used to 
ascertain what modes of transfer are possible. 
Slave attributes may be interlocked only, Data 
Streaming only, or both. In the latter case, the 
master shall select the mode to be used during 
slave selection. 

5.4.8.1 Transfer Technique. The transfer 
begins with the slave asserting SYNC IN and then 
negating it to generate a pulse. The period 
between successive pulses is defined by the 
transfer rate. Upon recognizing the SYNC IN 
pulse, the master shall generate a complementary 
SYNC OUT pulse. The master shall "answer" 
every SYNC IN pulse with a complementary SYNC 
OUT pulse. 

The SYNC OUT pulse may be generated by the 
master in two ways: 

(1) Mirror the SYNC IN pulse by detection of 
leading and trailing edges 

(2) Use a clock value to create a pulse 


NOTE: The CCD (Cable Configuration Dependent) value that a 
slave can recognize at the interface is at least equal to, 

but may be faster than, the rate at which it can transfer 

data. 


The transmitter shall ensure the proper set-up 
and hold times with respect to the active edge 
of its sync pulse. 

If the hold time is greater than the one-way 
cable delay plus set-up times, then the 
transfers shall appear interlocked. 

See Figures 57 through 60. 
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| SLAVACK | 


| SLAVACK | 


|BUSCTL|  |BUSACK| |MASTEND | 
A 1110.01 ]->|110.11}----------->]110.10 |--->]110.00 | 
ee oe ee | 
+ ene a dE eee OE Oe 
fp I 
B a | 
| XFRRDY | |XFRST | | 
|111.00|->/111.10}| | 
eee) Weel | 
| | 
| | 
Y | 
eae eee Siete | 
| T | 
| | | 
C 7 VY Oe | 
| XFRRES | | XFREND | | XFRRDY | |XFRST | | 
)121.11|->}111.01/—->|111.00|->]111.10] | 
| | I _ | 
| | 
| | 
| | 
| | 
| | 
| | 
| | 
| | 
| cz = 
| | 
| | 
| Pe, <a ee 
| | SLAVEND | | SELECT | 
E —----->/101.00 |->{/100.00 


SLAVE-INITIATED ENDING OF INFORMATION TRANSFER 
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FIGURE 24 


1->|110.00 | 
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|BUSCTL| |BUSACK| | MASTEND | | SLAVACK | 
A [110.01 |—> [110.11 |----------- >|110.10 |--->|110.00 | 
| || | | a 
{—---------—-----------------—— + 
| 
| 
ae ee 
|XFRRDY| |XFRST | 
B }111.00|-—>]111.10|------- + 
| || | 
| 
¥ 
Se te ap a a oe — 
| 1 


|XFRRES| |XFREND| |XFRRDY| |XFRST 
C {111.11 ]->]111.01]->|111.00|->/111.10 


Y 
ro (aon 
| 
ee pete, 
|MASTEND| |SLAVACK| |XFRRDY| 
D [110.10 |->|110.00 |->|111.00| 
| || || | 
| 
| 
| |SLAVEND| | SELECT | |SLAVACK| 
E $--—-->|101.00 |->|100.00 |->|110.00 | 
feet Wie |, Wie | 
| | 
[19 32| 
Y 
FIGURE 25 


MASTER-INITIATED ENDING OF INFORMATION TRANSFER 
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A B-C-D E 
+—------------ + ---—------- -------------- + +--—-—-—------—— + 
| Bus Control| | Information Transfer | | Ending Status | 
+—————-—-- + 4+———————----------- + +-—--———--——---——— + 

FIGURE 26 


INFORMATION TRANSFER SEQUENCE 


5.4.8.2 Throttling Transfers (optional). A 
slave transferring from a buffer may be able to 
permit the master to stop and start the transfer 
stream. 

If at any point in the transfer the slave has 
transmitted X unanswered SYNC IN pulses, it 
shall wait a minimum of 25 milliseconds for a 
complementary SYNC OUT pulse. If a SYNC OUT 
pulse is received, operations shall continue 
~ normally. If a SYNC OUT pulse is not received, 
the slave shall end the transfer sequence. 


NOTE: In this transaction, X = 8, unless the number of 
pulses (X) is vendor dependent or the number is specified by 
the master via the Logical Interface. 

The effect is that after the first X SYNC IN 
pulses are transmitted by the slave at its 
chosen transfer rate, all successive SYNC IN 
pulses shall only be generated upon receipt of a 
SYNC OUT pulse, thus allowing the master to 
dictate the period between SYNC IN pulses and 
throttling the speed at which the slave can 
transfer. 

5.4.8.3 Slave Termination of Data 

Streaming. To terminate a Data Streaming 
transfer, the slave shall first stop trans- 
mitting SYNC IN pulses. Then it shall wait until 
it has received an equal number of SYNC OUT 
pulses from the master, or a minimum of 25 
milliseconds has expired without pulses, after 
which it shall terminate the transfer by 
negating SLAVE IN and following the normal 
interlocked Ending Status Sequence. 

See Figures 57 and 58. 

5.4.8.4 Master-Initiated Termination of 

Data Streaming. To terminate a Data Streaming 
transfer, the master shall substitute a SYNC OUT 
pulse with an inactive pulse on the MASTER OUT 
line having the same pulse width and period 
requirements of the SYNC OUT pulse. The master 
shall then continue to "answer" every SYNC IN 
pulse with complementary SYNC OUT pulses. 
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For transfers Out, the master shall not 
transmit information with the MASTER OUT pulse 
or subsequent SYNC OUT pulses. 

For transfers In, the master shall accept 
information with up to 7 SYNC IN pulses, 
following generation of the MASTER OUT pulse. 
This allows all information transmitted by the 
slave before its recognition of the MASTER OUT 
pulse to be received by the master, thus 
maintaining the capability for data integrity. 


NOTE: If master-initiated termination of Data Streaming is 
used when the master does not require a precise match 
between the number of octets transferred by the master and 
the slave, the master is not required to accept information 
after generation of the MASTER OUT pulse. 


When the slave senses the MASTER OUT pulse, 
it shall stop transmitting SYNC IN pulses and 
wait until it has received an equal number of 
SYNC OUT pulses, including the MASTER OUT 
pulse. For transfers Out, the slave shall not 
latch any information on the MASTER OUT pulse 
and subsequent SYNC OUT pulses. 

After the slave detects the number of SYNC OUT 
pulses including the MASTER OUT pulse, equaling 
the number of SYNC IN pulses, or a minimum of 
25 milliseconds has expired without pulses, it 

shall negate SLAVE IN and the normal interlocked 

Ending Status Sequence is followed. 

See Figures 59 and 60. 

5.4.9 Slave-to-Slave Information Transfers 
(optional). The master can permit transfers to 
occur between any two slaves on the interface by 
defining a dominant slave that shall control 
MASTER OUT and SYNC OUT. The master re- 
mains master of the interface because it retains 
control of SELECT OUT. 

5.4.9.1 Information Transfers. It is 
possible to set up transfers between slaves so 
that data movement can be accomplished external 
to the master. This requires the designation of 
a dominant slave and a subservient slave. The 


following is a description of how the two are 
required to operate: 

First, the master shall designate the slave 
that is to be the dominant slave. 

Then, using Operation Commands/Operation 
Responses, the master shall supply the identity 
of the subservient slave to the dominant slave. 
The dominant slave shall monitor the interface 
and be prepared to assume control after the 
master selects the subservient slave. The 


subservient slave shall have its Select Status 
octet on BUS B during the SLAVACK state. 


If the subservient slave is not busy, the 
master shall release BUS A and the dominant 
slave shall assume control of MASTER OUT and 
SYNC OUT (thus assuming the role of the master 
on the interface). The master thus permits the 
dominant slave to initiate Information Transfers 
with the subservient slave (which is operating 
normally), but retains, through SELECT OUT, the 
ability to abort the operation. 

Each time the intermediate SELECT state is 
entered, the dominant slave shall set the Master 
Status octet on BUS A. The master shall monitor 
this octet to detect the Slave — Slave Operation 
Completed bit. 

The dominant slave shall relinquish control to 
the master by posting the Slave — Slave 
Operation Completed bit in the Master Status 
octet. The subservient slave shall proceed 
normally to enter SLAVACK. 

The dominant slave is responsible to ensure 
that operations with the subservient slave have 
been completed. This typically requires that a 
null transfer be executed after the last 
required one because Slave Status is presented 
after Master Status and the dominant slave would 
not know if the last required transfer was 
successful until after posting the Slave — Slave 
Operation Completed bit. 

The master shall terminate the Slave — Slave 
Information Transfer by deselecting the 
subservient slave. The master shall reselect the 
dominant slave to obtain the Operation Response. 

5.4.9.2 Error Recovery Considerations. If 
the subservient slave is busy during initial 
selection, the master can continue to retry 
until successful or reselect the dominant slave 
to terminate the process. 

If the master must regain control of the bus 
during the process, it shall do so by deselect- 
ing the subservient slave. The dominant slave 
shall detect the deselection as an abnormal ter- 
mination and prepare Operation Response for pre- 
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sentation to the master when it is next select- 
ed. The subservient Slave shall proceed through 
normal deselection, if it was in the SLAVACK 
state when SELECT OUT was negated. 


NOTE: The implementation described in 5.4.9 requires the use 
of features in the interface that are defined as optional. 

In addition, a master that intends to support Slave — Slave 
Information Transfers must be able to monitor the MASTER 
OUT and SYNC OUT lines that are under control of the 
dominant slave. 


5.5 Bus Octet Definitions. Table 9 defines the 
usage of bus octets for each state and transi- 
tion. The following section specifies the BUS A 
octets, followed by the associated BUS B 
response octets. 


NOTE: The optional functions defined within each octet are 
identified by the bits being enclosed in parentheses. 

If the octet itself is optional, required bits 
within it do not have parentheses. Only optional 
bits in an optional octet have parentheses. 

5.5.1 BUS A Selection Octet Bit Definitions 
Presented during the SELECT state. During the 
selection sequence, BUS A contains the 
addressing information for the selection. 

5.5.1.1 BUS A Selection Octet (See Figure 

27). When Bit 7 = OQ, the addressed slave shall 
respond on BUS B to the Selection octet on BUS A 
(see 5.3.2). 

5.5.1.1.1 Slave Address. Bit 4 is the 
least significant bit (LSB) of the slave 
address. 

5.5.1.1.2 Change Transfer Mode. When 
Bit 3 = 1, the addressed slave shall change its 
current mode of transfer (Interlocked or Data 
Streaming). See 5.5.8.3. 

5.5.1.1.3 Change Octet Mode. When 
Bit 2 = 1, the addressed slave shall change its _ 
current mode of octet operation (SOM or DOM). 
See 5.5.8.3. | 

5.5.1.1.4 Priority Hold. When Bit 1 = 1 
and a selection is established, the slave shall 
maintain an explicit allegiance after 
deselection to this port until: 

(1) A subsequent selection is established 
without the Priority Hold bit set in the 
Selection octet or 

(2) A selection by another port is established 
with both the Priority Hold and Priority Select 
bits set in the Selection octet or 

(3) An appropriate Reset is executed by the 
slave : — 
5.5.1.1.5 Priority Select. When Bit 0 = 
1, the specified slave shall release the current 
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7 6 5 4 3 2 1 0 
+-—---—— $——-———+——— = — +—————— $—--——— $a $—————— +--—-—— + 
| oO | | | Pe Coe Ga ee 7 
+---——— +-—--—— $-—----4--—---— +---——— +---—-— +----—— +----—— + 
| | | 
+-——--— +-————— + 


| 
| SLAVE ADDRESS 


| | 

| | PRIORITY SELECT 
| 

| 


PRIORITY HOLD 


BUS A SELECTION OCTET 


port to which it is dedicated, provided that an 
alternate port does not have a Priority Hold in 
effect, and shall respond to the requesting 
master. 

If two or more ports of a given slave are in 
the SELECT state at the same time with the 
Priority Select bit set in the Selection octet, 
and the slave does not have a Priority Hold in 
effect for any port not attempting a selection, 
the slave shall connect to one and only one of 
the ports. The other ports shall receive a Busy 
indication. 

A successful selection with the Priority 
Select bit set in the Selection octet shall 
cause any other port with a selection 
established and not in the SELECT state during a 
Selection sequence to terminate its selection. 
The termination may be orderly or abrupt 
depending on the slave’s implementation. 

5.5.1.1.6 Priority Hold and Priority 
Select. When both Bit 1 = 1 and BitO = 1, the 
specified slave shall release the current port 
to which it is dedicated, regardless of its 
previous condition, provided that another port 
had not previously established selection with 
both of the bits set. 

The specified slave shall maintain allegiance 
to the selected post after deselection until 

(1) A subsequent selection is established 
without the Priority Hold and Priority Select 
bits set or 

(2) An appropriate reset is executed by the 
slave (see Table 10). 

If any of the optional bits (bits 0 — 3) set 
are not supported by the slave, the addressed 


a2 


slave shall not acknowledge selection; i.e., the 
slave shall not assert SLAVE IN. 
5.5.1.2 BUS A Facility Selection Octet 
(optional) (See Figure 28). The master has the 
ability to select any of 8 slaves and indirectly 
address up to 16 facilities. The slave shall 
select facilities on behalf of the master. 
5.5.1.2.1 Slave Address. Bit 4 is the 
least significant bit (LSB) of the slave 
address. | 
5.5.1.2.2 Facility Address. Bit 0 is the 
LSB of the facility address. 

If this option is not supported, the slave 
identified in Bits 4 — 6 shall not acknowledge 
selection; i.e., the slave shall not assert 
SLAVE IN. 

If it is supported and the facility address is 
not valid, then the Slave Status octet shall be 
used to indicate an invalid selection address. 


5.5.2 BUS B Select Status Octet Presented 
during the SLAVACK state (See Figure 29). The 
slave responds to selection by driving its 
bit-significant address and releasing all other 
bus bits to provide Select Status, which is 
defined as follows: 

If the addressed slave is not present on the 
interface or does not recognize its address, 
SLAVE IN will not be asserted and no address 
bits shall be asserted. 

The master can detect invalid selection 
conditions by analysis of Select Status, for 
example, incorrect selection will have the wrong 
address bit posted, multiple selection will have 
more than one address bit posted. 
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TABLE 10 


PRIORITY HOLD AND PRIORITY SELECT 


$----------------------- - + 
| | Port B | 
|PH PS|PH PS PH PS PH PS PH PS| 
| |oOo0]021]210f]11 {| 
4—-----—- +--+ +--+ +————— +——--—— +-———— +————-— $————— + 
| Port A not Selected |00|B | B | B | B | 
| }Ol| B | B | BY] B | 
| } 10]; A | A | A | B | 
| Jil| A | A | ATA | 
| | | | | | | 
| Port A Selected | oo] A | B f|aA ] B | 
| }O1] A | Bl] A] BY 
| JLo]; A | A {| A | B 
| Jit] A | A | Al A | 
fan rn nee +——--—-— +——--——— +---—— +—--—— $--——— + 
7 6 5 4 3 2 1 0 
+-----— +—--———— +---——— +—-———— +-----— +--———— +----—— +---——— + 
| 1 | | | | | | | | 
+---——— +—----— +----—— +—---—— +—--—— —+—-———— +-————— +—-————— + 
| | | | | | | 
+—--———— +----—— + +-—-—-— +----—— +---——— + 
| | 
| | FACILITY ADDRESS 
| 
| SLAVE ADDRESS 
FIGURE 28 
BUS A FACILITY SELECTION OCTET 
To detect multiple selection, the master shall The Bus Control octet is defined as follows: 
wait until all slaves have had enough time to The use of Bits 0 — 5 may be Vendor Unique if 
respond. not defined by the Logical Interface. The use of 
5.5.3 BUS A Bus Control Octet Presented these bits shall not affect the Physical 
during the BUSCTL state. The Bus Control octet Interface hardware. 
(Figure 30) describes the subsequent Information 5.5.4 BUS B Bus Acknowledge Octet Presented 
Transfer and bus configuration. If the master during the BUSACK State (See Figure 31). The 
sets up a Bus Control that is not recognizable contents of this octet are optional If none are 
at the slave, the slave shall end the subsequent supported, the slave shall ensure that the bus 
Information Transfer sequence without an contents are stable with correct parity during 
Information Transfer (see Figure 50). the BUSACK state, and that zero is posted. 


ne, 


AMERICAN NATIONAL STANDARD X3.129-1986 


7 6 5 4 3 2 1 0 
+—--———— +—————— +—--——— +——--—-—— +-—---—— +—---——— +—————— +—————— + 
| | | | | | | | | 
+—-—-———— +—-—--——— +—----—— +—--———— +--——-—— +—————— +—————— +—-————— + 

| | | | | | | 

| | | | | | | | SLAVE 0 

| | | | | | | 

ne 
en 
es 

| | | | SLAVE 4 

| | | 

| | | SLAVE 5 

| | 

| | SLAVE 6 

| | 

| SLAVE 7 

NOTE: The parity line shall be released by the slave 
and parity shall not be checked by the master. 
FIGURE 29 
BUS B SELECT STATUS OCTET 

7 6 5 4 3 2 1 0 

+—--———— +————-—— +—---——— +—---——— +—————— +———-—— +—--———— +—-————— + 

| | LO eh | Ga ay A 

+—-———— +——--—— +---——— +—---——— +-—-—-— +———-—— +—--———— +———-—— + 
| | | | | | 
+—--——— +—---——— +———-+— +—————— +—————— + 


| 

a 

| | Defined by Logical Interface 
ie 

| 


INFORMATION OUT 


0 
1 INFORMATION IN 


0 = OPERATION COMMAND/OPERATION RESPONSE 
1 = DATA 7 : 
FIGURE 30 
BUS A CONTROL OCTET 
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7 6 5 4 3 2 1 0 
+-—-———— 4+—--———— +——-——— +——————- --—-———— +—-—--—— +—————— +——-—-——— + 
| | ( ) | (x) | (x) | (x) | (x) | Cx) | Cx) | 
+-----— +------ 4------ 4+—-----—— +—--——— +—---—— +—---——— +——--—— + 

| | | | | | | | 

| | +-~—-—-— 4-——--— 4+-~-~--- +-----— $a + 

| | 

| | | Defined by Logical Interface 

| | 

| | © = INFORMATION OUT 

| 1 = INFORMATION IN 

| 

| QO = OPERATION COMMAND/OPERATION RESPONSE 

1 = DATA 
FIGURE 31 
BUS B BUS ACKNOWLEDGE OCTET 

7 6 5 4 3 2 1 0 
+--—--—— +--———— +——--—— +---—-—— +—-———— +—————— +—-—-——— +—-—-—-——— + 
| | | (x) | (x) [| (x) | (x) | (x) | (x) | 
+----—— +-————— +—---——— +—---——— +—---—-—— +—---—— +—-——-—— +—--——— + 

| | | | | | 
+———-—— +—---——— +—--—-—— +——-——— +-----— + 


In an intelligent subsystem there may be a 


| Defined by Logical Interface 


BUS PARITY ERROR 


SUCCESSFUL INFORMATION TRANSFER 


FIGURE 32 


BUS A MASTER STATUS OCTET 


5.5.5.1 Successful Information Transfer. 


need for the master to receive responses from When Bit 7 = 1, the previous Information 
the slave immediately after Bus Control. Transfer as viewed by the master completed 
The use of Bits O — 5 may be Vendor Unique if successfully. 


not defined by the Logical Interface. The use of 


these bits shall not affect the Physical 


Interface hardware. 


5.5.5.2 Bus Parity Error. When Bit 6 = 1, 
the master detected a bus parity error on the 


5.5.5 BUS A Master Status Octet Presented Bus Acknowledge octet or the Information 
during the SELECT state. The Master Status Transfer In. 
octet (Figure 32) is used by the master to in- The use of Bits 0 — 5 may be Vendor Unique if 
form the slave whether or not the previous not defined by the Logical Interface. The use of 
Information Transfer was successful, and if a these bits shall not affect the Physical 
bus parity error had been detected. Interface hardware. 
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5.5.6 BUS B Slave Status Octet Presented 
during the SLAVACK state. The Slave Status octet 
(Figure 33) describes the slave-determined 
ending status of the previous Information 
Transfer, if any. 

5.5.6.1 Successful Information Transfer. 
When Bit 7 = 1, the previous Information 
Transfer completed successfully. 

5.5.6.2 Bus Parity Error. When Bit 6 = 1, 
the slave detected a parity error in the Bus 
Control octet, the Information Transfer Out, or 
the Master Status octet. 

The use of Bits 0 — 5 may be Vendor Unique if 
not defined by the Logical Interface. The use of 
these bits shall not affect the Physical 
Interface hardware. 

5.5.7 BUS A Request Modifier Octet Presented 
during the REQUEST state. The Request Modifier 
octet is presented during the REQUEST state and 
is used by the master in various forms to 
request interrupt classes, status, or transfer 
settings, and is also used to initiate Selective 
Reset. 

5.5.7.1 Request Interrupts Octet (See 

Figure 34). When Bit 7 = 0, all slaves on the 
interface shall respond on BUS B (see 5.5.8.1) 
based on the settings of Bits 0 — 6. 

5.5.7.1.1 Report Busy. When Bit 6 = 1, 
all slaves that are Busy shall place their 
bit-significant address on BUS B. 

5.5.7.1.2 Report Ready Status. When Bit 
5 = 1, all slaves that are Ready for use shall 
place their bit-significant address on BUS B. 

5.5.7.1.3 Power Fail Alert. When Bit 4 = 
1, the master is informing the slaves that it 
has detected that power is failing. The slaves 
shall acknowledge by placing their address on 
BUS B after they have taken the appropriate 
action to permit a graceful termination of 
activity. 

5.5.7.1.4 Power On Status Request. 
When Bit 3 = 1, all slaves with power on (but 
not necessarily ready) shall place their 
bit-significant address on BUS B. 

5.5.7.1.5 Interrupt Class. Slaves with 
interrupts pending shall respond by placing 
their bit-significant address on BUS B. The 
definition of interrupts within a class may vary 
between different implementations of the 
interface; however, they shall always be ranked 
between Class 3 (most important) and Class | 
(least important). 

The vendor shall define the type of interrupts 
within each class. 
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When Bit 2 = 1, slaves with Class 3 Interrupts 
pending shall respond. Class 3 Interrupts would 
typically be asynchronous and critical, and 
deserving of immediate attention from the 
master. 

When Bit 1 = 1, slaves with Class 2 Interrupts 
pending shall respond. Class 2 Interrupts would 
typically be associated with a data transfer. 

When Bit 0 = 1, slaves with Class 1 Interrupts 
pending shall respond. Class 1 Interrupts would 
typically be status associated with the 
completion of operations, but may also be 
asynchronous and noncritical. 


NOTE: If more than one status or interrupt request is set by 
the master, the slaves shall respond to the logical OR of 
the conditions. 

5.5.7.2 Request Facility Interrupts Octet 
(Optional). If all the Interrupt Class bits are 
zero, this octet (Figure 35) is interpreted as 
either Request Transfer Settings (see 5.5.7.3) 
or Request Slave Interrupts (see 5.5.7.4). 

When Bit 7 = 1 and bits 0 — 3 are not zero, 
the slave specified by the address in Bits 6 — 4 
shall decode the Request Facility Interrupts 
octet. 

5.5.7.2.1 Slave Address. Bit 4 is the 
least significant bit (LSB) of the slave 
address. 
5.5.7.2.2 Facility Range. Bit 3 is used 
to identify the range of addresses to respond on 
BUS B. 
QO: addresses 0 — 7 respond 
1: addresses 8 — F respond 
5.5.7.2.3 Interrupt Class. See 5.5.7.1.5 


NOTE: If more than one interrupt request is set by the 
master, the facilities shall respond to the logical OR of 
the conditions. 
5.5.7.3 Request Transfer Settings Octet 
(See Figure 36) 
5.5.7.3.1 Slave Address. Bit 4 is the 
least significant bit (LSB) of the slave 
address. 
5.5.7.3.2 Request Transfer Settings. 
When Bits 0 — 3 are set to zero, the selected 
Slave shall respond with the Transfer Settings 
octet (see 5.5.8.3). 
5.5.7.4 Request Slave Interrupts Octet 
(Optional). This request (Figure 37) allows the 
master to obtain status and all the interrupts 
from the slave. 
5.5.7.4.1 Slave Address. Bit 4 is the 
least significant bit (LSB) of the slave 
address. 
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7 6 5 4 3 2 1 0 
+——-——— +—--———— +——--——— +—---——— +---—-— +—————— +—----—— +—---——— + 
| | | (x) | (x) | (x) | (x) | (x) | (x) | 
fo 4+—-———— +—--——— +—----—— +——--——— 4+—————— +——--—— +——-——— + 
| | | | | | | | 
| | 4+--—--~—- 4+-----— +----—— 4+—-———— 4+-~———— + 
| | | 
| | | Defined by Logical Interface 
| | 
| | BUS PARITY ERROR 
| 
| SUCCESSFUL INFORMATION TRANSFER 
FIGURE 33 
BUS B SLAVE STATUS OCTET 
7 6 5 4 3 2 il 0 
+———-——— $——— +—----— +—----— $——— 4—----—— +—-——-—— +——-——— + 
Po | | | | | | | 
+—-—--— $——-— +—----— +$—----—— +—---—- $—--——— $-—- +—-—-——— + 


| CLASS 1 INTERRUPT 
CLASS 2 INTERRUPT 
CLASS 3 INTERRUPT 

POWER ON STATUS 
POWER FAIL ALERT 
REPORT READY STATUS 
REPORT BUSY STATUS 

FIGURE 34 

REQUEST INTERRUPTS OCTET 
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7 6 S) 4 3: 2 1 0 
+-----— +—-———— +---——— +----—— +----—— $—————— +---——— +--—-—— + 
| i | | | | | | | | 
+-----— +---—-— +----—— +-—--—— +—-———— +-—-——— +----—— +--—-—— + 

| | | 
+--———— +---—-—— + 


! | CLASS 1 INTERRUPT 
| CLASS 2 INTERRUPT 
CLASS 3 INTERRUPT 
FACILITY RANGE 
SLAVE ADDRESS 
FIGURE 35 


REQUEST FACILITY INTERRUPTS OCTET 


7 6 5 4 3 2 1 0 
$----—— +-—-——— $--— $-— $—————— +--——-— +-----— +-—--—— + 
|} i | | | |} O | O | O | DO | 
$—- +———-—— +----—— +---——— +-----— $-—--—— +--—--— +----—— + 
| | | | | | | 


| 
| | REQUEST TRANSFER SETTINGS 
| 
| SLAVE ADDRESS 

FIGURE 36 


REQUEST TRANSFER SETTINGS OCTET 


7 6 5 4 3 2 1 0 
+----—— +-—-—--— +-————— +---——— +-————— +---——— +-—--——— +--———— + 
| i | | | | tf | oO | O [| O | 
+-—--—— +-----— +---——— +--——-— +---——— +----—— +--—-—— +----—— + 

| | | | | | | 


| REQUEST SLAVE INTERRUPTS 
SLAVE ADDRESS 
FIGURE 37 
REQUEST SLAVE INTERRUPTS OCTET 
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7 6 5 4 3 2 1 0 
+--—-—— +-—-—-— +-————— $--- +---—-— +—----—— +---—-— +---——— + 
| ft | | | (X) | (kX) | (x) | CX) | 
$o---- +---——— +-—-———— ona +---——- +-—--—- +-—-——— +-—-——— + 
| | | | | | | 
| | | +--———— +----—- +----—- + 
| | | | 
| | | | RESET CONTROL (Defined by the 
| | | Logical Interface) 
| | | 
+-—---— + 


| SLAVE ADDRESS 


FIGURE 38 


SELECTIVE RESET CONTROL OCTET 


5.5.7.4.2 Request Slave Interrupts. When 
Bit 3 is set to 1 and Bits 2 — 0 are set to 
zero, the selected slave shall respond with the 
Slave Interrupts octet (see 5.5.8.4). 

5.5.7.5 Selective Reset Control Octet 

Interpreted during the RESETSEL1 and 
RESETSEL2 States. The Selective Reset Control 
octet (Figure 38) is used to perform Selective 
Reset (see 5.4.5) of the addressed slave. This 
octet is first presented during the REQUEST 
state, and acquires its specific meaning when in 
RESETSEL1 or RESETSEL2. 

5.5.7.5.1 Slave Address. Bit 4 is the 
least significant bit (LSB) of the slave address. 

5.5.7.5.2 Reset Control. Bits 0 — 3 
shall be used to define the type of Selective 
Reset to be executed by the slave. The use of 
Bits 0 — 3 is established by the master and the 
slave at the Logical Interface or may be Vendor 
Unique. The use of these bits shall not affect 
the Physical Interface hardware. 


NOTE: There is no BUS B response to Selective Reset. If a 
Slave interprets the octet and responds during a Selective 
Reset sequence, the response is ignored by the master. The 
Slave shall interpret this octet as a Selective Reset octet 
during the RESETSEL1 and RESETSEL2 states. 


5.5.8 BUS B Responses to Request Modifier 
Octet Presented during the REQUEST or 
REQUACK states: 


5.5.8.1 Address Octet Response to Request 

Interrupts Presented during the REQUEST State. 
If there is an interrupt or status that 
satisfies the requirements of the Request 
Interrupts octet on BUS A, the slave shall 
respond by driving only its address bit (and 
shall ensure that all other bits are released) 
to provide the Address octet, which is defined 
as shown in Figure 39. 

The slave shall make no control signal 
response to the "polling” of interrupts. This 
octet shall be presented by the slave on BUS B 
during the REQUEST state. The master is 
responsible to ensure that sufficient time has 
elapsed for all slaves to respond. 


5.5.8.2 Address Octet Response to Request 
Facility Interrupts Presented during the REQUACK 
State (Optional). The address bits shall be set 
on BUS B by the slave if there are any 
interrupts that satisfy the requirements in the 
facility range specified. Table 11 summarizes 
the bit-significant address mapping. 
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7 6 5 4 3 2 1 0 
+—————— +—————— $-- +—-———— +-——-——— $—- +--—-—— +—————— + 
| | | | | | | | | 
+----—— +-----— +-————— +--———— +------ +----—— +----—-— +-----— + 

| | | | | | | 

| | | | | | | | SLAVE 0 

| | | | | | | 

ee ee 

Peat to 

pop ff laws 

| | | | SLAVE 4 

| | | 

| | | SLAVE 5 

| | 

| | SLAVE 6 

| 

| SLAVE 7 


NOTE: The parity line shall be released by the slave and parity shall not be 
checked by the master. 


FIGURE 39 


ADDRESS OCTET RESPONSE TO REQUEST INTERRUPTS 


TABLE 11 


FACILITY ADDRESS MAPPING 


CLOED OUI CHRD CERIN CHET CTD AAT ONCE OTE CONES UREN CREED CED COUIND CHEN GHEY (OWEN CONIA CANIS UOOENG OLNEASY Cea teen CUNY CATED GOED SSGUED CRED CARED EELS OT MOD GED ENS CLSEP GERD EMU CD GEE ORME GREED CESS EES REET HE SUES SMP CREED EES CEE ROSY GOOEY NER GERSE CEES ED a SUED CREED ales ID EO ED SEES Canoe SIE MD GRD RED CRED EES CKD GUE caREED cee IEEE GRnien coms eae 


fae fe pa + 
| BUS B_ | RANGE 0-7 | RANGE 8-F | 
| BIT | ADDRESSES | ADDRESSES | 
+—----———— $----—--——---—— $———————— + 
LF | ADDRESS 7 | ADDRESS F | 
| 6 | " 6 | " E | 
| 5 | " 5 | " D | 
| 4 | " 4 | " Cc | 
| 3 | " 3 | " B | 
| 2 | " 2 | 1 | A | 
| 1 | " 1 | "W 9 | 
| 8) | uw 0 | " 8 | 
+-—--———— +---—-———---—— +-———————————— + 


NOTE: Parity may or may not be valid. 
Parity shall not be checked by the master. 
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5.5.8.3 Transfer Settings Octet Presented 
during the REQUACK State (See Figure 40) 
5.5.8.3.1 Maintenance Mode. This mode 
Shall be used by the slave to indicate its 
Maintenance Mode setting to the master: 


Bit 6: 0 
1 


Maintenance Mode | capability only 
Maintenance Modes 1 and 2 capability 


I 


5.5.8.3.2 Current Setting. This mode 
shall be used by the slave to identify to the 
master whose modes are currently set: 


Bit 5: O = Single Octet Mode 
1 = Double Octet Mode 
Bit 4:  O = Interlocked Transfer 
1 = Data Streaming Transfer 


5.5.8.3.3 Transfer Mode Capability. 
When Bit 3 = 1, the slave can transfer in Data 
Streaming Mode. When Bit 2 = 1, the slave can 
transfer in Interlocked Mode. When both bits are 
set, the slave is capable of operating in either 
mode. 

5.5.8.3.4 Octet Capability. When Bit 1 = 
1, the slave is capable of operating in 
Double-Octet Mode. When Bit 0 = 1, the slave is 
capable of operating in Single-Octet Mode. When 
both bits are set, the slave is capable of 
operating in either mode. 

If a slave is capable of supporting more than 
one type of octet mode or more than one type of 
transfer mode, it shall be able to change the 
current mode under control of the master (see 
5.5.1.1). 

5.5.8.4 Slave Interrupts Octet (Optional) 

Presented during the REQUACK State (See Fig- 
ure 41) 

5.5.8.4.1 Busy Status. When Bit 6 = 1, 
the slave is Busy. 

5.5.8.4.2 Ready Status. When Bit 5 = 1, 
the slave is Ready for use. 

5.5.8.4.3 Priority Hold Status. When Bit 
4 = |, the slave has a Priority Hold established 
at one of its ports. 

5.5.8.4.4 Priority Select Status. When 
Bit 3 = 1, the slave is Priority Selected at 
another port. | 

5.5.8.4.5 Interrupt Class. When Bit 2 = 
1, the slave has a Class 3 Interrupt pending. 
When Bit I = 1, the slave has a Class 2 
Interrupt pending. When Bit 0 = 1, the slave has 
a Class 1 Interrupt pending. 
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The use of Bit 7 may be Vendor Unique if not 
defined by the Logical Interface. The use of 
this bit shall not affect the Physical Interface 
hardware. 


5.6 Maintenance Mode. To enter Maintenance 
Mode, the master shall initiate the Master Reset 
sequence (see 5.4.4). When in MAINT state, the 
master may select one of two maintenance modes, 
hereafter referred to as Maintenance Mode 1 
(MM1) and Maintenance Mode 2 (MM72). Slaves 
shall support at least one of these two modes. 
Maintenance Mode offers capabilities to the 
master when normal methods of interface 
communications are not operational (failure) or 
may be inappropriate (diagnostics). The 
maintenance logic shall have the ability to take 
over the interface drivers in the slave and, 
optionally, to communicate with the master. 

The actions of a Master Reset are defined by 
the logical interface. 

MM 1 is a simple technique to provide a degree 
of isolation that improves the serviceability 
and availability of the interface. MM2 is an 
alternative protocol that provides a serial, 
fault-tolerant method of communication using the 
same signal lines. The master adapts to the 
capabilities of Maintenance Mode provided by the 
slaves. 

Figure 42 illustrates a slave implementation 
including the maintenance logic. Normal 
operations are directed from the drivers and 
receivers into the functional circuits. When 
communication with the maintenance logic is 
required, the signals are disconnected from the 
functional circuits and diverted to the 
maintenance circuits. 

Both of the defined modes require that the 
Slave provide logic that is independent (as far 
as is practical) of the logic associated with 
normal functions. MM1 is a very limited subset 
of MM2 that provides a mechanism for resetting 
the MM1 slave and for releasing of the interface 
drivers. The master may selectively restore use 
of a slave’s drivers, if released by the MM1 
circuits, by using the Selective Reset sequence. 
The MM2 circuits extend the capabilities beyond 
those available with MM1. 

MM 1 and MM2 circuits can coexist on the same 
Physical Interface. A slave that has 
incorporated MM2 and that is connected to a 
master that is only capable of supporting the 
MM 1 functions responds in the same manner as a 
slave with MM1 circuits. A dominant slave cannot 
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CURRENT SETTING 
MAINTENANCE MODE 
MAINTENANCE MODE 


FIGURE 40 


| 
| OCTET MODE CAPABILITY 


TRANSFER MODE CAPABILITY 


TRANSFER SETTINGS OCTET 


PRIORITY HOLD 
READY STATUS 

BUSY STATUS 

Defined by Logical Interface 


FIGURE 41 


| 
| | CLASS 1 INTERRUPT 
| 
| 


CLASS 2 INTERRUPT 


PRIORITY SELECT STATUS 


STATUS 


SLAVE INTERRUPTS OCTET 
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IPI Cables and Connectors 


VYVVYVYYVYY 
4+————-—-—--------------—— + 
| Drivers and Receivers | LEVEL 0 
| | 
4+———~——----—-------- + 
| eae cake Sone aes See Soe Cees Some Saree 
+----———--——— + 4+———--—-—-—------------- + 
| M C | | MM circuits | | 
| aii | <-—------ => | | | 
| ai if | $-- + | 
|} noc | | | 
| t u | | | LEVEL 1 
Jedi | | | 
|} nt | <----------——----—— >| Functional Circuits | 
| as | | | 
| on | | | 
| c | | | 
| e | | | 
+—--------—— + 4+—————-—---—-----------—— + 
FIGURE 42 


BLOCK DIAGRAM OF MAINTENANCE MODE 


assume the role of the master when in 
maintenance mode. (See Figure 61.) 

MM1 and MM2 are compatible with slaves which 
support Single Octet Mode, Double Octet Mode, or 
both. 

MM control signals are developed by voting on 
triplicated lines. This technique provides fault 
tolerance. Voting shall be done on the static 
condition of the triplicated lines (i.e., the 
condition of the lines is not edge sensitive). 

5.6.1 Maintenance Mode I 

5.6.1.1 MMI Capabilities. MM1 enables 
releasing the slave’s drivers from the 
interface. This capability, in conjunction with 
the Selective Reset state, can be used to 
isolate a slave that is holding a driver active 
on the interface. This may allow the master to 
continue using the remaining operational slaves 
on the interface when otherwise this would be 
impossible. 

MM 1 provides a reset capability. 

The master may invoke MM1 at any time by 
placing the control Out lines into the MAINT 
state. The MM logic associated with each slave 
shall release the drivers from the interface 
after it is recognized that the master has 
placed the Control Out lines into the MAINT state. 


5.6.1.2 MMI Scenario. Table 12 outlines the 

MM1 scenario. As can be seen, the MMI scenario 
is separated into three phases. Each of these 
phases are described more fully in 5.6.1.2.1 
through 5.6.1.2.3. Table 13 provides the signal 
line assignments during the first two phases of 
the MM1 scenario. 

5.6.1.2.1 First Phase (MM1) — Assert 
Master Reset Sequence. The MM1 circuits shall 
release all the drivers from the interface after 
the master places the control out lines into the 
MAINT state. 

5.6.1.2.2 Second Phase (MM1) — Enter 
IDLE State, Begin Reset. Whether or not a reset 
and permanent releasing of the interface drivers 
occurs depends upon the state of three BUS A 
lines, referred hereafter as the DATA OUT lines, 
at the time SYNC OUT is negated. If at least two 
of these three lines are active at the trailing 
edge of SYNC OUT, the slave shall be reset and 
the drivers shall remain released until a 
Selective Reset sequence is issued. The reset 
shall persist as long as DATA OUT remains 
active. If at least two of the DATA OUT lines 
are not active at the trailing edge of SYNC OUT, 
the drivers shall be restored and no reset shall 
be issued. This latter sequence enables MM2 
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operations to be performed without disrupting 
MM 1 slaves. 


NOTE: To reset and release any attached MM2 slaves in 
addition to MM1 slaves, both the DATA OUT and the ENABLE 
OUT signals shall be activated by an MM1 master before 
negating SYNC OUT (see 5.6.2.2). 
5.6.1.2.3 Third Phase (MM1) — Selective 
Reset of Slaves. The master may selectively 
restore a slave’s interface drivers by use of 
the Selective Reset sequence. The response to 
the Selective Reset sequence is delayed until 
the MMI circuits release the control In line 
drivers during RESETSEL1. 
5.6.2 Maintenance Mode 2. This alternative to 
MM 1 provides a fault-tolerant serial protocol. 
5.6.2.1 MM2 Capabilities. MM2 performs 
all the functions of MM1 when DATA OUT and 
ENABLE OUT are active. 
The master may use MM2 to obtain a description 
of faults that may or may not otherwise preclude 
normal sequences. 


NOTE: To assist in the description of this capability, terms 
such as Fault Descriptor Shift Register (FDSR) are used (see 
5.6.2.4.4.1). These connotations of registers do not denote 
a requirement of any implementation technique. 

The MM2 circuits within a specific slave can 
be selected, thereby minimizing unnecessary 
disruptions to any other slaves on the | 
interface. 

Expanded functionality is available with the 
use of Extended Orders (see 5.6.2.6.3).. 

As is the case with MM1, the master invokes 
MM2 by placing the three control Out lines into 
MAINT state. 

5.6.2.2 MM2 Scenario. Table 14 outlines the 


MM2 scenario. The MM2 scenario is broken up into 


the three phases shown in Table 14 and more 
fully described in 5.6.2.2.1 through 5.6.2.2.3. 
Table 13 provides the signal line assignments 
used during the first two phases of the MM2 
scenario. 

5.6.2.2.1 First Phase (MM2) — Enter 
MAINT State. After entering MAINT state, all 
MM2 slaves shall release their interface 
drivers. 

While MAINT state is active, the master may 
transfer an MM2 address into each attached MM2 
slave (see MM2 Write sequence, 5.6.2.4). The 
MM 2 circuits with an address match shall become 
selected and enable the drivers, thus becoming 
capable of executing subsequent MM2 orders. 

5.6.2.2.2 Second Phase (MM2) — Enter 
IDLE State and Begin Reset. A decision to reset 
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and continue isolating the drivers occurs when 
SYNC OUT is negated to enter the IDLE state. In 
this mode (unlike MM1), both the DATA OUT and 
the ENABLE OUT signals shall be active at the 
trailing edge of SYNC OUT before the reset is 
generated and the drivers shall be kept 

released. The reset shall persist until either 

the DATA OUT or the ENABLE OUT signal is 
deactivated. 

An MM2 slave shall appear the same as an 
MM 1 slave when connected to a master that does 
not support MM2 sequences, as long as the master 
ensures that ENABLE OUT, as well as DATA 
OUT, is active at the trailing edge of SYNC OUT. 

5.6.2.2.3 Third Phase (MM2) — Selective 
Reset of Slaves. The master may either use the 
Selective Reset sequence (see MM1 third phase, 
5.6.1.2) or re-enter Phase 1 of the MM2 scenario 
and issue the appropriate order to restore a 
slave’s interface drivers, should they be 
released by the MM2 circuits. 


NOTE: MM2 allows slaves to be selectively released by 
issuing certain selective MM2 orders, which eliminates the 
need to use the Selective Reset sequence to restore an MM2 
slave. 


5.6.2.3 MM2 Line Usage with SYNC OUT 
Asserted (Table 14, First Phase). All the MM2 
signals described in 5.6.2.3.1 and 5.6.2.3.2 are 
developed by taking a majority vote on the three 
signal lines assigned to each MM2 signal. This 
technique assures the master of the use of the 
MM2 slave even when faults, such as an open 
interface wire, occur. 

5.6.2.3.1 Outbound MM2 Signals 

(1) ENABLE OUT. The ENABLE OUT signal 
is primarily used by the MM2 circuits to deter- 
mine that MM2 Write sequence is completed and 
that the order in the deserialization register 
can be interrogated. In a sense, then, this line 
is a "framing” line that tells the slave when 
the orders and address information sent it are 
properly aligned and can be sampled. 

A secondary use of the ENABLE OUT signal in 
conjunction with the CLOCK OUT and DATA OUT 
signals is to establish whether or not a subse- 
quent serial data transfer is to be from or to 
the slave. This secondary usage of the ENABLE 
OUT is described more completely in 5.6.2.4. 

(2) CLOCK OUT. The primary use of the 
CLOCK OUT signal is to shift data either into or 
out of the MM2 circuits during the MM2 write or 
read sequences. 
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CRD GRIND CERIN EUCNCD MERQND CERIN? GYRE CHES Ga GRE CATED ONS CRED GEKKD CREE CUTLID GRENTED SHOTS apRERETD MRCNIED GEER? CORY GHEE MEMES cheetah CRETLO Sie) CAPT OES OESDY MATES GETS GEES GEGEN CEHEED SEAMED CREP GEES CAT GERD CREDO CENTED ASSESS CETINP CEEVE? CORED GAERED QUES SREP GEEEWO GREE GEN EERE OSE) OEE eID CRLTED CRY SEARED SERA EID GETS TN CD CHENEY NTE CRED OTD SaieES) CAD GTAP GARD CEA (a ND GRAD CENT CHEERY SEED 
GREED GETE; SET AUD CEES GED CSTD CORNED GREED GES GION CEEEEET CUES GEES CAO GARIN CSTD MENT MAAR CLOUT CERN fen CEITIRISH ANA Chim MANS RENN GEREN CTD GOERS HERES COUN CAEED COREE COED GIS GAD GATS GRLEP GEES CAPES ONES GEE? GEREN COE? SEED CETESD GEE SETS GRRRRD GAREY SENAY AEIEAD GTN SAY GRA YD cam Som SRNOTRID QgENNAS CELT GUARD GEE SERED EES GAS CMD Gininey EEREND GENER CEN ERE eee CTUNA LM CARAS GONADS 


fe ooo ooo + 
| | | | 
| MAINTENANCE | MASTER ACTION | SLAVE ACTION | 
| MODE 1 | | | 
| | | | 
+——-——————-—-——— $——— 4—---—-——-- -- —-- — -- — + 
| | | | 
| FIRST PHASE | Enter MAINT State | Upon recognition of MAINT state | 
| | | the MM1 slave shall release the | 
| | | interface drivers | 
| | | | 
| SECOND PHASE | Assert the DATA OUT | If DATA OUT is active when | 
| | (and ENABLE OUT)* | SYNC OUT is negated a | 
| | Signals and then | reset shall be activated | 
| | enter IDLE state | | 
| | | | 
| THIRD PHASE | Negate the DATA OUT | When the DATA OUT signal is | 
| | (and ENABLE OUT) * | negated the reset | 
| | to enter RESETSEL1 | shall be deactivated. The | 
| | and attempt | interface drivers shall be left | 
| | communication with | released until RESETSEL1 is | 
| | a specific slave | entered. Upon recognition of | 
| | | RESETSEL1 the slave shall | 
| | | re-activate its drivers | 
| | | | 
| | * For any attached | | 
| | MM2 slaves | | 
| | | | 
4—-~-—+—--——---—-~——— +—-——-——————-—-- - 4+—-——-—————-—-—-—- ——- ---—- -- —-- —-—-—-- - + 
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TABLE 13 


MM SIGNAL LINE ASSIGNMENTS 


OND CEN RED TUFTED CRIES MD CIID POND CREE CED CNRS SD SRY CEES THD ORS CED CRED CARED GATS CREE PADD Criarh RY CAT OR SEND AER GND SRD GID CEL CLERICS TERETE CARD GAUAED MeleS GEIS AER Sint GREED EES EEA Gop EE MND eal Cink CREP CID GED iid CAE GEE SINNED GEIS MeO ARTiID CES GSD ORGNY CeUnID CSEED GREE GES ereD GIES Genie ete CGE? GED aPnct GoD UEP GEE GEER SNS 
SEED REED CHESS CUREEY CHES CER CED CUED GEMM GREED CARES CREED SED EERE OS STE REUEED OOS EE EEE SED SEED CTRL SHAE) EY CREE CD CRU CRIED GREE) SENET CEEEED EEEED GRO CRED GREED Qiu cites GEETE? CHIE GEREN CTE GRD CREED CoE GUE GED GEERT CRN CRED ek? CEES EEE GED CERES Ce eR ERED GERD Gain aim CD GE wae Sie CD Ges a GMO Cay Gee GruaD ike Gore Ge Gees 


+——--——----— +————---——---—----—----— +——-—--------------- + 
| Line Name | MM1 Usage | MM2 Usage | 
+—-------------- +—--——---+------------— +——-—---—------------ + 
| SELECT OUT (0) | | | 
| SLAVE IN (x)| | 
| MASTER OUT (0)| MAINT state (0x0.x1) invokes MM circuits | 
| SYNC IN (x) | | 
| SYNC OUT (1)| | 
4+——-———--------— +———————---—-----—----— $e t 
| BUS B (bit 7) | not used | DATA IN (bit 2) | 
| BUS B (bit 6) | not used | CLOCK IN (bit 2) | 
| BUS B (bit 5) | not used | RESPONSE IN (bit 1) | 
| | | | 
| BUS B (bit 4) | not used | DATA IN (bit 1) | 
| BUS B (bit 3) | not used | CLOCK IN (bit 1) | 
| BUS B (bit 2) | not used | RESPONSE IN (bit 0) | 
| | | | 
| BUS B (bit 1) | not used | DATA IN (bit 0) | 
| BUS B (bit 0) | not used | CLOCK IN (bit 0) | 
| BUS B Parity | not used | RESPONSE IN (bit 2) | 
| | | | 
| BUS A (bit 7) | DATA OUT (bit 2) | DATA OUT (bit 2) | 
| BUS A (bit 6) | ENABLE OUT (bit 2)* | ENABLE OUT (bit 2) | 
| BUS A (bit 5) | not used | CLOCK OUT (bit 1) | 
| | | | 
| BUS A (bit 4) | DATA OUT (bit 1) | DATA OUT (bit 1) | 
| BUS A (bit 3) | ENABLE OUT (bit 1)* | ENABLE OUT (bit 1) | 
| BUS A (bit 2) | not used | CLOCK OUT (bit 0) | 
| | | | 
| BUS A (bit 1) | DATA OUT (bit 0) | DATA OUT (bit 0) | 
| BUS A (bit 0) | ENABLE OUT (bit 0)* | ENABLE OUT (bit 0) | 
| BUS A Parity | not used | CLOCK OUT (bit 2) | 
| | | | 
4+-------~-----—— +—-—————---——-=----—---— 4+———---- = + 


* An MM1 Master must use both ENABLE OUT and DATA OUT to reset 
and release any attached MM2 slaves. 
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MODE 2 


FIRST PHASE 


| 

| 

| 

| 

-f- 

| 

| 

| 

| 

| 

| SECOND PHASE 
| 

| 

| 

| 

| 

| THIRD PHASE 
| 
| 
| 
| 
| 
| 
| 
| 


Enter MAINT state 


Activate the DATA 
OUT and or ENABLE 
OUT signals and 
enter IDLE state 


Deactivate the 
DATA OUT and 
ENABLE OUT signals. 
Optionally enter 
Selective Reset to 
attempt communi- 
cation with a 
specific slave 


AMERICAN NATIONAL STANDARD X3.129-1986 


Upon recognition of MAINT state 
the MM2 slave shall release the 
interface drivers and respond 
to Maintenance Mode 

orders (selection, reset, etc.) 


If DATA OUT and ENABLE OUT 
are active when the MAINT 
state is removed a 

reset shall be activated 
and the drivers shall be 
left released 


When either the DATA OUT or 
ENABLE OUT signal is dropped 
the reset shall be 

deactivated. The interface 
drivers shall be left released 
until the RESETSEL1 state 

is entered or certain selective 
MM2 orders are issued. 


T ceovaaemeneand)-aaenme)penamaet}ranoinitesseandprassnaatponareeaareandearunvabaarnedpareceeieassaaaiperetovalfpsnacet exminaivenreaialpavastestinsevnanipestmmnad| racantd octet emanendpparatainapatesseah remseapaaatensipeensennipsseratsdensisne necemnieesnensttper-imnddppesismndpsnannns hase atamiprentasiedpeaseaanraamrenipvuvetnuprseviespenanamdamamaret dssanienssemasppesrarnadpritesedgeamaat tamara tammrnlpaniiaapeanarenipraaenttensere ge -orrvenipresnintinsnsreapreremppensmaaipansana tere paananalpmnnsaa amare panera pasvas~ paras finansredpmanceetpantnaindrsasavedpetonacepeatnetidessemnpaarsnantvenisceatieannst 
EA EET CGERY CIOL SONNE GALES CED GUND ARID AEREN GEN GOMED EAD WD CSAS GS CMETT SANTEE CLAD GUWCTD GRED GEGLNY CAD GHEE GLEN ATED CUP CET: TS GND HAAS AERED CREND CS EEE? CRUE ONES TT) CTE QUENT? CME (OTTET CRN KEE GROG CHND SNE) OEE OUD ONT ERED ED EM CIN I OED CTS ENS TES SAE ND CNS ONE IS CY ND AERA CEES CAEN CAMEED GERM RNY GES Sian SAEED CAD SES 
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This signal is also used in conjunction with 
the DATA OUT and ENABLE OUT signals to de- 
termine whether or not the subsequent serial 
data is to be shifted into the MM2 master 
(Write) or from the MM2 slave (Read). This se- 
quence is described in 5.6.2.4 and is illustrat- 
ed on the MM2 Timing Chart (see Figure 62). 


(3) DATA OUT. The DATA OUT lines are used by 


the master to transmit serial data to the MM2 
deserialization register during the MM2 write 
sequence. The CLOCK OUT signal is used to clock 
the data into the deserialization register while 

the ENABLE OUT signal is active. The data is 
loaded into the deserialization register 

regardless of whether or not the MM2 was 

selected earlier. 

The DATA OUT signal, along with the ENABLE 
OUT signal, is also used at the trailing edge of 
SYNC OUT to specify that the MM2 slave is to 
perform the reset and release functions. This 
enables MM2 circuits to act just like MM1 
circuits when intermixed on the same interface, 
except that ENABLE OUT, as well as DATA OUT, 
shall be active at the trailing edge of SYNC OUT 
before drivers are enabled. 

5.6.2.3.2 Inbound MM2 Signals 

(1) CLOCK IN. The CLOCK IN lines are simply 
the CLOCK OUT lines returned (after voting) by 
the selected MM2 circuits. The DATA IN lines 
shall be stable and may be sampled by the master 
250 ns after CLOCK IN is detected at the master, 
provided that CLOCK OUT also remains asserted. 


(2) DATA IN. These lines contain the serial 
data returned to the master from the MM2 slave 
during the MM2 read sequence. Normally, this 
data is a description of detected faults that 
may prevent normal communications. However, the 
option is provided for the use of this path to 
send the master any information that cannot be 
reliably communicated any other way. 

The information transferred on the DATA IN 
lines shall be specified by a previous order as 
described in 5.6.2.6. 


(3) RESPONSE IN. The master performs a 
majority vote on the three RESPONSE IN lines to 
indicate initial MM2 selection. This signal is 
also used to determine whether or not the FDSR 
shift has completed. This enables the master to 
simply deal with differing FDSR lengths. 

The use of RESPONSE IN to signal completion 
of the FDSR shifting is described in 5.6.2.4.5. 
The use of this signal to indicate successful 
selection is described in 5.6.2.4.2. 
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5.6.2.4 MM2 Write/Read Sequences. MM2 
write data are serially shifted into all MM2 
slaves or MM2 read data are shifted from a 
selected MM2 slave by the CLOCK OUT signal whe 
the ENABLE OUT signal is active. Whether or not 
the shift is to the MM2 circuits (Write) or from 
the MM2 circuits (Read) shall be established 
before the ENABLE OUT signal becomes active. 
This is done by testing the DATA OUT signal with 
the CLOCK OUT signal prior to activating ENABLE 
OUT. If DATA OUT is found to be active, the 
subsequent shift operation shall be to the MM2 
circuits (Write) and, of course, if DATA OUT is 
inactive when sampled, the subsequent shift 
shall be from the MM2 slave (Read) (see the MM2 
Timing Chart, Figure 62). 

5.6.2.4.1. MM2 Write Sequence. The 

MMz2 Write sequence provides the master with the 
capability of transmitting data serially to the 
MMz2 circuits. The initial write sequence shall 
be received by all MM2 slaves and shall contain 
the slave address. Subsequent writes shall 
contain encoded orders for the selected MM2 
circuits. However, the write data is not limited 
to addresses or orders and can be any type of 
data that may make sense transferring across 
this fault-tolerant path. 

All data, regardless of which MM2 slave it is 
intended for, shall be shifted into all slaves 
with MM2 circuits, and at least the last four 
bits of DATA OUT shall be retained until ENABLE 
OUT goes inactive. 

The last bit of write data shifted to the MM2 
circuits, before ENABLE OUT drops, shall specify 
whether the previous three bits contain an 
address to be used to select a specific MM2 or 
an encoded order to a previously selected MM2 
slave. The meaning of any additional write data 
shall be specified by the four required bits as 
is described in 5.6.2.5. 

5.6.2.4.2 MMz2 Selection Sequence. If, 
upon interrogating the last bit of serial write 
data, once ENABLE OUT becomes inactive, an 
MM2 slave finds the bit active, it shall check 
whether its address corresponds to the address 
sent in the previous three bits of write data. 
The next to the last bit of data shifted to the 


_~MM2 circuits shall contain the high-order bit of 


the slave address. If the address in the 
deserialization register corresponds to the 
slave address, the MM2 circuits shall be 
selected and shall remain so until either: 

(1) The MAINT state is removed from the three 
control out lines, or 


(2) A subsequent write sequence specifies that 
a different MM2 slave has been selected 

When the MM2 circuits are selected, RE- 
SPONSE IN shall be asserted to signal to the 
master that the MM2 slave has been selected. The 
RESPONSE IN lines shall remain active until the 
master activates the CLOCK OUT lines or drops 
SYNC OUT. Activating the RESPONSE IN lines 
when an MM2 initially becomes selected provides 
the master with a quick way of determining that 
the MM2 circuits are powered on and capable of 
carrying on an MM2 dialog. 

5.6.2.4.3 MM2 Order Sequence. The 
last bit of serial write data that was shifted 
to the MM2 slaves underneath MM2 ENABLE OUT 
may be inactive. If so, an MM2 slave selected by 
a prior write sequence shall decode and execute 
the order contained in the previous three bits 
of write data. The orders are described in 
5.6.2.5. 

5.6.2.4.4 MM2 Read Sequence. The 
MM2 Read sequence provides the master the capa- 
bility to extract serial data from a selected 
MM2 slave. The default data is the contents of 
the FDSR. The FDSR contains a description of 
faults that may preclude normal communications. 
Optionally, this path can be used to send the 
master any data that makes sense being 
transferred across this fault-tolerant path, 
such as wrap data. The source of this data may 
be set to be something other than the FDSR 
contents by an optional Set Source/Sink order 
(see 5.6.2.5). 

When the contents of the FDSR are being read, 
the entire register shall be shifted out. If the 
sequence is truncated early, the contents of the 
FDSR cannot be guaranteed the next time the 
FDSR is accessed. 

5.6.2.4.4.1 Fault Descriptor Shift 
Register (FDSR) Description. Whenever a slave’s 
MM? circuits are selected by the master, all 
error circuitry that could change the contents 
of the register containing the basic fault 
descriptors (FDSR) shall be released. Accessing 
the contents of the FDSR shall be accomplished 
by the master initiating an MM2 Read sequence. 

Once begun, the MM2 read sequence access 
should be completed or the FDSR may contain 
misleading information. The Fault Descriptor 
Shift Register (FDSR) in each MM2 slave is 
effectively an extendable shift register. There 
are a basic number of entries in this shift 
register that shall be supported. The required 
entries include the first two bits (0 and 1) and 
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the last two bits (7 — 1 = | and n = Q) as shown 
in Table 15. The RESPONSE IN lines shall be 
asserted when the shift is completed, and 

released when either ENABLE OUT is negated or 
MAINT state is deactivated. 

The FDSR shall always have a zero placed in 
bit position n while shifting so that the entire 
register will end up reset after completion of 
the FDSR read sequence. The FDSR is also reset 
whenever a reset is generated at the trailing 
edge of SYNC OUT. 

The fixed one and zero that are the last FDSR 
bits shifted out before RESPONSE IN is activated 
may be used to verify that the FDSR shifted 
properly. 

The FDSR contents during MM2 shall be defined 
as follows, with Bit O being the first bit 
shifted to the master during a read sequence. 

5.6.2.5 Description of MM2 Orders. The 
three-bit encoded orders sent to a selected MM2 
slave via the Write sequence shall be as 
summarized in Table 16 and as detailed in 
5.6.2.5.1 through 5.6.2.5.4. Note that certain 
orders that are issued to the selected MM2 
circuits do not take effect until SYNC OUT is 
negated, e.g., the MM2 reset order. If more than 
one slave with MM2 circuitry is selected during 
the MAINT state and are issued such orders, 
these orders shall be held and performed after 
SYNC OUT is negated (assuming that all other 
prerequisites are met). 

5.6.2.5.1 ENABLE DRIVERS Order. The 
ENABLE DRIVERS order shall cause the selected 
slave MM2 circuits to restore the interface 
drivers after SYNC OUT is negated, if they had 
been previously released from the interface. The 
drivers may have been released earlier either by 
a previous order or after detection of a fault 
that may prevent normal communication (see 5.7). 
All the drivers shall be released from the 
interface whenever MAINT state is active, except 
those BUS B drivers that must be used during MM2 
sequences by the selected MM2 circuits. The 
ENABLE DRIVERS order shall reset the logic that 
causes the selected slave’s MM2 circuits to 
continue releasing the drivers after SYNC OUT is 
negated. 
5.6.2.5.2 DISABLE DRIVERS Order. The 

DISABLE DRIVERS order shall cause the selected 
slave MM2 circuits to continue releasing the 
drivers after SYNC OUT is negated. The drivers 
shall remain released until either 

(1) An MM2 ENABLE DRIVERS order is 
received or 
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TABLE 15 


DESCRIPTION OF MM2 FDSR 


+—-------——— 4+—————-—————-------—-—----- + 
| Bit | Description | 
+——-—-————— 4——--——-—-—--------------- + 
| | | 
| 0 | Control Out sequence check | 
| | | | 
| 1 | IPI Bus Out Parity error | 
| | | 
| 2 | | 
| 3 | (optional fault | 
| 4 | descriptors defined | 
| 5 | by each slave's | 
| n-2 | manufacturer ) | 
| | | | 
| n-l | (always a one) | 
| | | 
| n | clear bit (always a zero) | 
| | | 
+—----————-— +—--------------------------- + 


Bit 0=1 — Control Out sequence check indicates the Slave has detected 
an invalid sequence on the Control Out lines. | 


Bit 1=1 - IPI Bus Out Parity error indicates the Slave has detected 
a parity error on BUS A and/or BUS B. 
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- TABLE 16 


ENCODED MM2 ORDERS 


+————--—-—-—- 4. -- - - + 

| DATA OUT MM2 ORDER | 

+—-—————-—--- 4 -- - a + 
bits 


n—-3 n-2 n-l n 
0 0 0 * Enable Drivers 


0 0 1 * Disable Drivers 


vendor unique 
reserved for optional MM2 Data Transfer order 
reserved for optional Set Source/Sink order 


| 
| 
| 
| 
| 
| 
| 
! 
MM2 Reset and Disable Drivers | 
| 
| 
| 
| 
| 
| 
reserved for Additional Orders option | 

| 


+ 
| 
+ 
| 
| 
| 
| 
| 
| 
0 1 0 x | MM2 Reset 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
+ 


* Bit n is the last bit shifted into the deserialization register before 
ENABLE OUT is dropped. Bit n - 1 is the next to the last bit of MM2 serial 
read data sent to the MM2 slave during a Read sequence and so on. Note that 
Bit n remains inactive in this case to signify that the deserialization 
register contains an order. 
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(2) A Selective Reset sequence is issued to 
the slave 

Releasing the drivers shall only affect the 
drivers when SYNC OUT is negated. The drivers 
not used for MM2 communications shall always be 
released while MAINT is active. 

5.6.2.5.3 MM2 RESET Order. The 

MM2 RESET order shall result in a reset being 
issued to the slave when SYNC OUT is negated 
providing that at that time the ENABLE OUT 
signal is active and DATA OUT is inactive. The 
reset shall persist until ENABLE OUT signal 
becomes inactive. 


NOTE: The MM2 RESET order becomes void when ENABLE 
OUT is not activated at the trailing edge of SYNC OUT. 

Other orders may be issued after the MM2 
RESET order has been given and before SYNC 
OUT is negated. 

5.6.2.5.4 MM2 RESET AND DISABLE 
DRIVERS Order. The MM2 RESET AND DIS- 
ABLE DRIVERS order shall perform the same result 
as would a paired sequence of MM2 RESET followed 
by a DISABLE DRIVERS order sent separately. 
This order is provided as a convenience to allow | 
setting the logic that will keep the interface 
drivers released after SYNC OUT is negated and 
to generate an MM2 reset with one order. 

5.6.2.6 Description of Optional MM2 Orders 

5.6.2.6.1 MM2 DATA TRANSFER Or- 
der. This order indicates that the write 
sequence was intended to move data (exclusive of 
Bits 1 through n— 3) to an alternate 
destination within the MM2 circuits set up by a 
prior SET SOURCE/SINK order. No other action 
shall be performed. 

5.6.2.6.2 SET SOURCE/SINK Order. 
The SET SOURCE/ SINK order specifies alternate 
sources of read data or alternate destinations 
of write data within the MM2 circuits. 

This order shall allow for extending the MM2 
circuits to transfer any serial data that cannot 
be reliably sent any other way to or from the 
MM 2 circuits. The default source for read data 
is the FDSR. The SET SOURCE/SINK order only 
applies to the subsequent Read or Write 
sequence. 

For example, the Source/Sink for a subsequent 
Read/Write sequence may be specified by 
additional deserialization register bits 
implemented as Vendor Unique (i.e., beyond the 
four required bits). 


5.6.2.6.3 Additional Orders. This order 
indicates that the additional write data bits 


ip: 


beyond the four required bits shall be regarded 
as additional MM2 vendor unique orders. 

For example, additions might be for power 
control of remote equipment cabinets or loading 
and reading back any diagnostic data within the 
Slave. 


5.7 Other Maintenance Considerations. The MM 
circuits may release the slave’s drivers from 

the interface outside of MAINT if a fault is 
detected by the slave which may prevent normal 
communications. Once the master recognizes that 
a slave has isolated itself from the interface, 

it may attempt to restore communications via the 
Selective Reset sequence or via selective orders 

if MM2 is supported. If the problem persists, 

the slave may be left isolated from the 

interface until repairs can be made. If the 

slave that isolated itself from the interface 

supports MM2, it may be possible to obtain a 
description of the fault, before attempting to 
restore normal communication, by using the MM2 
sequences described in 5.6.2. 


NOTE: If the MM circuits release the slave’s drivers from 
the interface, undefined states may result. When the 
Selective Reset sequence is initiated to restore the slave, 
the normal response to the Selective Reset state shall be 
delayed until the drivers are restored. 

Multiported slaves shall react to the 
Maintenance Mode considerations on the port over 
which the MAINT state was recognized. The slave 
shall not induce error conditions on the other 
ports that are attached to the slave. However, 
during Maintenance Mode, the slave may be 
dedicated to the port initiating the reset, and 
may be Busy to all others. 


6. Logical Interface Environment 


6.1 General. The IPI operates in a layered 
environment. The Logical Interface uses the 
Physical Interface to transfer information 
between the master and the slave. 

Logical Interface operates independently of 
the Physical Interface (except as noted in the 
5.5, Bus Octet Definitions), and consists of a 
repertoire of Operation Commands and Operation 
Responses that control various types of slaves 
and facilities. 

Variations possible within the command 
definitions of the Logical Interface include 
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Buffered 
Command Stacking 
Queueing 
Device Generic Commands 
Limited Specific Commands 
Timing Independent 
Logical Addressing 
Physical Volumes 


Timing Critical 
Physical Addressing 
Physical Volumes 


| 
| 
| 
| 
| Device Specific Commands 
| 
| 
| 
| 


4+--—---------------—--------—— + 0 $---------------------------- + 
| Command Parameters | | Message Packets | 
4+—------——--------—-----------— + 9 t-------------- --------- + 
| Bus Control Commands | 
$------- +-------------------------------- + 
| Level 1 - State Machine and Bus Protocol | 
$—--—-———--—-——--—--- --—---- - - --- - - + 
| Level 0.— Cables, Connectors and Drivers/Receivers | 
4+—-—---—-—--—-—---—----—------ ------ ----- - ------ -- + 
FIGURE 43 
IPI LEVELS 
buffered or unbuffered units, different facility electrical and mechanical specifications for 
types, hardware or microprocessor implementation drivers/receivers, cables, and connectors. 
of the interface, and the like. The selection of these at Level 0 is 
The command repertoires of the Logical Inter- associated with the implementation; e.g., 
face shall be as described in ANSI X3.130-1986, Three-state drivers/receivers with flat ribbon 
ANSI X3.132,” and ANSI X3.147.° The following cables and headers is suitable for in-cabinet 
material is supplied to provide an overview and use over short distances, but, over long 
introduction to the reading of those standards. distances, shielded cables and bulkhead 
connectors are needed with suitable 
6.2 Review of IPI Levels. The IPI has adopted a drivers/receivers. No matter which Level 0 
layered approach to functionality, described as implementation is selected, Level 1 remains the 
levels. Levels may or may not be dependent upon same. 
each other, e.g., Level 3 is not dependent upon Level 2 requires timing critical operations, 
Level 2. By using levels it is possible to so the commands are included in an extension of 
develop the interface in modules that isolate the Bus Control octet. Parameters associated 
the impact of changes in any one upon another. with the command are included in Information 
Levels also provide a vehicle for adding Transfer packets that immediately follow the Bus 
functionality and intelligence as a means of Control command. | 
migration from one environment to another. Level 3 uses message packets for commands, 
Figure 43 illustrates the relationship of the responses and associated parameters. The 
levels to each other. contents of these are transparent to, and have 
The Physical Interface embodies Level 1 that no effect upon, the operation of the Physical 
defines the state machine, the contents of the Interface. This provides timing independence and 
bus octets, and the protocol associated with technology isolation from the characteristics of 
management of the interface; and Level 0 as the the Physical Interface. 
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LEVEL CHARACTERISTICS 


ED AUERS CURED ANERD CEES SCOR OETUES CELE CTD GOERD GERD CEP STEED ED aeAES RED ManEry cee MERERO ERE AaetuD EERE ARES RRND aeRO ERED GATED GEA RED GEES CANNED RTI MEO ONS CREED CHD CNTY GMTAY ATED HRY COLI GUND CP ELD COD GRERGD CIDE CULES OR EARN CT CRED SENG ES AMES CMR ORY CUED SOUND GE Ge EES CORNY EATS CRN CAD CRNLES ETS GENS COURSE CEN GEEND ERED IKE CEN Gane GED EERE oni Gane 


| DATA | ACCESS | DATA |CONTROL |BLOCK | DATA |OTHER | 
| SPACE | TIMING | ADDRESS|COMMAND | LENGTH| ‘TYPE |CHARACT| 


+—-—-————— +—--—-—-——— +----——-—— +—-----——— +———=—-—— +——————— +—-—-——— +—-——-—— + 
| LEVEL |facility |dependent|physical|device |static | raw | | 
| 2 |defined | independ| | | | | | 
+—----——— +—--——-——— +------——— +—-----—— +——-————— +—------- +——--——— +—-—--——— + 
| LEVEL |facility |independ |logical |facility|static | raw | | 
| 3 |defined |dependent| | | |perfect | | 
+——————— +—-—-—-—--——— +--------— +——--———— +----—-—-— +-----—— +—----——— +—--———— + 
| LEVEL |facility |independ |logical | data |static |raw | | 
| 4 |independ | | | | |perfect | | 
+—--————— +--—-—--——— +—----~—--— +—-—--—--——— +————-——— +—-——-——— +—----——— +—--—-—— + 
|LEVELS |data |independ |record, |record, |dynamic|perfect|file- | 
| ABOVE |dependent | |field |field | | | name | 
+—---———— +--———-—-~— +—-------—— +—~----—— +—---—-—— +—----—— +—---——— +—---—-—— + 


The Logical Interface represents all the 
levels above the Physical Interface; Level 2 
will be described in ANSI X3.130 and Level 3 
will be described ANSI X3.132. Other levels have 
been established that incorporate different 
degrees of functionality and intelligence. 

All of the levels offer a migration path from 
one environment to another. Multiple logical 
levels may coexist on the same Physical Inter- 


face, but only one may be active at any one instant. 


- Table 17 summarizes the characteristics of the 
logical levels. 

6.2.1 Level 2 - Device Specific. Level 2 is 
oriented to devices and is not covered in this 
document (see ANSI X3.130, when available). The 
master shall be aware of the unique attributes 
of the device under its control. Some of the 
characteristics that define Level 2 are: 

(1) Operations are executed with the use of 
encoded commands imbedded in the Bus Control of 
Bus Exchanges at the Physical Interface. 

(2) The data area is defined by device 
addressability to the media. 

(3) The Transfer of data may or may not be 
timing critical, and typically is unbuffered. 

(4) Data is addressed by the PhysicalBlock 
address. 
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(5) Data typically is transferred as “raw,” 
i.e., aS read from the device 
with no correction of errors (if any). 

(6) The commands are device unique. 

(7) PhysicalBlock lengths may or may not be 
fixed over the addressable media. 

(8) Positioning is requested explicitly, but 
may also be implicit. 

6.2.2 Level 3 - Device Generic. Level 3 is 
oriented to the generic components of devices 
(disk, tape, printer, and the like), and 
typically not the device-unique components 
(e.g., cylinders, heads). Level 3 uses a packet 
structure that provides independence of the 
command repertoire from the Physical Interface. 
Some of the Level 3 characteristics are: 

(1) Operations may be Individual or Queued. 

(2) The data area is defined by the facility 
addressability to the media. 

(3) The Transfer of data may or may not be 
timing critical, and typically is buffered. 

(4) Data is addressed by DataBlock address, 
but PhysicalBlock addresses may also be used. 

(5) DataBlock lengths typically are fixed over 
an addressable data area, and can vary between 
different addressable areas on the media as well 
as varying between medias. 


(6) Data is normally requested as "perfect" 
(data errors, if any, corrected), or may be 
requested as "raw” (data errors, if any, not 
corrected). 

(7) Positioning is requested implicitly, but 
may be explicit. 

(8) Media defect handling is transparent to 
the master, but may be managed by the master. 

(9) Error correction is transparent to the 
master, but may be managed by the master. 

(10) Error retry is transparent to the master, 
but may be managed by the master. 

6.2.3 Level 4 - Data Specific. Level 4 
concepts are oriented to the characteristics of 
data and its attributes (e.g., random or 
sequential, input or output). The 
characteristics defined in the following list 
are neither complete nor exclusive. They are 
shown here to provide some perspective on what 
extensions in functionality and intelligence are 
envisaged as being appropriate at Level 4. 

(1) Operations may be Individual or Queued. 

(2) Logical slaves make the data area both 
slave independent and facility independent. 

(3) Logical volumes make the addressing 
structure dévice independent. 

(4) Buffers are used to gain access to data. 

(5) Data availability can be controlled by the 
Mount/Dismount of volumes. 


(6) DataBlock sizes are fixed within a volrv me. 


(7) Data is normally requested as " perfect” 
(data errors, if any, corrected), but may be 
requested as “raw” (data errors, if any, not 
corrected). 

(8) The master does not participate in defect 
management, error retry, or error correction. 

6.2.4 Level 5 and Above. These levels are 
expected to embody concepts that require file 
structures and file organization be imbedded in 
the slave. The characteristics defined in the 
following list are neither complete nor 
exclusive. They are shown here to provide some 
perspective on what extensions in functionality 
and intelligence are envisaged as being 
appropriate at the upper levels. 

(1) Operations may be Individual or Queued. 

(2) The data area is data dependent, 1.e., 
files. 

(3) Availability of data is timing indepen- 
dent, e.g.,Open/Close File. 

(4) Addressing of data is at the level of the 
application, e.g., records or fields. 

(S) Data lengths may vary within a volume 
(variable length records). 
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(6) Only perfect data is available, i.e., no 
errors. 

(7) Data location is by implicit addresses, 
e.g., Filename. 


7. Timing 


7.1 Terms. The master shall provide for cable 
deskewing for all signals originating from the 
master. The slave shall provide for cable 
deskewing for all signals originating in the 

slave. The following terms are used in place of 
actual numbers so that timing may be determined 
separately for different slaves and their 

supported cable types. 


SDE (Slave-Dependent Exchange). This term, the 
value of which is supplied by the slave 
manufacturer, specifies both the maximum BUS B 
setup time and the maximum response delay for 
the slave during a Bus Exchange when the slave 

is functioning properly. 


SYD (System Dependent). This term, the value of 
which is supplied by the slave manufacturer, 
specifies the time the master shall wait during 

a Bus Exchange until it can conclude that the 

slave is not functioning properly. This value 
should be used by the master as a time-out for 
interlocked slave responses during a Bus 
Exchange. 


IRT (interrupt Response Time). This term, the 
value of which is supplied by the slave 
manufacturer, specifies the maximum slave 
response time to a Request Interrupts Sequence. 


SDR (Slave Dependent-Reset). This term, the 
value of which is supplied by the slave 
manufacturer, specifies the maximum time the 
master shall wait for the slave to recover from 
a reset sequence (which may include a reset of 
the slave microprocessor if specified by Bits 

0 — 3 of the Selective Reset octet). 


CCD (Cable Configuration Dependent). This term, 
the value of which is limited by the electrical 
class, is defined in Table 2. It is used to 
establish minimum values such as set-up times 
and pulse widths as shown in the timing 
diagrams. The actual CCD value shall be defined 
by an individual product. The actual value shall 
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be determined by the product’s implementation, 
and shall define the minimum timings (maximum 
rates) that can be utilized. 


CMX (Maximum Cable Propagation Delay). This 
term specifies the cable propagation delay based 

on the maximum length of cable in the config- 
uration in which this interface is used. 


7.2 Data Streaming SYNC OUT Pulse Width. When 
the slave is executing transfers that cannot be 
throttled, e.g.,direct data transmittal between — 
the master and a disc drive, the values 1.1(tH), 
tH’ Max, and tY’ Min and Max shall be 
applicable. 
The value of tH’ shall always be met by the 
master. 
See Figures 57 through 60. 
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7.3. Symbols. Certain symbols are used in the 
timing diagrams. These symbols and their 
respective definitions shall be as shown in the 
following table. 


KK - Abbreviated state notation, 
e.g., 7.2 = 111.10 

/ or \ - Signal transition 

< or > - Bus transition 

----- - Released 

XXXXXX - Undefined but not 


necessarily released 
ees - The bus may or may 
not be driven 
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(Master Conn. ) 


IDLE | REQUEST | IDLE 
000.00 | 001.00 | 000.00 
| 
SLAVE IN ----—-------------------------------------- ----- --------- 
| 
MASTER OUT / \ 
| | 
BUS A i 
BUS B _- #e eee ee = - = ------- Qe et ee ee eS 
| (NOTES Z and 3) 
| 
-->| t2 <-- -->| t2Z <-- 
(Slave Conn.) 
| 
| 
SLAVE IN ------------------------------------------------- ------- 
MASTER OUT / \ 
| | 
BUS A  ==---—=- <n aaa aon ae eae 
-->| (== ==> |<-- 
BUS B 0 w-e-- TTT DS ae ee eae a a 
-->|tc’|<==" (NOTE I)  =-=S7TtE | <-- 
SELECT OUT,SYNC OUT = Inactive 
(Master and Slave Conn.) 
SYNC IN = Released 
(Master and Slave Conn.) 
Label Description Min. Max. Units 
tA Master bus set-up 0.025 - usecs. 
tB Master bus release from MASTER OUT 0.025 _ usecs. 
LC* Slave Interrupt Response Delay 0 IRT usecs. 
tE Slave bus release 0 SDE usecs. 
tZ Cable delay 0 CMX usecs. 


NOTES: 


(1) The slave sets only the line corresponding to its bit-significant address. 
(2) The master receives valid interrupts only for the bit positions corresponding 
to the responding slaves on the bus. 

(3) The response of the slaves is not synchronous, and the master shall wait a 
time equal to that of the slowest, furthest, or slowest and futhest slave to 
respond before latching or sampling BUS B. In addition, the master shall wait for 
a time equal to that of the slowest, furthest, or slowest and furthest slave to 
detect the IDLE state, and release its bit-significant address on BUS B, before 
starting another sequence. 
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REQUEST INTERRUPTS SEQUENCE 


qi 
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(Master Conn.) 
IDLE | 
000.00] 


REQUEST 
001.00 


SLAVE IN 


| 
MASTER OUT / 
| 


ee ee oe ee es ca ee eee ee ee oe eee ce ae ee Oe ee eee os ee es ee ee 


BUS A a a ee 
| | | 
| | 
BUS B wes e33--3-3 333 34SOrCe < > ee 
| -->| {== —=> | tF[<-- 
——->| tZ |<- ->] t2 [<-- -->{| tZ |<- ->] t2 |<-- 
(Slave Conn.) | 
| 
SLAVE IN wrrerr rer t rete / | \ewocrrecr-c-o- 
| | 
MASTER OUT / \ 
| | 
BUS A 9 3w3e20"--- < » atentenententeateetetententenietee 
-->| (-= ==> }<-- 
BUS B  wrrerrrrr3tsr.l.o < » lenient tte bententenien 
-->|tc |<=="— (NOTE) ==ST tE |<-- 
SELECT OUT,SYNC OUT = Inactive 
(Master and Slave Conn.) 
SYNC IN = Released 
(Master and Slave Conn.) 
Label Description Min. Max Units 
tA Master bus set-up 0.025 - usecs. 
tB Master bus release from MASTER OUT 0.025 - usecs. 
tc Slave turnaround 0 SDE usecs. 
tD Slave bus set-up 0.025 SDE usecs. 
tE Slave bus release SDE usecs. 
tF Slave bus release set-up 0.025 SDE usecs. 
tn Master interlock delay ~ usecs. 
tz Cable delay 0 CMX usecs. 
NOTES: 
(1) For a Request Transfer Settings sequence, the addressed slave sets its 


Transfer Settings octet on BUS B. 
(2) For a Request Facility 
lines corresponding to the 


subject to the Request Modifier on BUS A. 


Interrupts sequence, 
facilities under its control requesting attention, 


the addressed slave sets only the 


Note that the contents of BUS B may 


change after the assertion of SLAVE IN due to interrupts changing dynamically at 


the facilities. 


(3) 
Interrupts octet on BUS B. 


For a Request Slave Interrupts sequence, the addressed slave sets its Slave 
Note that the contents of BUS B may change after the 


assertion of SLAVE IN due to interrupts changing dynamically at the slave. 
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REQUEST TRANSFER SETTINGS/SLAVE INTERRUPTS (Optional)/ 
FACILITY INTERRUPTS (Optional) SEQUENCE 
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(Master Conn 


SELECT OUT 


SLAVE IN 


BUS A 


BUS B 


(Slave Conn. 


SELECT OUT 


SLAVE IN 


BUS A 


BUS B 


MASTER OUT 
(Master an 


AMERICAN NATIONAL STANDARD X3.129-1986 


-) 


IDLE SELECT SLAVACK 
000.00 100.00 110.00 
| 
/ 
| 
| ee ee ee 
i ca ec “sen Se “are “em Some nis “nse es ome ara Vee ei ee jes eo / 
| | 
TT PRA XKXXXXXXKXXXKXKXXXXXXXKKX 
aie) ak aaacs ns ot | 
| 
come Gam cee aD mene cee nem GED eee ee Ee GD Ge ee ee ee ee < 
| Dt = 
| 
—-->| tZ2 |[<- ->] t2 [<-- 
) | | 
| | 
| 
/ | 
| 
| | ene Nae Se ae ee Seen eee ee 
SR oa a es 7 
NOTE 1: 
—-------- OO RK KX KX KXXKXXXXXXKXXXXX 
—-—> | {—-— 
| 
Fn cts cee cond ics aim i at Ga tea cm mms < 
-->|tc |<-= 


,SYNC OUT = Inactive 
d Slave Conn.) 


SYNC IN = Released 

(Master and Slave Conn.) 

Label Description Min. Max. Units 
tA Master bus set-up 0.025 _ usecs. 
tc Slave turnaround 0 SDE usecs. 
tD Slave bus set—up 0.025 SDE usecs. 
tJ Master bus hold 0 - usecs. 
tz Cable delay 0 CMX usecs. 


NOTES: 


(1) When Slave-to-Slave Information Transfers are supported, the maximum tJ 
should not exceed 1 usec. 
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SELECTION SEQUENCE 
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(Master Conn.) 


DESEL | IDLE 
010.00 | 000.00 


| 
| 
SELECT OUT \ 
| 


SLAV BG TN TN a a a ee a a a ee 


BUS A XXXXXXXKXXXXKXXXXXKXKX ddd dee ee 
| 
eee ee ee es ee | 
BUS B Si ca cae Saeco See eee 
| —=> |tF|<-- 
| 
-->]| tZ [<-- —->| tz |<-- 


(Slave Conn.) 


| 
| 
| 
SELECT OUT \ 
| 


a 
| 

SLAVE IN Nei eee See ie 

BUS A XXXXXXXXXXXXXXXKXXXXXKXKX ddd 9-H 

BUS B a ea, ee en 


T= EE = | 
MASTER OUT,SYNC OUT = Inactive (Master and Slave Conn.) 


SYNC IN = Released (Master and Slave Conn. ) 


Label Description Min. Max. Units 

tE Slave bus release 0 SDE usecs. 

tF Slave bus release set-up 0.025 SDE usecs. 

tZ Cable delay | 0 CMX usecs. 
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NORMAL DESELCTION SEQUENCE 
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(Slave Conn. ) 


ANY STATE | MAINT | IDLE 
XXX.XXK | Ox0.X1 | 000.00 
| | 
SELECT OUT XXXXX\ J // 
| [== ==> j 
| | 
SLAVE IN XXXXXXKXXXXXXXXKXXXKXKXXKXKKX) -—--— -— HH nee 
| | | (NOTE 1) 
| | 
MASTER OUT XXXXXXXKXXXXKXX>—-—-----—- \ | //7¢ 
f<- t1 ->|[<- t2->|7~ — p<-- tT -=> | 
| 
BUS A XXXKXXXXXXKXXKXKX>-—-—-— < >XX 
| -->| a C-= =—=> 
| 
BUS B XXXXXXKXXKXXXKXKAXKXKXXXKXKXKXKX > —--—-— << > ew re ree 
| | | 
SYNC IN RXXXXXKXXXXKXKXKXKXXKRXXXKXXKKXKK) -——- AH AH a re 
| | (NOTE 1) 
| | | 
SYNC OUT XXXXXXXXXXXXXXX\—-—---—--—- / ae /// 
f<- t1 ->|[<- t2-> | <------- tK ------- a <== ==> | 
Label Description Min. 
tA Master bus set-up 0.025 
tK SYNC OUT pulse width for MAINT (see NOTE 4) 10 
tT IDLE following MAINT (see NOTE 5) 6 
tl Dominant Slave MASTER OUT, SYNC OUT and BUS A 
release from SELECT OUT negation (see NOTE 6) 0 
t2 Master SYNC OUT assertion, MASTER OUT negation 
from MASTER OUT, SYNC OUT release (see NOTE 6) 1 


NOTES: 


( 
t 


1 


Signal In lines may or may not be released after MAINT (see 5.6). 
BUS A is used for maintenance actions (see 5.6). 
BUS B is optionally used for maintenance actions {see 5.6). 


at least 2 microseconds. 


-The slave shall not reset until IDLE has been active after MAINT for 


roseconds. 


1) 
2) 
3) 
4) The slave shall not enter Maintenance Mode until the MAINT state has 
or 
5) 
ic 


Max. Units 

_ usecs. 
- usecs. 
— usecs. 
1 usecs. 


= usecs. 


been active 


at least 2 


6) If there are no slaves on the cable that implement slave-to-slave information 
ransfers, the master shall hold all control Out signals inactive for a period of at 
east 1 microsecond (t2) before asserting SYNC OUT to enter the MAINT state. 
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MASTER RESET SEQUENCE 


8] 


C8 


(Master Conn.) RE | RESET | 
IDLE | REQUEST ] QUACK] RESETSEL2 | SELI1 | REQUEST | REQUACK | DESEL | IDLE 
000.00] 001.00 ,011.00] 011.01 } 001.01 | 001.00 | 011.00 | 010.00 | 000.00 
| | | | (NOTE oo | | 
pipe eee eee ee Ree: OO es ae eines, etait Sines oe ta het ee cal br So ens ae Sec | 
SLAVE IN ~----------~-------- / \ concen 7, | Newer tes, 
| | | | | | | | 
MASTER OUT _/ \ 
| | | }<-- tN -~>| | 
BUS A -< > ------------------------ 
! | | | 
bo), aa aw eee peed a Wee eal SS | ai ab a ag Sa as ag eA dat Sei eta te ie eh ite Spe | 
BUS B errrerrrrrccce.e.. i SSS SS SS SS ee iets eiccee i et s le S LE ak Sic et Baw » i oaleenienleestenienetententntmetententanl 
| ae ae | | | es as ik | -->[tF|<-- 
SYNC OUT fi | \ 
eR ee? oe ee ee | eae Ee ees, a a ae Cn See a 
-->| tZ2 [<- ->] tZ [<- -—>] tZ [<-->] [tz [<-- -->|] t2 [<-- | | | —->[ tzZ |<-- 
(Slave Conn.) | | | | | J -->|tZ]|<-- -->]| tZ |<-- | 
Sate eae ete CaaS ate eae 6 OP © we LI sit eg nic aie wl aboceias aiviel) Sale Ss a eS ew ee | 
SLAVE IN ‘=<--s-=-S22-42>+> / (NOTE 1) Sa Ss— SSS 3423555 =-——S— / | bo tententententenbentontententententontententen 
| S| eds | <r | | | 
MASTER OUT i ae ede et a et | ‘ 
| | | | | | 
BUS A -=---- < | > -- 
-->| {== | | ==> | <-- 
BUS B ES SS SS ed < oes eee © © & © © © © © © © © © et : ee > NE Ee ee ee ee a < ; : : ; ; ; ; ; ; ; : : : ; / : . : : : : ; <§ ee ae Se ae ne ere ane ee ae an ae ee ee: eam cee ae oe ae 
ed (iets (NOTE 1) | | -~->|tx]<-- -->|tE|<-- 
SYNC OUT / \ 
|<------ tK ---------- > | 
SELECT OUT = Inactive (Master and Slave Conn. ) 
SYNC IN = Released (Master and Slave Conn.) 

Label Description Min. Max. Units Label Description Min. Max. Units 
tA Master bus set-up 0.025 - usecs. tK SYNC OUT pulse width for reset 10 _ usecs. 
tB Master bus release from MASTER OUT 0.025 - usecs. tL Slave reset response 0 SDE usecs. 
tc Slave turnaround 0 SDE usecs. tM MASTER OUT to SYNC OUT set-up SDE - usecs. 
tD Slave bus set-up 0.025 SDE usecs. tN Master interlock delay 0 - usecs. 
tE Slave bus release 0 SDE usecs. tX Slave reset delay 0 SDR usecs. 
tF Slave bus release set-up 0.25 SDE usecs. tZ Cable delay 0 CMX usecs. 
NOTES: 


(1) Slave may or may not respond at this point, e.g., a slave that does not support Request Facilities Interrrupts. 


(2) The slave shall not reset unless the RESETSEL1 state has been active for at least 2 microseconds. 


FIGURE 49 
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(Master Conn.) 


SLAVACK | XFRRDY | SLAVEND | SELECT | SLAVACK 
110.00 | 111.00 | 101.00 | 100.00 {110.00 
| | 
SLAVE IN | \ / 
| | | | 
MASTER OUT 5 a aaa as a a (a, 
| 
BUS A XKXXXXXXXXKXXKXXXXXKXKXXXKKKXKXKX < 
(NOTE 1) | -->| to |<== 
BUS B XXXXXXXXXXKXXXXXXXKXXXKXKXKXKKXXXXXKKXXKXKXXXXKXKXKXXKKXKXKXKX < 
--—> | tO] <== 
-—>| tz | <-- -——> tz eeee -->| tz |<- —> | tz | <-—-- 
(Slave Conn.) | | | 
| | | | 
SLAVE IN I \ / 
--—>| tG |\<== | 
| 
MASTER OUT YR ee ce Fe me ge a eR oe, Sgn tN 
| 
BUS A XXXXXXXXXXKXXXXKXKXKXKXKXXXXKXXKXKXXXKXKXKXKX< 
--—>|tA;<-- a 
BUS B rene ete heron eee fe gree 
-->|tc |<-= 
SELECT OUT = Active 
(Master and Slave Conn.) 
SYNC IN,SYNC OUT = Inactive 
(Master and Slave Conn.) 
Label Description Min. Max. Units 
ta Master bus set-up 0.025 - usecs. 
tc Slave turnaround 0 SDE usecs. 
tD Slave bus set-up 0.025 SDE usecs. 
tG Slave interlock delay 0 SDE usecs. 
to Master turnaround 0 _ usecs. 
tzZ Cable delay 0 CMX usecs. 


NOTES: 


(1) For DOM transfers In, BUS A shall be released before the XFRRDY state is 
entered (see Figure 53). 

(2) This sequence is used if an unrecognizable Bus Control Octet is received at 
the slave (possibly due to a parity error). 

(3) This sequence is used if there is no required Information Transfer during a 
Bus Exchange. 


FIGURE 50 


SLAVE END WITHOUT INFORMATION TRANSFER SEQUENCE 
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| 
| 
(Slave Conn.) | | 


{Master Conn. ) 


SLAVACK BUSCTL | BUSACK | MASTEND SLAVACK 
110.00 110.01 { 110.11 | 110.10 110.00 
BUS A XXXX < >XXXXXXXXXXXXXXXXXXXXXKXXXKXKX 


| P<-tI->] | 
BUS B oe? oo < 


SS 
—— oa a Sc a 
SYNC IN TT: TE: ens 


SYNC OUT J aE ee et te 
aaa! [<= tN SS 
| | 
| tZ |<-- <-->] tZ [<-- 


BUS A XXXXXXXXX < »>X 
-——> | tA | ~-- T " ey a ee 
BUS B >X< » tae tnahententenaientenheeetenteenen 
ETE > \< a eee ee ae eee Pe i: 
SYNC IN / \ 
| -—->|tG |<-= 
SYNC OUT / \ 
SELECT OUT, SLAVE IN = Active (Master and Slave Conn.) 
MASTER OUT = Inactive (Master and Slave Conn.) 
Label Description Min. Max. Units 
tA Master bus set-up 0.025 = usecs. 
tc Slave turnaround 0 SDE usecs. 
tb Slave bus set-up 0.025 SDE usecs. 
tF Slave bus release set-up 0.025 SDE usecs. 
tG Slave interlock delay 0 SDE usecs. 
tJ Master bus hold 0 - usecs. 
tn Master interlock delay 0 - usecs. 
tR Slave bus hold 0 _ usecs. 
tZ Cable delay 0 CMX usecs. 
FIGURE 51 


BUS CONTROL SEQUENCE (Preceding Transfers In) 
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(Master Conn.) 


(Slave Conn. ) 


NOTES: 


SLAVACK | BUSCTL |} BUSACK | MASTEND | SLAVACK 
110.00] 110.01 { 110.11 | 110.10 | 110.00 
en a ee 
BUS A XXXX<7 0 —OOO”—C*OSERK XR KX KX XX KXXXXXXXXXKK LLL... 
— | Sd ET HRD] NOTE 1 NOTE 2 
BUS B > > o.oo. < saa tk arn 
| -->| {== ==> |tF[<-- 
| | 
SYNC IN i Pr ee ee eg Pa ey 
| | | | 
| | | 
SYNC OUT ) aa. Cari. 
ss i tN ->| ....}©»§™<§"(©—6hPr 
| | 
—-—>| tZ |[<- ->] tZ [<-- -->] t2 |[<-- | 
| --> tZ |<-- 
| | 
| | | 
BUS A 0:0: 0.0.0.0.0.0 ¢ a 2S .? 2.0.0 :0:0.00.0.0.0.0.0.0.0.0.0.« amran 
-->|tAy;T<—- 7. ©... | 
BUS B Pe. < IEA ae 
=r Prec |X => |<- 


SYNC IN y 
ia --> [tc rs 


SYNC OUT a ge aL aE Ge aA 


SELECT OUT, SLAVE IN = Active 


MASTER OUT = Inactive (Master and Slave Conn.) 


Label Description Min. Max. Units 
tA Master bus set-up 0.025 - usecs. 
tc Slave turnaround 0 SDE usecs. 
tD Slave bus set-up 0.025 SDE usecs. 
tF Slave bus release set-up 0.025 SDE usecs. 
tG Slave interlock delay 0 SDE usecs. 
tJ Master bus hold 0 - usecs. 
tN Master interlock delay 0 - usecs. 
tR Slave bus hold 0 - usecs. 
tz Cable delay 0 CMX usecs. 


(1) The Slave shall release BUS B prior to entry to the SLAVACK state 
so that a Master implementation that wraps SYNC IN to produce SYNC OUT 
may meet the setup time requirements for the first SYNC IN pulse 
during DOM streaming. 

(2) The master may or may not be driving the buses. 
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BUS CONTROL SEQUENCE (Preceding Transfer Out) 


(Master and Slave Conn. 
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(Master Conn.) 


SLAVACK | XFRRDY | XFRST| XFRRES |XFREND| XFRRDY | XFRST| XFRRES | XFREND | XFRRDY | SLAVEND | SELECT | SLAVACK 
110.00 | 111.00 {111.10| 111.11 }111.01] 111.00 }111.10] 111.11 }111.01] 111.00 } 101.00] 100.00 | 110.00 
| | | 
SLAVE IN 7 : \ / 
| | | | | | | | | | | | 
MASTER: OUT ../ ‘| + ~‘JY -~ —- _- ee 
| | | | | | | | | | | 
| | | | | | | | | —> [tI]<- 
BUS A XXX>--— | | | | | | | | | XX>----- < 
| | | | | | | | | -->|to|<== 
BUS B,(A) XXXXXXXXXXXXX< >XXXXXXXXXXXXXXKXKKX < >XXXXXXXXXXXXXKXKXXKXXKXXXXKKXXXKXXXKXKXXXXKXX<T-  O—O—— 
| =D] | | eee css | | | | --> | tD <== 
, | | | | | | | | | | 
“ (T.. rf 7. — 
~~ ii ia BI I Ns ee 
| | | | | | | | | 
SYNC OUT / | \ / | \ 
==> |<-- -->| tN [<== ==> |<-- -->| tN [<== 
| | | | | | | | | | | | 
-->|t2|<-- | —->|tZ[<-- © -->|tZz[<-- | -->|tZ]<-- | —-—->|tZ|<- —-> ,tZ2]<-- | 
f <--> |[ta]i<-- J --> [tZ{[<-- | fai aaa | ae te ie | ie a on f -=->[tZa]<-- 
7 | | | | | | 
(Slave Conn.) | | | | | | | | | 
SLAVE IN \ / 
| | | | | | | | | 
MASTER OUT / \ 
| | | | | | | | | | 
| | | | | | | | | 
BUS A XXX>—-— | | | | | | | | | XX>----------- < 
** —-->|[tI|[<-- | | | | | | | we eit aia -->| ta [<-- 
BUS B,(A) XXXXXXXKXX<7 © )0—OCO.... COU PX XXXXXXXXXXXKXXKKKX<-  U”T!TT!T!T!TWWWVWVWOUDOUDR XXX XXKXXXXXXXXXXXXXXXXXKXXXXXXXXXXXXKXK< 
Pea. Seer a a Paver | | -->[tc|<-== 
SYNC IN / \ / | \ 
We ee ee eS are -->| tG Ss as | | tG Sn, Aer a ae 
| Aenean a Ete et ee 
SYNC OUT / \ / \ 
SELECT OUT = Active (Master and Slave Conn.) ** BUS A is released in DOM only. 
Label Description Min. Max. Units Label Description Min. Max. Units 
ta Master bus set-up 0.025 - usecs. EC Slave turnaround 0 SDE usecs. 
tD Slave bus set-up 0.025 SDE usecs. tG Slave interlock delay 0 SDE usecs. 
tI Bus release set-up 0.025 - usecs. tN Master interlock delay 0 - usecs. 
to Master turnaround 0 = usecs. tP Slave data set-up 0.025 = usecs. 
tQ Slave data turnaround 0 ~ usecs. tR Slave bus hold 0 - usecs. 
tw Transfer Bus Release 0 - usecs. tZ Cable delay 0 CMX usecs. 
FIGURE 53 


INTERLOCKED INPUT SEQUENCE —- SLAVE END 


L8 


(Master Conn.) SLAVACK| XFRRDY | XFRST| XFRRES |XFREND| XFRRDY | XFRST| XFRRES |XFREND| XFRRDY |SLAVEND| SELECT |SLAVACK 
110.00 | 111.00 J1212.10]{ 1112.11 $111.01{ 111.00 [{111.10] 111.11 [111.01] 111.00 {| 101 i! 100.00 | 110.00 
| 
SLAVE IN Net eee ot Satis ee Mn ee wee ys way ge = Aiea Pee Qhege eg eee een ee eee nee sare ares oy oe a eee = / 
| | | | | | | | | | | | 
MASTER OUT a aa (area i la aa (| aa a) a cm a a a a. | 
pee EE ee ee ee ee eee eee 
BUS Aj(B). oi saabenedes wea saan oa OR ER RER EK EXERRR EC RRR RRR EKER KR< 
NOTE 1 | ed ae os ae -->|to|< a er a aaa | | | 
: | | | 
BUS Bee eps | | | | | | | | oo eee ceceate alia < 
NOTE 2 | | | | | | | | fe SS EW La s=>| as 
| | | | | | | | | | 
SYNC IN / | \ aS, a aia 
| | | | | | | | | 
| | | | | | | | | | 
SYNC OUT fe , as (saa. 
Senge iC yhee ge eae oes ne -—->| tN |<== [| -->| tN ees a (en Tn 
| | | | | | | | | [ 
—-->|[tZ|<-- | —->|t2|[<-- | —->[tal<-- | —->|tai<-- | —->|t2|[<-- | -->|{ta|<-- | 
{| --> | [tal<-—- |->|t2|<-- J—->|tal[<-- i ae ae ie | -->|[tZ]<-- 
| | | | [| | 
(Slave Conn.) | | | | | | | | | | | 
SLAVE TN Sees ree pe ee i [ee ee ne eee ier eee ee re gre eee ee ee / 
| | | | be oul | | ==7 (EV [<== | 
MASTER OUT J \ 
| | | | | | | 
BUS HACE). soso visa csdune ne aaeanse ee Te ER ERR ARR 
NOTE 1 | --> | tAT<-] | | --> | TAT<—] | -->| {== 
| — — | | | 
| {| | | | [| | | ~->| tr an 
BUS B Pere eee ee | | | | | | | XX>------- 
NOTE 2 | | | : | | | ay ytci<= 
SYNC IN fm ey aaa ae: 
--—>|tG|<-= = }<-- paCeae es 
| if 
SYNC OUT / \ / \ 
SELECT OUT = Active (Master and Slave Conn.) 
Label Description Min. Max. Units Label Description Min. Max. Units 
tA Master bus set-up 0.025 - usecs. tc Slave turnaround 0 SDE usecs. 
tD Slave bus set-up 0.025 SDE usecs. tG Slave interlock delay 0 SDE usecs. 
tI Bus release set-up 0.025 _ usecs. tJ Master bus hold 0 usecs. 
tN Master interlock delay 0 _ usecs. to Master turnaround 0 - usecs. 
tu Slave SYNC IN delay 0 _ usecs. tv Slave end delay 0 usecs. 
tw Transfer bus release 0 - usecs. tZ Cable delay 0 CMX usecs. 
NOTES: 


(1) 
(2) 


The master may or may not be driving the buses. 
This represents the slave’s drivers in DOM only. 
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INTERLOCKED OUTPUT SEQUENCE —- SLAVE END 
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(Master Conn.) & & & & & & & & 
| XFR| |XFR| [XFR | | XFR | | XFR | | SLV | |SLV | |}SLV 
SLAVACK | XFRRDY | sT| XFRRES {END |] XFRRDY | ST] XFRRES {END | XFRRDY | ST| MASTEND|ACK| XFRRDY [END] SELECT | ACK 
110.00 | 111.00 ,}7.2]{ 111.11 iy«l.| 111.00 |7.2| soe IE Fer i | {7.1] 111.00 }7.2|{ 110.10 |6.0] 111.00 {[5.0] 100.00 16.0 
| | | 
SLAVE IN 7 \ / 
| | | | | | | | | | | | | 
| | | | | | 
MTR OUT / ©.©)©3”lY”té‘(aaiql”TTTOSY | | | | | | \ / | \ 
| | | | | | | | | aa EN | <=>" ==> ga | | | 
| | | | | | | | | | | | | | 
| | | | | | | | | | | | pee > Ter | <= 
BUSA >--| | | | | | | | | | | | | XX>--~-~— ae 
- = am. - Sere Oe ls on nen 
BUSB,(A) XXXXXXXxX< >XXXXXXKXXXKKXAKX< >XXXXKXXXXXXKKXX < >RAKXXXXXXXKXXXXXXXXXXXXXXXKXXK 
ee or ris ee is -_ ir eas (ae 
= rT. *y~.. (7 on oes in enenaen on 
i as a i ae eee ee 
| | | | | | | | | | | | | | | 
SYNCOUT /~ | \ qe | \ | | 
—-> 7 tn{[<-- --—>| isi RS ck al -->| tN|<-- | : 
| | | | | | | | | | | | 
-->|tZ|<-- J-->|tZ|<-- {—-—> | tZl<-- [--> | ta|<-- -->|tZ|<-- j--> |tZ|<-- j-->|[t2|<-- {--> | tZ2|<-- | 
| -->|[tZ|[<-- | -->|[taZa|<-- | -->|tz|<-- | hi | —->[tZ|<-- a eae ae oe ee | -->|tZ|<-- 
| | | | 
(Slav Conn.) | | | | | | | | | | | 
SLAVE IN | | | | | de wet Mn ha an a 
-->|tG|<-- 
| y 
MASTER OUT 2 or EEE EEL EL EE ET x 
| | 
BUS A Xxx>—-| | | | | | | | | | | | 9 XX>--------- < 
** —->]tr[<-- | | | | | | | | | | -->| w== 
BUS B,(A) XXXXX<  ————— O DX XXXXXXXXXXXKXXXKT OO OEKXXKXKXXXXXXKKXKXKKXK7OO”O~O COM KKK KXKXKXKXKXXXXXXKXXXXXXKXXXXXXX< 
ad ae Sas ol ou = ee a ae ~] | -->|tc|<—= 
SYNC IN / | \ / \ / TN 
ae -->| [<== ~->| tG a -->|tG|<-= 
| Me ee a 
SYNC OUT / \ | / \ 
SELECT OUT = Active (Master and Slave Conn.) ** BUS A is released in DOM only. 
Label Description Min Max. Units Label Description Min. Max. Units 
tA Master bus set-up 0.025 - usecs. tc Slave turnaround _ 0 a SDE usecs. 
tD Slave bus set-up 0.025 SDE usecs. tG Slave interlock delay 0 SDE usecs. 
tI Bus release set-up 0.025 - usecs. tN Master interlock delay 0 - usecs. 
to Master turnaround 0 usecs. tP Slave data set-up 0.025 - usecs. 
tQ Slave data turnaround 0 _ usecs. tR Slave bus hold 0 - usecs. 
tzZ Cable delay 0 CMX usecs. 


FIGURE 55 
INTERLOCKED INPUT SEQUENCE — MASTER END 


(Master Conn.) & & & & & & & & 
XFR | XFR | | XFR| |SLAV | | SLAV | | SLAV 
SLAVACK | XFRRDY |XFRST| XFRRES | END | XFRRDY |XFRST| XFRRES | END | XFRRDY | ST| MASTEND| ACK| XFRRDY | END | SELECT | ACK 
110.00] 111.00 { 7.2 | 111.11 | 7.1 | 111.00 | 7.2 | 111.11 | 7-1 | 111.00 |7.2] 110.10 | 6.0] 111.00 | 5.0] 100.00 | 6.0 
| | 
SUAVE “LN o [ro ne pee ee Pa pe Ge ee oe en ee | * f 
| | | | | | | | | | | | | ao (aii 
| | | | | | 
MST OUT ufo ae ra ee ears aera ee tee eee py ela ee NS | areas acne 
| NOTE 1 | | | | | | | | -->| tN|<—-—= -->7 tN [<-- oe tN |<-= 
Rigen die Sone mes8-k: = 
BUSAG CB): Cscves Ota sure Stace > > .?.?.0.0.0.0.0.0.0.0.0.0 > ¢ ii i i E> D.©:©:0 0:0: ©:0.0.0:0.0:0.0.0.0.0.9,0.0.0.0:0.0:0:0.0.0:0.0.0.0.0.0.0.0.0.0.9 0.4. 
| —-> |to|<= | >TET|<-| —-> | to |<-] >fts|<-| | | | | | 
| | | | | | | | | | | | | | nee 
Bese “SSeS = a | | | | | | | | | | | | Reto < 
| NOTE 2 | | | | | | | | | | | | | | aaa c= 
| | | | | | | | | | | 
SYNC IN / | \ / | \ J 2 
| | | | | | | | | | | | | 
| | | | | | | | | | | | | | 
SYNC OUT / | \ / | \ 
| | | -->| tN |<-= | -->| tN |<=-= | | | 
| | | | | | | | | | | | 
-->|[tZ|<- J -—->[tzai<-- | --> | t2l<-- { -->|tZ2]<-- J} -->]tZail<-— {-->|tZ2|<-- J -->|tZ|<-- J -->|t2|[<-- 
| =ah/ ta }<er J->|tZal<-- J—>|t2|<-- j->|]t2|<-- {—-> |t2|<-- j->|tZl[<-- J—->|tZ2|<-- | a ae 
{ | in +S | | | | | | — 
Slave Conn. | | | | | | | | | | | | | | | | 
SLAVE IN | | | | | | | | | | | | Sf 
| | --> jee} == | 
| | | 
MASTER OUT / \ / \ 
= a a OE a seeeen 
BUGA CBD) 20s oes eee sce ere Sled < >XXXXXXXXKXKXXXKXK < >XXXXXXXKXKXXXXKXXXXXKKXAKKXXKAKXKXKXXKKXKXAXKKKRKAK< 
NOTE 1 | -->| <= | | -->|tAT<-y, | | -->| ta |~<-- 
| | | | i | | || - 
| | | | | | | | | E i sent ee 
BUSB = ----------- | | | | | | | } | | | XXXX>------- 
NOTE 2 | | | | | | | Z | | | oy ytc (t= 
SYNCIN are. SEL. | rae ais. rs Fe 
--> |[tG|<-- =-> }<-- -->|tG|<-= = |<- --> |tG|<-- 
| | | 4 
SYNC OUT / \ / \ 
SELECT OUT = Active (Master and Slave Conn.) 
Label Description Min. Max. Units Label Description Min. Max. Units 
tA Master bus set-up 0.025 - usecs. tc Slave turnaround 0 SDE usecs 
tD Slave bus set-up 0.025 SDE usecs. tG Slave interlock delay 0 SDE usecs 
tI Bus release set-up 0.025 - usecs. tJ Master bus hold 0 - usecs 
tN Master interlock delay 0 a usecs. to Master turnaround 0 - usecs 
tu Slave SYNC IN delay 0 - usecs. tw Transfer bus release 0 - usecs. 
tz Cable delay 0 CMX usecs. 
NOTES: 


(1) The master may or may not be driving the buses. 
(2) This represents the slave’s drivers in DOM only. 
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INTERLOCKED OUTPUT SEQUENCE — MASTER END 


06 


SLAVACK | XFRRDY | | SELECT | SLAVACK 
110.00 | 111.00 | STATE SEQUENCES NOT VALID | 100.00 | 110.00 
SLAVE IN | | \ / 
| | —_ a 
MASTER OUT / | \ 
———mee | Saver e te ee ae “02 
| —>[tI|<- 
BUS A XXX>-- | | Sy Se SSS 
| -->|tsS|<-- mid oc ae --> |to|<-—=— [TON 
| | 
BUS B,(A) XXXXXXXXXXXXX<7 > XXX XXXXXXXXXXXXXXXXXXXXXXXXXXXX<K7 > KXXXXXXXXXXXXKXXXXXXXXXXXXXXXXXXKXXKXXXXXXXKXXXXXXXXX< 
--> |ts[<-- ~-—> | tS [<-- | | ~-> | TD [<== 
| SS Ch. 23+ — > | | | | 
SYNC IN / \ \ 
a a 0 eee ty” SSS SSS > | <------ tH ------ Na aa aa 
| | | | | 
SYNC OUT A \ / | \ 
a aaa ea | SaaS as | pe 
| | | | | | | | | | | 
-->|tZ|<-- | -->|tZ|<-- | -->|tz|<-- | ~->|[tZ]<-- | —-->|tz|<-- | —-->{tZ|<-- 
| -->[tZ|<-- —--—>|tZ|<-- | Bic ua a | ld ae aaa | pak ames { -—->|tZ]<-- 
| | 
(Slave Conn.) | | | | | | | | | | 
SLAVE IN aS 6a (NR (SIA | | | | \ / 
| | | | | | | 


| 

MASTER OUT aaa aa (EEN, (Raa al aR) a a aa (rac eae 

ne a | | 4 | | | | 

BUS A XXX>-- | | | | | | | | | XX>----------- < 

ee ~->]tI[<-- | | | | | | | ** -——> | tw] <-- -->| <== 
BUS B, (A) XXXXXXXXX < >XXXXXXXXXXXXXXXXXXXKXXXXXXXKKKXX< >KXXXXXXXXXKXXXXXXXXXXXXXKXAKXXXKXKXXXKXXKKXKXXKXKXXXXXXXXKKKXK 
-->[tQ|<- | | | | | | | -->|tc|<-= 
SYNC IN / | \ / | \ : 
par ee ee aaa eS a ny es tee I Rae BE a Ne OD Ge en Fe Ge ne ee 
| <------ tL’ ----- > | | 
SYNC OUT / \ / \ 
| <-2-eee- - - --- tY! - Ss 5 5-5 =5=5=-= >| <------ tH’ ----- > | 

SELECT OUT = Active (Master and Slave Conn.) ** BUS A is released in DOM only. 

Label Description Min. Max. Units Label Description Min. Max. Units 
tA Master bus set-up 0.025 - usecs. to Master turnaround 0 _ usecs. 
tc Slave turnaround 0 SDE usecs. tQ Slave data turnaround 0 - usecs. 
tD Slave bus set-up 0.025 SDE usecs. ts Stream. set-up/hold 0.030 - usecs. 
tH SYNC IN pulse active 0.4*(CCD) - usecs. tw Transfer bus release 0 _ usecs. 
tH’ SYNC OUT pulse active 0.32*(CCD) - usecs. cy SYNC IN period ccD ~ usecs. 
tz Bus release set-up 0.025 - usecs. ty’ SYNC OUT period ccD _ usecs. 
tL SYNC IN pulse inactive 0.4* (CCD) - usecs. tz Cable delay 0 CMX usecs. 
tL’ SYNC OUT pulse inactive 0.32*(CCD) _ usecs. 

FIGURE 57 


DATA STREAMING INPUT SEQUENCE — SLAVE END 


16 


(Master Conn.) SLAVACK| XFRRDY | | SELECT | SLAVACK 
110.00 111.00 | STATE SEQUENCES NOT VALID | 100.00 | 110.00 
SLAVE IN See eG cee, We geste egy eg wre nme gh ee ee ae ee ee ee ee we ae Y ‘ 
| | | 
| | | | 
MASTER OUT et Ege Oe Po ge an at Ea EN me ee a eg | \ 
peer | OPE ane oe 
BUS Pete. tay a nccecnceesree ax > XXXXXXXXXXXXXXXXKXXXXXXKX < > XXXXXXKXXXXKKXXXXKKXXXXKKXXXK ¢ 
NOTE 1 l -->|to|%-= —— | | | 
| 
BUS B —---—------------------ | | XX>------------- < 
NOTE 2 | | ee -->|tWi<-- | -->| {== 
| | <----- tL ----- >| | | | 
SYNC IN / \ / Xe 
| ee tY ----=sesSS———5 | <----+ tH cc, Sees Gat ee ee 
| | | 
SYNC OUT Fo a ro fre mae Ty eee 
| | | | | | | | | | | 
—-> |tZ]<-- | ——->|tZ2|<-- | -->|tZ|<-- | ~->[tZ|<-- ~->|tZ]<-- | -->|tZ[<-- | 
, =-—>|[tal<-- {—->|t2|<-- J->|[taj<-- [—> |t 2), <-- (it ina aa | ne 
| | | — | | 
{Slave Conn.) | | | | | | | | | | | | 
SEAVE INC SSS ye ee ee te Py ie / 
| | | | | | | | -->|tv|<-- | 
MASTER OUT foe er OO ae ee te ee, eg a ee eee eed ee ee \ 
ne nar a | -->]| tS |[<-- | | “~->| tS |[<-- | 
Bt Fer ape Sia a anee ees Sree LS oS e-oos | | 
BUSA Ay) -d2coe eee Sore ie ten ee eee < >XXXXXXXXXKXXKXXXXKXXX < >XXXXXXXXXXXXKXXKXKXXXXKKX< 
NOTE 1 -->|" tS” [T<=T_ | | -->|] tS |<-] | -->| ta \<-= 
\ %. N X oN Ne GN \ BS % 
\ SX ee ON SK 2 ==>] tt |[<=- 
BUS Bo Stee ++ l | | | f | l XX >--~---+ < 
NOTE 2 | | | | | | | | -->|tc|<-- 
SYNC IN fo a eg ae Je eRe ORES Te eae 
i aa | ni ait (eid | a ee ee ee 
| J<---- tL’ ---->| | 
SYNC OUT / \ / \ 
TTT a a ty’ Seas SSSSSSSTTITy | <---- tH’ ---->| 
SELECT OUT = Active (Master and Slave Conn.) 

Label Description Min. Max. Units Label Description Min. Max. Units 
tA Master bus set-up 0.025 - usecs. to Master turnaround 0 - usecs. 
tc Slave turnaround 0 SDE usecs. ts Streaming set-up/hold 0.030 - usecs. 
tD Slave bus set-up 0.025 SDE usecs. tv Slave end delay 0 - usecs. 
tH SYNC IN pulse active 0.4*(CCD) - usecs. tw Transfer bus release 0 - usecs. 
tH’ SYNC OUT pulse active 0.32*(CCD) - usecs. ty SYNC IN period ccD - usecs. 
tI Bus release set-up 0.025 - usecs. ty’ SYNC OUT period CCD _ usecs. 
tL SYNC IN pulse inactive 0.4* (CCD) - usecs. tz Cable delay 0 CMX usecs. 
tL’ SYNC OUT pulse inactive 0.32*(CCD) - usecs. 

NOTES: 

(1) The master may or may not be driving the buses. 

(2) This represents the slave’s drivers in DOM only. 
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DATA STREAMING OUTPUT SEQUENCE —- SLAVE END 
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& 
(Master Conn.) {|SLV 
SLAVACK | XFRRDY | | SELECT |ACK 
110.00 | 111.00 | STATE SEQUENCES NOT VALID | 100.00 16.0 
| ? | 
SLAVE IN T° > es \ 4 
| | | | 
| | | 


BUS A >-~| | | | xxX>----- < 
-->|tS|[<-- —~-—>|tS|<-- —-->|tS|[<-- | --> [|to|<-= COTY 
| @ | | | 
BUS B,(A) XXXXXXXX< >XXXXXXXXXXXXXXKXXXKXXXKXKXKXXKX < > XXXXXXXXXXXXXXAXXKXXXXXKXXK< >XXXXXXXXXXXXXXXKXXXXXXXXXXXKXXXXXXKKX< 
oy “ay esices -->|ts|<-- -->|ts|<--| | | | -->|tD|<-- 
| [KSar ee eee >| | | bo | 
SYNC IN / \ / \ / | \ 
| i ------------ tY ------------- a ----- tH ---->| | | | | | | 
SYNC OUT 7 | \ / | \ 
| | | | | | | | | | | 
-->|[tZz[<-- j--> | tZaf{<-—- {-->|tza|<-- See ee Jr--> | tZ[<-- {-->|t2|<-- sda ios —-->|tZ[<-- 
-->|tZ|<-- | Bd as a | i ae {| -=—>]tZ]<-- J ==>] tZ|<-- J—->]t2]<-——- J-> [tz] <-- ~-> |tZ|<-- 
(Slav Conn.) | | | : | | | | | | | | | 
SLAVE IN \ aa 
| | | | | | | | | 7 | | ae id | 
MASTER. CUT. .7— |; eg SN pa 
| | | | | | | | | | |<--- tH’ -->| 
BUS A XXX>--| | | | | | | | | | | ee ‘ 
#* —->]tT]<-~ | | | | | | | | | | -->| ta [<-- 
| | | | eee | | | ah | | 
BUS B,(A) XXXXxX< >XXXXXXXXXXXXXKXXXXXKXKXXXXKX< >XXXXXXXXXXXXXXXXXXXXXXXXK< > XXXXXXXXXXXXXXXXXXXXXKKXXXXKXXXKKXX < ; 
SA | | | | | | | | | --> [tc |<==— 
SYNC IN a a 7 a, [ON 
| [<---~ tL’ ---->| | 
SYNC OUT / \ / x 
| <---------- tY!’ -------------- >| <---- tH’ ---->| 
SELECT OUT = Active (Master and Slave Conn.) ** BUS A released in DOM only. @ The master latches the bus contents here. 
Label Description Min. Max. Unit Label Description Min. Max. Units 
tA Master bus set-up 0.025 - usecs. tI Bus release set-up 0.025 - usecs. 
oo Slave turnaround 0 SDE usecs. tn Master interlock delay 0 - usecs. 
tD Slave bus set-up 0.025 SDE usecs. to Master turnaround 0 - usecs. 
tG Slave interlock delay 0 SDE usecs. tQ Slave data turnaround 0 - usecs. 
tH SYNC IN pulse active 0.4*(CCD) - usecs. ts Stream. set-up/hold 0.030 - usecs. 
tH’ SYNC OUT pulse active 0.32*(CCD) - usecs. ty SYNC IN period ccD - usecs. 
tL SYNC IN pulse inactive 0.4* (CCD) - usecs. ty SYNC OUT period ccD - usecs. 
tL’ SYNC OUT pulse inactive 0.32*(CCD) _ usecs. tZ Cable delay 0 CMX usecs. 
FIGURE 59 


DATA STREAMING INPUT SEQUENCE — MASTER END 


& 
(Master Conn.) | SLAV 
SLAVACK | XFRRDY | | SELECT | ACK 
110.00] 111.00 | STATE SEQUENCES NOT VALID | 100.00 | 6.0 
SB ee SN a ee ee ee 8 ee ee ay a ee \ / 
| aS 
5 a aa aaa a a \ vA \ 
| | | cae tN ic 
BUS A,(B) cece ccc ce a CTD RE KKK KEK XE KKK KE KEK OCHRE KK KKK KKK KKK X KKK X KX XK XXX KKK KEK KKK XX KKXEKK 
NOTE 1 -~-> |to|<==_ Sa i See ae 
| | 
BUS Be Seer ey s=sS4e | | | XX > ------------- < 
NOTE 2 | | | | |  -->| (== 
| | heras th, SH So] | | | | 
SYNC IN / \ / x / | \ 
| <----------- tY” === == ==9 | <---- tH’ --->|7 _*«{I | foes oe ee oe ee ee eee 
| | | | | | | | | 
SYNC OUT / \ ies eae | 
| | | | 
—-->|tZ]<-- } m—>[tZl<-—- [| -->|[tZ[<-- {| -=—>|[ta[<-- f =-—->[tZ]<-- f-->|t2|<-- f -->|[tZ]<-- | -->|]tza|<-- 
=> EA <= fies ees |-> [tZ2j<-- J—>|[tZ2]<-- j->|[ta]<-- {—> | tali<-- {->|tZ|<-- | m-->[taj<-- 
(Slave Conn.) | | | | | | | | | [| | | | 
SLAVE IN \ / 
| | ; | | | ee | | | | cs ees | 
MASTER OUT  / | x / % 
| | -->| tS |[<-- | -->| tS |<-- | | ar aa ==> | | 
BUS A,(B) coe e ccc CTT RE KK KR EK ERK XX KEK EKKO RXR KKK KR KKK XX XXX XKKX XX KKK XXXXKKX XK XKXXXXKXXKKX ¢ 
NOTE 1 | -->| <= | -->| tS [<-] | | | —--—>| ea 
| | =| | 
| | { | | | | | | oe ee EE | Se 
BUS B ----------- | | | | | | | XXXX>------- < 
NOTE 2 | | | | || | --> |tc| == 
| | | | | 
SYNC IN / ] \ va | \ / N 
i ae | Te | Se 
= | |<---- tL’ --->| | 
SYNC OUT / / \ 
a i ee tY’ -==-====----- >| <---- tH’ --—->| 
SELECT OUT = Active (Master and Slave Conn.) ** BUS B released in DOM only @ The slave does not latch the bus contents here. 
Label Description Min. Max. Units Label Description Min. Max. Units 
tA Master bus set-up 0.025 - usecs. tL’ SYNC OUT pulse inactive 0.32 - usecs. 
tc Slave turnaround 0 SDE usecs. tN Master interlock delay 0 - usecs. 
tD Slave bus set-up 0.025 SDE usecs. to Master turnaround 0 _ usecs. 
tG Slave interlock delay 0 SDE usecs. ts Stream. set-up/hold 0.030 - usecs. 
tH SYNC IN pulse active 0.4* (CCD) - usecs. tw Transfer bus release 0 - usecs. 
tH’ SYNC OUT pulse active 0.32*(CCD) - usecs. ty SYNC IN period ccD - usecs. 
tI Bus release set-up 0.025 - usecs. tY’ SYNC OUT period ccD - usecs. 
th SYNC IN pulse inactive 0.4* (CCD) - usecs. tZ Cable delay 0 CMX usecs. 


NOTES: 


(1) The master may or may or may not be driving the buses. 
(2) This represents the slave’s drivers in DOM only. 
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DATA STREAMING OUTPUT SEQUENCE — MASTER END 


v6 


RESETSEL1 or $-—-——------- - --- ~~ - +--+ +++ + 
RESETSEL2 | (NOTE 3) | 
(eae oe ce ee ee eee antes nt cee ems ee em ees come ae rere ce eee eee cee ee me ee eee cee cee cement ee ce ee ee ee ee ce ee come ee ee eee me em cate tw cme ee ete center res ome Wem me ee tee ee ee ome me ee eee ee ee ee ee eee oe oe oe ee + +-—--—— 
$n rr + 
MAINT State | l 
a oe ee ee + $e 
i ae + 
DATA OUT | | (NOTES 1, 2) | 
ea i a a ea t- - - - = = = - = = = + Hn nn 
Drivers $_----——-- +--+ + 
Released | 
a a ni at ea + tf a a i ae se i ae ie me ns a 
+——-—-—-—-—--——--—-—-—-—-—-—----- -- ---------- + 


NOTES: 


(1) For MM1 slaves if DATA OUT is active when the MAINT state is negated, a reset shall be generated that will 
persist until DATA OUT is negated for a minimum of 10 microseconds. The drivers shall be left released if this 
situation occurs. 

(2) For MM2 slaves, if DATA OUT and ENABLE OUT are active when the MAINT state is negated, a reset shall be 
generated that will persist until DATA OUT or ENABLE OUT is negated for a minimum of 10 microseconds. The drivers 
shall be left released if this situation occurrs. 

(3) The BUS A Selective Reset Control octet is assumed to contain the slave’s address while the RESETSELI1 or 
RESETSEL2 state is active. 
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Release +4--------------~----------------- + + --- - - 
Drivers | : NOTE 3 >: (NOTE 1) 
----+ f- - ---+----- - see he ee ee ee eee eK ff KH eK eee ote eH ee 
MAINT pS Siete eee oe ene eee ae Se ea eal ee eee ee f fn----------- + 
state | | 
— oe one oe + +e eee ee ee ee 
+----- tt tent ent et mt eK rt Ct +- - - - - + 
DATA OUT | 8 : : : | | : : : : : >: (NOTE 1) : 
=SSSSSS= + + -—- -+ - -+ - —-+ +--+ t+ Ht Kt tH a ta nf fmt te 
2: write write read . 
4 S00 penn nr rn rn nr + $00 Fee + : +—--—--------------- /fa777—t #- - -- - + 
ENABLE OUT a | = | : | | : (NOTE 1) : 
alee lteter ieeteatentnatartestenten + +—-—-—--—--—+ $——-—--—---+ t———-t— - - -— - +--- 
>=250 ns -—->: s<— —>: 2<— >=250 ns : >=250 ns ->: :2<- : 
. t—t+ $-t Ft t+ +--+ +—-+  t—t+ t+-t+  t-+ 0 +--+ +—+ F-+ +--+ +--+ +--+ +--+ 
CLOCK OUT ll ~Ft_ Pd dt tt Plo ord td td tl rl gt tt Ft tlio: : 
SSeS tote t teem toe tet ten nat tat tent tent tenet tae nat tant Fmt tent Font FS ft torr rrr rrr 
—->: 3:<- >=250 NS =>: 3<- »=250 NS 
t—t tet tt tt ++ t+—-+ +--+ +--+ F-+ +--+ +--+ 
cLocK IN riod? etd tt ti rto'd dtl Pd ttooe : 
aliases tantenienienientententantentaatententaentetenteatenaeeeie + +--+ $-—-+ +--+ F¢--4+ 4----- + +--+ +--+ 4t-—+ t-—-t+ 4+f ft toe rcn ncn no 
| +-—--+ +—---------- + 
RESPONSE IN | | selected indication | | 
mae + pee Se ee Se ee ee ee ee ee eee oS Je $+—--—-------- 
t- - ---+------/f - + 
DATA IN 
---------~--—--------- -- - + + 5-5 - i ye 
+ ee eee ee ee ee ee ee we ee oe oe 
Perform Reset : (NOTES 1, 2) 
mo - + VA oe 
NOTES: 


(1) If DATA OUT and ENABLE’ OUT are active when MAINT is negated, then a reset shall be generated that will persist 

until DATA OUT or ENABLE OUT is negated. The Reset shall persist for a minimum of 10 microseconds. The drivers shall be 
left released if this situation occurs. 

(2) If ENABLE OUT is active (and DATA OUT is not active) when MAINT state is negated, and if an MM2 Reset Order was 
issued while MAINT was active, a reset shall be generated that shall persist until ENABLE OUT is negated. The reset shall 
persist for a minimum of 10 microseconds. 

(3) Only the BUS B drivers used for MM2 sequences are enabled while a slave’s MM2 circuits are selected. 
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A di (These Appendixes are not part of American National Standard X3.129-1986, but are 
ppen iIXeS included for information only.) 


Appendix A 


Example of State Sequences for Information 
Transfer 


Figure Al is a simple example of use of the IPI 
to poll, select a slave, issue an Operation 
Command to read data, receive Operation 
Response, and Deselect. 


MASTER SLAVE 
Idle 
Poll ~ REQUEST ————- > 
<--— Radial Address Octet -—----—----------_______-____--- 
Selection —-----~ Selection Octet --—-—--—---—--—-—-—— SELECT > 
<-----—--~---—-— SLAVACK -—— Radial Select Status -----—- 
Operation —---———— Bus Control Octet Command/Out —- BUSCTL > 
Command <------------ BUSACK -------------------_-_-_-_-------—- 
; ~------------~-------—----------------—— MASTEND -———-> 
< —---—- SLAVACK ——--------------------——- 
FIR nnn XERRDY > 
tek <—---—--—--—— XFRST 
ooo —~-—---—-—~-—— XFRRES > 
week <------—----— XFREND — -— 
%$%% 0 —-~----------------------_-------—---———_ XFRRDY > 
SS% < XFRST __ 
$BB en MASTEND --——> 
%%% <—----—----—— SLAVACK 
—-————— -————————  XPRRDY > 
<------------ SLAVEND --~-------—--------—--------—--—- 
a SELECTED ———> 
| <---—------——-- SLAVACK -—- Slave Status Octet 
Read Data -—------ Bus Control Octet Data/In 
| <------------ BUSACK ---------—-------_-________—_------—- 
——~- ~~ ——--—~—-—~—-—-—-————— MASTEND --——> 
<-—— —---— SLAVACK ---------------------—-----—--- 
FORK ————————~——————— XFRRDY > 
wk <---------—-- XFRST —----------_-__---________-__-_--_-__--+- 
FOR nnn | XFRRES > 
wa CS Seeeeee MEREND: oaSee eee a eee ee 
—-——- + ---------_-——— XFRRDY > 
< ——— SLAVEND ——— ————~--—-—- 
—----—--- SELECTED ——> 
<-~-------——- SLAVACK ——- Slave Status Octet 
Operation --—-———— Bus Control Octet Command/In -——- BUSCTL > 
Response | (seaeese=== Information Transfer In 
<-~--------—-—- SLAVACK -—— Slave Status Octet 
Deselection --~—--———----————-—--———__________—_-_—___—_——_——— DESEL > 
Idle 


*k* Transfer loop - repeated as many times as necessary. 
%%% Master initiation of termination 
== Abbreviated form to indicate an Information Transfer. 


FIGURE Al 
State Sequences for Information Transfer 
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Appendix B 


Specifications for 24-Conductor Shielded Cable 


The shielded 24-conductor (overall) coaxial 
cable is formed from two core assemblies, each 
consisting of 12 individual coaxial cables. 

Each core assembly should be covered with an 
overall shield and jacket. These two 

cables may be bonded together. If so, any such 
bond should allow the cables to be easily 
separated without reduction in their respective 
jacket thicknesses below the specified minimum 
at any point. 


Bl. Individual Coaxial Cables 


The characteristics of these cables are as 
follows: 

(1) Inner Conductor. 26-AWG solid, tinned 
copper or silver-plated copper alloy. 

(2) Primary Insulation. Semi-solid, 
consisting of a filament of flame-retardant 
polyethylene spiraled around the inner conductor 
and covered with an extruded tube of the same 
material. 

(3) Outer Conductor. Single-braid, tinned, 
soft-annealed copper, to provide a minimum 
coverage of 90%. 

(4) Jacket. Polyvinyl chloride (PVC), UL 
recognized. 

(5) Dimensions and Tolerances. The dimensions 
and tolerances (in inches) are as follows: 


Inner Conductor 
diameter 0.0159, +0.0004, 
—Q.0002 (26 AWG) 

Diameter over primary 
insulation 

Outer conductor 


strand diameter 


0.100 min, 0.106 max 


0.0040, +0.0003, 
—0.0001 (38 AWG) 


Overall diameter 0.160 max 


B2. Overall Cable Assembly 


The following recommendations should be 
considered in the assembly of cables for the 
IPI. 

(1) Length. Individual cables — continuous. 
All coaxial cables should be of equal length. 

(2) Shield. Aluminum/"mylar” tape, with 25% 
overlap. The aluminum side should be outward. 
This tape should be covered with a braid of 
tinned copper wire with a 65% minimum coverage. 

(3) Jacket. Polyvinyl chloride (PVC), 80 
durometer maximum, UL recognized. 

(4) Flammability Rating. UL recognized. 

(5) Marking. In a manner required by UL or 
other regulating agencies. 

(6) Physical Ratings. 60°C minimum, 150 volts 
minimum. 
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Appendix C 


Specifications for 50-Conductor, Flat, 
Twisted-Pair Cable 


C1. Introduction 


This cable allows for mass termination of 
twisted pairs to all standard 50-mil insulation 
displacement connectors (IDC). 

The flat, twisted-pair cable consists of 50 
conductors twisted into pairs. Primary 
insulation should be Polyvinyl Chloride (PVC). 
The twist in adjacent pairs is reversed to 
reduce crosstalk. The cable allows mass 
termination of twisted pairs to all standard 


50-mil insulation displacement connectors (IDC). 


The cable should allow for alternating 
twisted-pair sections with flat sections (in 

which the conductors are parallel) to enable 
installation of an IDC connector. The spacing of 
the flat sections is on 18-inch centers, 
(nominal). . 

The twisted-pair cable is primarily intended 
for attaching slaves within the same equipment 
cabinet that utilizes a differential 
driver/receiver system. However, if shielding 
techniques similar to those utilized on the 
jacketed and shielded, twisted-pair cable (see 
Appendix D) are applied, there is no reason why 
the cable cannot exit the cabinet. 


C2. Component Wire Description 
The wire should conform to the following 
recommendations: 


(1) Materials and Construction. Tinned 
copper, 28AWG, 7/36 strand. 
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(2) Component Wire Insulation. Polyvinyl 
chloride (PVC). 

(3) Dimensions and Tolerances. For walls of 
conductor insulation, 0.010 in nominal. 

(4) Conductor Insulation. 0.010 nominal wall 


C3. Cable Description 


The cable should conform to the following 
recommendations: 

(1) Length. Individual cables — continuous. 
Conductors — same length. 

(2) Conductor Spacing. Centers for 
twisted-pair cables, 0.100 inch, nominal. 
Centers for conductor in flat regions, 0.050 + 
0.005 inch. 

(3) Thickness. 0.042 inch, nominal (flat 
sections), 0.080 inch, nominal (twisted 
sections). 

(4) Flammability Rating. UL recognized. 

(5) Insulation. Polyvinyl chloride (PVC). 

(6) Physical Ratings. 80°C minimum, 150 volts 
minimum. 

(7) Distance between Flats. The flat sections 
will contribute significantly to differential 
noise, so care should be taken to use flat 
sections only where required for connector 
termination. 


Appendix D 


Specifications for 50-Conductor, Shielded, 
Twisted-Pair Cable 


D1. Introduction 


The shielded twisted-pair cable assembly 
consists of 25 twisted pairs with an overall 
shield and jacket. The cable connectors are 
Subminiature "D” connectors with a metal shell 
and 360° shield termination (see Figure 6). 

The jacketed and shielded twisted-pair cable 
is primarily intended for attaching slaves that 
are in separate cabinets and that utilize a 
differential driver/receiver system. 


D2. Inner Conductors 


Inner conductors of the shielded twisted-pair 
cable assembly should have the following 
characteristics: 

(1) Materials and Construction. Tinned copper, 
26 AWG, 7/34 Strand Tinned copper, 28 AWG, 7/36 
Strand 

(2) Insulation. High-density polyethylene 

(3) Dimensions and Tolerances. The dimensions 
and tolerances (in inches) are as follows: 


0.011 

0.043 max 

3/4 to 1.5 staggered 
left hand lay 


Insulation thickness 
Overall diameter 
Pair lay 


D3. Cable 


The cables used for the shielded twisted-pair 
cable assembly should have the following 
characteristics: 

(1) Length. Individual cables — continuous. 
Conductors — same length. 

(2) Shield. Braided, 36-AWG, tinned copper 
wire, to provide 85% minimum coverage. 

(3) Jacket. Polyvinyl chloride (PVC), UL 
recognized. 

(4) Insulation Thickness. 0.040 inch, minimum. 

(5) Flammability Rating. UL recognized. 

(6) Marking. In a manner required by UL or 
other regulating agencies. 

(7) Physical Ratings. 60°°C minimum, 150 volts 
minimum. 

(8) Outer Diameter. 0.505 inch + 0.020 inch 

(9) Binder. 0.002-inch Mylar tape, spiral 
wrapped, 25% lap 
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Appendix E 


75-Meter Differential Driver/Receiver System 


The following is an example of one differential 
driver/receiver system that meets the 
requirements outlined in 4.4.3: 

If the 75112/75107B driver/receiver is used, 
an 1800-ohm(+ 2%) biasing resistor from the odd 
lead to the negative voltage supply as well as 
from the even lead to the positive voltage 
supply will meet the requirements of 4.4.3. 
Note that the 75112/75107B requires a 5-volt 
(+ 5%) positive supply and a 5-volt (+ 5%) 
negative supply. 


NOTES: 

(1) In order to prevent the 75112 driver from causing 
errors, the interface must be quiesced prior to powering on 
or off the driver voltage supplies. After powering on or off 
any attached master or slave, all slaves must be reset since 
false errors may have been detected due to glitches that 
occur at that time. 
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(2) If the biasing network is in the master, and the 
master is powered off, the 75107 receiver or the 75108 
receiver tend to oscillate. Either precautions must be taken 
in the slaves to prevent this oscillation from causing 
errors, or the master must consider powering the bias 
network in such a way that the biasing voltage can be 
maintained even with the master powered off. : 

(3) To reduce common mode noise in the master, the 75112 
driver modules and terminator/biasing resistors should be 
placed as physically close together as possible on the same 
printed circuit card. | 

(4) When groups of 75112 drivers are released, common mode 
noise is generated. Shielding the IPI cable within slaves 
containing 75112 drivers is very effective in reducing the 
magnitude of such common mode noise. 

(5) The amplitude of the noise within the slave is 
proportional to the number of drivers released at the same 
time. Limiting the number of slave 75112 drivers that can be 
released (inhibited) within a 2-microsecond window to no 
more than 9 reduces the amplitude of the common mode noise. 
The noise associated with going from released to operational 
is less, but it is recommended that the same constraint be 
applied. | | 


Appendix F 


Voltage Mode Differential Driver/Receiver System 


F1. General 


The drivers and receivers that conform to EJA 
RS-485-1983 are intended for balanced trans- 
mission-line applications employing multiple 
drivers and receivers in a bus configuration. 
They are protected against shorts and bus 
contention even with a ground difference of 7 
volts between any two devices. Disabled drivers 
will maintain the high impedance state over a 
common mode range of —7 V < Vcm 

< 12 V, and as such will not interfere with the 
signal quality of the active driver even in the 
presence of ground transients up to + 7 V. 

Meeting the requirements of EIA RS-485-1983 
is a necessary condition for IPI, but it may not 
be sufficient. The ac performance of the 
drivers/receivers should be good enough to meet 
the specifications for jitter and distortion 
while driving 50 meters of cable loaded to 
satisfy the biasing and termination requirements 
of the IPI. 

Distortion and jitter are caused mainly by the 
rise-time degradation due to the distributed 
low-pass-filter characteristics of the cable, 
and the effect of this degredation upon any 
Signal imbalance or receiver threshold offset. 
As the signal travels down the cable, its rise 
time increases, Causing increased jitter and 
distortion. For a given rise time (i.e., at a 
given length and quality of cable), a tighter 
receiver threshold and a better signal balance 
will give superior jitter and distortion 
numbers. 

IPI lines require biasing to hold a "0" state 
when all drivers are off/disabled. This will 
introduce some signal imbalance and increase 
jitter. The driver must have drive, transient, 
and skew characteristics that will meet the 
jitter and distortion requirements in spite of 
this imbalance. Since ground differences are a 
fact of life, the jitter performance must also 
be maintained over a reasonable common-mode 
range. 

The DS3695/DS3696 family will meet the IPI 
requirements with 50 meters of appropriate cable 
(see cable specs). The IPI bias network, with 
the Master either at the end of the cable or 
not, is shown in Figure F1. 


Using the following suggested values will hold 
a bias voltage of at least 247 mV at any part 
(minimum bias occurs farthest from the Master) 
of the line, with the following assumptions: 

(1) Connector contact resistances are 
negligible. 

(2) Cable resistance is nominal (24 ohms) if 
maximum length (50 meters) is used. 


(NOTE: The cable line resistance is in fact distributed 
along both sides of the pair, but in the figures it is shown 
as a single resistor.) 


(3) The input impedance and resistance (ac and 
dc) of the receivers used is high enough to be 
ignored, as is that of the driver when desel- 
ected or powered down. For the voltage to be at 
this minimum, the terminators, bias resistors, 
and power supply would all have to be at their 
tolerance limits in the worst direction at the 
same time. Nearly all conditions will result in 
minimum bias above 250 mV, but even the worst- 
case condition yields 247 mV. 

These suggested resistor values were chosen to 
optimize the performance trade-offs among _ 
minimum and maximum bias levels, holding a "0" 
with no active driver while allowing normal 
signaling to overcome the bias without excessive 
skew and noise-margin deterioration. In 
addition, these values: 

(1) Are normal, low-cost standard values, 
available in discretes, SIPs, and DIPs from most 
vendors, with standard tolerance of 2% or 
better, and 

(2) Use the same value for the external 
plug-in terminator and the equivalent-function 
on-board R2, for equipment designers who may 
want the option of operating either way (e.g., 
the same master configuration operating opti- 
mally at the cable end or not). 

A tolerance specification of 2% is no 
additional cost in SIP/DIP resistors (see 
above), and 5% is easily obtained in power 
supplies and is required by many electronic 
components, including the DS3695/DS3696 series. 
These tolerances allow better system performance 
(e.g., lower error rate) by allowing a 
higher-impedance design, meeting the desired 
minimum bias with less maximum bias for the 
drivers to overcome. The termination value of 
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APPENDIX 


150 ohms is well in line with the design rule of 
slightly under-terminating transmission lines. 
It ensures positive reflections and faster 
transitions, optimizing receiver performance, 
especially with hysteresis receivers. This 
value has been carefully tested and its — 
performance is verified. For those designers 
who may wish to consider other values in the 
bias network, there is available a noncopy- 
righted, suitable computer program to aid in 
evaluating combinations and other tolerance 
limits. 


RI = R3 = 510(4+ 2%) ohms 
at Vcc = 5(+ 5%) volts 
R2 = 150(4 2%) ohms 
Terminator = 150(+ 2%) ohms 


yielding bias voltages at 


Master and Cable-End Terminator: 


287 mV 247 mV (Minimum) 
314 mV 271 mV (Nominal) 
367 mV 295 mV (Maximum) 


and equivalent termination resistance at Master 
(Nominal): 132 ohms. 

EIA RS-485-1983 stipulates that the receiver 
respond to a 200-mV signal. This network is 
designed to cause any receiver on the line that 
conforms to EIA RS-485-1983 to switch to a "0” 
when all the drivers are off/disabled. Once the 
receiver has switched, it will have a noise 
immunity of at least 47 mV (plus the hysteresis 
and short-pulse rejection of the chosen 
receiver). 


F2. Calculating Resistor Values for the 
Bias Network 


The formulas may be derived in the following 
manner. Figure F1(b) shows the worst-case 
configuration that provides the lowest bias 
voltage (at the cable end opposite the master). 
This occurs when the supply voltage and the 
termination-resistance values are low, and the 
bias resistor values are high: | 
Vec = Vcc (nominal) - (100 -t (V)/100) 
Rl = R3 = Ri(nominal) - (100 +t (R)/100) 
R2 (nominal) + (100 -t (R)/100) 
RT2 (nominal) - (100 -t (R)/100) 


AS 
N 
1 il 


where 
t(R) is the percentage resistor tolerance, and 
t(V) is the percentage power supply tolerance. 


NOTE: The worst-case jitter and distortion occur with 
highest bias when the resistor and supply variations are 
opposite those given previously. The worst high bias occurs 
in the Master, when at the center of the cable. 


In Figure F1(b), the bias voltage at the Master 
(VBiasM) is given by: 


R2//(RT2+RL2) 
VBiasM TS re eee ee en ee meee ewe inn Vcc 
R1 + R3+ (R2//(RT2+RL2)) 
R2-(RT2+RL2) 
VBiasM TE a cn ee ee le ee a ee ee en ee a em a Vcc 


(R1+R3): (R2+RT2+RL2)+R2-(RT2+RL2) 


The bias voltage at the far-end terminator, 
VBias2, is given by: 


RT2 
VBias2 = -----+------------ VBiasM 
RT2+RL2 


(R1+R3): (R2+RT2+RL2)+R2-(RT2+RL2) 


Hence, using RI = R3 and therefore in the above 


(RI1+R3) = 2R1: 


R2: RT2: (Vcc—VBias2)—RL2: R2- VBias2 
R1 = RB = ~----------- een n nn nnn nnn nee nnn ene n ens 
2: VBias2- (R2+RT2+RL2) 
(Eq F1) 


and the equivalent termination of the Bias/Term 
network is given by: 


2R1: R2 
RTEq = 2RI//R2 = ----------------------- 
2R1+R2 
from which 
2R1-RTEq | 
RQ Se peeenneeeeate te (Eq F2) 
2RI—~RTEq 


Rearranging the terms in Eq F1: 


2R1° VBias2: (RT2+ RL2) 


RT2: (Vcc—VBias2)~-RL2> VBias2—2R1- VBias2 
(Eq F3) 


APPENDIX 


$------------------ - + + - - nn + 


(a) Master Not at End of Cable 
Bias Supply 


| 
> 
Bias Resistor 1 < 
(Rl) > 
< 
| 
omumumanscmecmmmems JV J\ J\ 1 \  cnnscrusn nnn cuem mates esi casi exh fn ce nee et ee en ee ee at te (er tes ce cams came canons esas eam 
| Res. of Line 1 Res. of Line 2 | 
> (RL1) (RL2 ) > 
< Bias Voltage at < 
> Term. 1 Master = VBiasM Term. 2 > 
< (RT1) (RT2 ) < 
| | 
usa csi sens asa ND SO eae RU NG US ND ND AID ei VED SED RRND SRE CRD eAND ee Lense ete he ee ce te en nt mt se mee A me ee fa 
| 
Bias Voltage at Far-end > Bias Voltage at Far-end 
Terminator 1 = VBiasl < Terminator 2 = VBias2 
Bias Resistor 3 > | 
(R3) < 


| 
Bias Supply Return 


FIGURE Fl 
THE TWO SUBSYSTEM ARRANGEMENTS WITH PARAMETER LABELS 


op a a a + 
| (b) Master at End of Cable | 
| Bias Supply | 
| | | 
| > | 
| Bias/Term Resistor 1 < | 
| (Rl) > | 
| < | 
| | | 
| s pmeecetarmagasy i 0 A Ae ee | 
| (RL1 = 0) | Res. of Line 2 | | 
| > (RL2) > | 
| RT1 = Bias/Term Res. 2 (R2) < < | 
| > Term. 2 > | 
| Bias Voltage at Master = VBiasM < (RT2) < | 
| | | | 
| SS | 
| | | 
| > Bias Voltage at Far-—end | 
| Bias/Term Resistor 3 < Terminator = VBias2 | 
| (R3) > | 
| < | 
| | | 
| Bias Supply Return | 
| | 
pn ee + 
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Appendix G 


Maintenance Mode Logic Examples 


The block diagrams in this Appendix are examples 
illustrating the logic capable of implementing Maintenance 
Mode 1 and Maintenance Mode 2 hardware in a slave. The 
following abbreviations are used in the diagrams: 


Al 
OI 


- MASTER OUT 
- SELECT OUT 
+ SYNC OUT 


+ BUS A bit 4 


+ BUS A bit 1 


NOTE: The symbol > represents 


—- master reset 
| >-------- + 
| 
| 
| 
| een ae 
| 
| 
| | 
» sleaeatentantententantententantententan | --~------- 
| 
>--+ 
| | 
| | 
| +----+ | 
+--—>| OT | | 
>----- > | | ----------+-—--------- 
+--—>| | + DATA OUT 
| +—----+ decoded 
| 
| 
>--+ 
-selective reset ---- 
—-power on reset ----- 
i.e., a negative logical leve 


a "wedge", 


= AND-INVERT logic function 
= OR-INVERT logic function 


FL 

A 

dcd 
DCDR 
L 
cmpr 
ctrl 


FIGURE G1 


MM1 Block Diagram 


= FLIP-LATCH logic function 
= AND | 

= Decode logic function 

= Decoder logic function 

= Latch logic function | 

= Comparator logic function 

= Control logic function 


—- severe check detected — 


+—— 
| 
| 
| 
aan Rann S ERE aaa baeteetententententeeteeta + | 
| | 
| | 
+--—-——+ | +-—— 
------ >| OI | +-------- 
J} FL |--+------------- 
t=) = 
fo Seeeee. || 
+----------- |---+---B 
+——---------- + i 
|... ere | 
a | 
------- | FL |[>-----+ 
+-~----- | | MM2 op 
[ +---| | latch 
2 ee, 
| | 
| | +-~---—+ 
+--|---| AI 
—-~-+---| FL |>-+----A 
tars ot 
| +----+ 
+——---—------- |---—+ 
+----------- + | 
| TSS. | 
+-->| OT | | 
| FL |------ + 
+-——> | | MM2 driver 
| +----+ degate latch 
| 
- eee cena cere come res come seme Sore cme ems Se cee ee ee ee me crm ree ms re ce ree ee ee re ee ee ee ee ee oe 


l. 


+—-—-——+ 
-->| OI | 
—--> | |---— + Disable 
A->| | 
B->{ | 
+—----+ 
+—--——+ 
| A | 
| |>-+--- -— Reset. 
ee 
+—-———+ | 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
+ 
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Appendix H 
Flat Cable Conductor/Subminature "D” Connector Pin Identification 


Figure H1 illustrates the correspondence of flat cable conductor numbers to the IEC 48B pin numbering system. 


NOTE: Conductor numbers noted in circles are the 
conductor numbers of flat cable. The numbers 
outside the circles are the corresponding pin 
numbers on the IEC48B connector. The lines 
connecting the pin numbers indicate signal pair 
assignments, and not direct connections. 


FIGURE Hl 


CORRESPONDENCE BETWEEN CONDUCTOR 
NUMBERS AND PIN NUMBERS | 
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X3.115-1984 Unformatted 80 Megabyte Trident Pack for Use 

at 370 tpi and 6000 bpi (General, Physical, and Magnetic Charac- 
teristics) 

X3.116-1986 Recorded Magnetic Tape Cartridge, 4-Track, Serial 
0.250 Inch (6.30 mm) 6400 bpi (252 bpmm), Inverted Modified 
Frequency Modulation Encoded 

X3.117-1984 Printable/Image Areas for Text and Facsimile Com- 
munication Equipment 

X3.118-1984 Financial Services — Personal Identification Number 
— PIN Pad 

X3.119-1984 Contact Start/Stop Storage Disk, 158361 Flux Trans- 
itions per Track, 8.268 Inch (210 mm) Outer Diameter and 3.937 
inch (100 mm) Inner Diameter 

X3.120-1984 Contact Start/Stop Storage Disk 

X3.121-1984 Two-Sided, Unformatted, 8-Inch (200-mm), 48-tpi, 
Double-Density, Flexible Disk Cartridge for 13 262 ftpr Two-Headed 
Application 

X3.124-1985 Graphical Kernel System (GKS) Functional 
Description 

X3.124.1-1985 Graphical Kernel System (GKS) FORTRAN 
Binding 

X3.125-1985 Two-Sided, Double-Density, Unformatted 5.25-inch 
(130-mm), 48-tpi (1,9-tpmm), Flexible Disk Cartridge for 7958 
bpr Use 

X3.126-1986 One- or Two-Sided Double-Density Unformatted 

5 25-inch (130-mm), 96 Tracks per Inch, Flexible Disk Cartridge 


X3.128-1986 Contact Start-Stop Storage Disk — 83 000 Flux 
Transitions per Track, 130-mm (5.118-in) Outer Diameter and 
40-mm (1.575-in) Inner Diameter. 

X3.129-1986 Intelligent Peripheral Interface, Physical Level 
X3.130-1986 Intelligent Peripheral Interface, Logical Device 
Specific Command Sets for Magnetic Disk Drive 

X3.131-1986 Small Computer Systems Interface 
X3.136-1986 Serial Recorded Magnetic Tape Cartridge for 
Information Interchange, Four and Nine Track 

X3.140-1986 Open Systems Interconnection — Connection 
Oriented Transport Layer Protocol! Specification 

X11.1-1977 Programming Language MUMPS 

IEEE 416-1978 Abbreviated Test Language for All Systems 
(ATLAS) 

IEEE 716-1982 Standard C/ATLAS Language 

IEEE 717-1982 Standard C/ATLAS Syntax 

IEEE 770X3.97-1983 Programming Language PASCAL 

IEEE 771-1980 Guide to the Use of ATLAS 

ISO 8211-1986 Specifications for a Data Descriptive File for 
Information Interchange 

MIL-STD-1815A-1983 Reference Manual for the Ada Programming 
Language 


X3/TRI-82 Dictionary for Information Processing Systems 
(Technical Report) 


American National Standards for Information Processing 


X3.1-1976 Synchronous Signaling Rates for Data Transmission 
X3.2-1970 Print Specifications for Magnetic Ink Character 
Recognition 

X3.4-1986 Coded Character Sets — 7-Bit ASCII 

X3.5-1970 Flowchart Symbols and Their Usage 

X3.6-1965 Perforated Tape Code 

X3.9-1978 Programming Language FORTRAN 

X3.11-1969 General Purpose Paper Cards 

X3.14-1983 Recorded Magnetic Tape (200 CPI, NRZI) — 
X3.15-1976 Bit Sequencing of the American National Standard 
Code for Information Interchange in Serial-by-Bit Data Transmission 
X3.16-1976 Character Structure and Character Parity Sense for 
Serial-by-Bit Data Communication in the American National Stan- 
dard Code for Information Interchange | 

X3.17-1981 Character Set for Optical Character Recognition 
(OCR-A) 7 
X3.18-1974 
X3.19-1974 
X3.20-1967 
X3.21-1967 
X3.22-1983 


One-Inch Perforated Paper Tape 
Eleven-Sixteenths-Inch Perforated Paper Tape. 
Take-Up Reels for One-Inch Perforated Tape 
Rectangular Holes in Twelve-Row Punched Cards 
Recorded Magnetic Tape (800 CPI, NRZ1I) 
X3.23-1985 Programming Language COBOL 

X3.25-1976 Character Structure and Character Parity Sense for 
Parallel-by-Bit Data Communication in the American National! 
Standard Code for Information Interchange 

X3.26-1980 Hollerith Punched Card Code 

X3.27-1978 Magnetic Tape Labels and File Structure 

X3.28-1976 Procedures for the Use of the Communication Control 
Characters of American National Standard Code for Information 
Interchange in Specified Data Communication Links 

X3.29-1971 Specifications for Properties of Unpunched Oiled 
Paper Perforator Tape 

X3.30-1971 Representation for Calendar Date and Ordinal Date 
X3.31-1973 Structure for the Identification of the Counties of the 
United States 

X3.32-1973 Graphic Representation of the Control Characters of 
American National Standard Code for Information Interchange 
X3.34-1972 Interchange Rolls of Perforated Tape 

X3.36-1975 Synchronous High-Speed Data Signaling Rates between 
Data Terminal Equipment and Data Communication SOUIRMEU 
X3.37-1980 Programming Language APT 

X3.38-1972 Identification of States of the United States 
(Including the District of Columbia) 

X3.39-1986 Recorded Magnetic Tape (1600 CPI, PE) 

X3.40-1983 Unrecorded Magnetic Tape (9-Track 800 CPI, NRZ1; 
1600 CPI, PE; and 6250 CPI, GCR) 

X3.41-1974 Code Extension Techniques for Use with the 7-Bit | 
Coded Character Set of American National Standard Code for Infor- 
mation Interchange 

X3.42-1975 Representation of Numeric Values in Character Strings 
X3.43-1986 Representations of Local Time of Day 

X3.44-1974 Determination of the Performance of Data Communi- 
cation Systems 

X3.45-1982 Character Set for Handprinting 

X3.46-1974 Unrecorded Magnetic Six-Disk Pack (General, Physical, 
and Magnetic Characteristics) 

X3.47-1977 Structure for the Identification of Named Populated 
Places and Related Entities of the States of the United States for 
Information Interchange 

X3.48-1986 Magnetic Tape Cassettes (3.81-mm [0.150-Inch] 

Tape at 32 bobmm [800 bpi] , PE) 

X3.49-1975 Character Set for Optical Character Recognition (OCR-B) 
X3.50-1986 Representations for U.S. Customary, SI, and Other 
Units to Be Used in Systems with Limited Character Sets 
X3.51-1986 Representations of Universal Time, Local Time Differ 
entials, and United States Time Zone References 

X3.52-1976 Unrecorded Single-Disk Cartridge (Front Loading, 
2200 BPI) (General, Physical, and Magnetic Requirements) 
X3.53-1976 Programming Language PL/I 

_X3.54-1986 Recorded Magnetic Tape (6250 CPI, Group Coded 
Recording) 

X3.55-1982 Unrecorded Magnetic Tape Canes. 0.250 Inch 
(6.30 mm), 1600 bpi (63 bp mm), Phase encoded 

X3.56-1986 Recorded Magnetic Tape Cartridge, 4 Track, 0.250 
Inch (6.30 mm), 1600 bpi (63 bo mm), Phase Encoded 


X3.57-1977 Structure for Formatting Message Headings Using the 
American National Standard Code for Information Interchange for 
Data Communication Systems Control 

X3.58-1977 Unrecorded Eleven-Disk Pack (General, Physical, and 
Magnetic Requirements) 

X3.59-1981 Magnetic Tape Cassettes, Dual Track Complementary 
Return-to-Bias (CRB) Four-States Recording on 3.81-mm (0.150- 
Inch) Tape 

X3.60-1978 Programming Language Minimal BASIC 

X3.61-1986 Representation of Geographic Point Locations 
X3.62-1979 Paper Used in Optical Character Recognition (OCR) 
Systems 

X3.63-1981 Unrecorded Twelve-Disk Pack (100 Megabytes) (Gen- 
eral, Physical, and Magnetic Requirements) 

X3.64-1979 Additional Controls for Use with American National 
Standard Code for Information Interchange 

X3.66-1979 Advanced Data Communication Control Procedures 
(ADCCP) 

X3.72-1981 Paraliel Recorded Magnetic Tape Cartridge, 4 Track, 
0.250 Inch (6.30 mm), 1600 bpi (63 bpmm), Phase Encoded 
X3.73-1980 Single-Sided Unformatted Flexible Disk Cartridge 
(for 6631-BPR Use) 

X3.74-1981 Programming Language PL/I, General-Purpose Subset 
X3.76-1981 Unformatted Single-Disk Cartridge (Top Loading, 
200 tpi 4400 bpi) (General, Physical, and Magnetic Requirements) 
X3.77-1980 Representation of Pocket Select Characters 
X3.78-1981 Representation of Vertical Carriage Positioning Char- 
acters in Information Interchange 


- X3.79-1981 Determination of Performance of Data Communica- 


tions Systems That Use Bit-Oriented Communication Procedures 
X3.80-1981 Interfaces between Flexible Disk Cartridge Drives 

and Their Host Controllers 

X3.82-1980 One-Sided Single-Density Unformatted 5.25-Inch 
Flexible Disk Cartridge (for 3979-BPR Use) 

X3.83-1980 ANSI Sponsorship Procedures for ISO Registration 
According to ISO 2375 

X3.84-1981 Unformatted Twelve-Disk Pack (200 Megabytes) (Gen- 
eral, Physical, and Magnetic Requirements) 

X3.85-1981 1/2-Inch Magnetic Tape Interchange Using a Self 
Loading Cartridge 

X3.86-1980 Optical Character Recognition (OCR) Inks 
X3.88-1981 Computer Program Abstracts 

X3.89-1981 Unrecorded Single-Disk, Double-Density Cartridge 
(Front Loading, 2200 bpi, 200 tpi) (General, Physical, and Mag- 
netic Requirements) 

X3.91M-1982 Storage Module iatertaces 

X3.92-1981 Data Encryption Algorithm 

X3.93M-1981 OCR Character Positioning 

X3.94-1985 Programming Language PANCM 

X3.95-1982 Microprocessors — Hexadecimal Input/Output, Using 
5-Bit and 7-Bit Teleprinters 

X3.96-1983 Continuous Business Forms (Single-Part) 

X3.98-1983 Text Information Interchange in Page Image Format 
(PIF) 

X3.99-1983 Print Quality Guideline for Optical Character Recogni- — 
tion (OCR) 

X3.100-1983 Interface Between Data Terminal Equipment and 
Data Circuit-Terminating Equipment for Packet Mode Operation 
with Packet Switched Data Communications Network 
X3.101-1984 Interfaces Between Rigid Disk Drive(s) and Host(s) 
X3.102-1983 Data Communication Systems and Services — User- 
Oriented Performance Parameters 

X3.103-1983 Unrecorded Magnetic Tape Minicassette for Informa- 
tion Interchange, Coplanar 3.81 mm (0.150 in) 

X3.104-1983 Recorded Magnetic Tape Minicassette for Informa- 
tion Interchange, Coplanar 3.81 mm (0.150 in), Phase Encoded 
X3.105-1983 Data Link Encryption 

X3.106-1983 Modes of Operation for the Data Encryption Algorithm 
X3.110-1983 Videotex/Teletext Presentation Level Protocol Syntax 
X3.111-1986 Optical Character Recognition (OCR) Matrix Charac- 
ter Sets for OCR-M 
X3.112-1984 14-in (356-mm) Diameter Low-Surface-Friction 
Magnetic Storage Disk 

X3.114-1984 Alphanumeric Machines; Coded Character Sets for 
Keyboard Arrangements in ANSI X4.23-1982 and X4.22-1983 
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